
 

 
 
 
 
 
 
 
 
 
 
 

  
 

trudigital Laser FSC 70/11R14/KL75 

 
Facestock 

A white laser copy paper which is suitable for flexo, 

offset, laser and solvent-based inkjet printing 
techniques. 

 
Basis weight 

(g/m2) 

64 ISO 536 

Caliper (µ) 74.5 ISO 534 

Whiteness  153 ISO 2471 

 

Adhesive 
11R14 is a removable acrylic based pressure sensitive 

adhesive (PSA). The adhesive is removable from a 

variety of substrates, including metal, glass, PE and 
PP.  

 
Loop Tack 
(N/25mm) 

5 FINAT No 9 (glass) 

Peel adhesion 

(N/25mm) 

4          FINAT No 1 (glass) 

Minimum 

application 

temperature 

5˚C 

 

Service 

temperature 

-10˚C to + 70  ˚C 

Regulatory 
approval 

The adhesive may stand in direct 
contact with dry, moist, and 

such kind of fatty foodstuffs to 
which a correction factor of at 

least 5 can be applied according 

to the commission regulation 
(EU) No. 10/2011. The adhesive 

is compliant to FDA 175.105 
 

Release liner 

A white, clay coated Kraft paper with excellent 
dimensional stability and lay flatness.  

 

Basis weight 

(g/m2) 

74 ISO 536  

 

Caliper (µ) 75 ISO 534 

 
Conversion and Printing 

Suitable to be used with a variety of printing 
techniques, including flexographic, litho, laser and 

solvent-based inkjet. 
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