
AJ / ALE
Series

A Higher Level of Precision . . . A Higher Level of Performance

Intelligent-Lab™ Milligram Balance

• Vibra® Tuning Fork Sensor

• Configurable RS 232 Interface, Windows® Compatible

• NTEP Approved to 0.01 g (AJ only)

• Reads in g, ct, oz, lb, oz t, GN 

• Counting, %, Density, Accumulation, Checkweighing

• Optional Density Kit

• GLP Compliant

• Below Balance Weighing

• Optional Rechargeable Battery

RS
232

Class I & II (Except ALE)

Made in Japan







Model HF-125 HF-225 HM-125 HM-225 HF-120A HF-220A HF-320A HM- HM- HM-

SM SM-DR SM SM-DR 120A 220A 320A 

Calibration Fully automatic internal calibration & SL S (Self Linearization System) 

iCapacity 125 g 
102 g / 

125 g 
102 g / 

120 g 220 g 320 g 120 g 220 g 320 g 
225 g 225 g 

Readability 0.01 mg 
0.Q1 /

0.01 mg 
0.Q1 /

0.1 mg 0.1 mg 0.1 mg 0.1 mg 0.1 mg 0.1 mg 
0.1 mg 0.1 mg

0.02 mg 0.02 mg 0.02 mg 0.02 mg 

Repeatability (Std . < 40 g < 40 g < 40 g < 40 g 
0.1 mg 0.1 mg 0.1 mg 0.1 mg 0.1 mg 0.1 mg 

Dev .) 0.05 mg 0.05 mg 0.05 mg 0.05 mg 

> 40 g > 40 g > 40 g > 40 g

1Recommended 
0.00020 g 

Minimum Load 

Linearity 0.02 mg 
0.02 mg 

0.02 mg 
0.Q2mg

0.2 mg 0.2 mg 0.2 mg 0.2 mg 0.2 mg 0.2 mg 
I 0.1 mg I 0.1 mg

Sensitivity Drift Sensitivity drift (10 .. 30°C) 1 .5 ppm / °C 

Stabilization T ime 2s 6/2s 2s 6/2s 3s 3s 3s 3s I 3s 3s 

Operating 

Environment 5°C to 35°C @ 70% RH non-condensing 

Weighing Units g, mg, ozt, lb, tael, etc . 

Available Languages English, German, eventually French 

Tare Range 100% Subtractive 

Power Source 115V / 230V, + 15% / -20% 

Construction Die cast aluminum 

Display Touch Screen Display 

Pan Size 0 3.15 inches/ 80 mm 

Draft Shield Internal 

Dimensions 7.1 x 5.9 x 9.5 inches/ 180x150x240 mm 

(W X DX H) 

Overall Dimensions 
9.2 x 20.1 x 12.2 inches/ 234x510x310 mm 

(W X DX H) 

Net Weight 28.7 lb/ 13.0 kg 





About Precisa Gravimetrics AG 
Uncompromising quality standards in research, 

manufacturing, design and after-sales service have 

made Precisa one of the leading brands in weighing 

instruments world-wide. The result is a state-of-the

art product range, which fully reflects traditional Swiss 

characteristics such as precision, quality and reliability 

-along with a complete range of customer specific

benefits. Precisa instruments contain the features

necessary to perform tests accurately and record

results simply and efficiently. Precisa, with distribution in

more than 100 countries around the world, is a division

of Techcomp Europe Group, a leading manufacturer

and distributor of analytical instruments, life science

equipment and laboratory instruments.

About Intelligent Weighing Technology, Inc. 
Intelligent Weighing Technology supplies a complete 

range of high-quality laboratory balances, industrial 

scales, load cells, and weighing accessories to the 

North American market. Its leadership team has 

more than 65 years' experience in the weighing and 

measurement business, both in the USA and worldwide. 

With its 8,000 square foot facility, Intelligent Weighing 

Technology offers increased product inventory for faster 

shipping. Built on a cornerstone of quality, precision, 

and service, Intelligent Weighing Technology provides 

its customers with the equipment they need, right on 

time. 

H Series Manufactured by Precisa in Switzerland in an ISO 9001 certified facility 

Intelligent-Lab™ is a trademark of Intelligent Weighing Technology, Inc. 

Precisa® is a registered trademark of Precisa Gravimetrics AG 
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Weighing Technology 

Intelligent Weighing Technology, Inc. 
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