
RDS HD Connector Instructions 
 

1. Take the RDS HD connector apart so that the head part and body part are separate 
 

 
 
 

2. Take existing decoy head and ensure that the head side of the connector can be glued on to a flat outside 
edge of the bottom of the decoy head.  This may require cutting and/or sanding the bottom of the existing 
decoy head. 

 



 
 
 

 
 

3. Next, prepare the body of the existing decoy for addition of the body side of the connector.  This may 
require cutting, drilling, and or sanding of the existing decoy body. 
**Note: for some decoys, using a 1 7/8" or 2" hole saw may work best for cutting or drilling a clean hole in 
the decoy body at the connecting site.  Both the existing decoy head and body should now have a flat 
surface at the connecting site. 
 

 
 
 



 
 

4. Select the head part of the connector. Apply adhesive on the side of the head connector labeled "glue side" 
and then place the connector onto the flat surface of the existing decoy head. Apply pressure if needed to 
ensure proper attachment. 

 

 
**Note: Bright Line Outdoors recommends a flexible adhesive that is waterproof and can withstand 
extreme temperatures.  We have found that a marine grade fast cure adhesive works well. 
 

5. Make sure the connector side of the decoy head remains upright during the curing time of the adhesive. 
Cutting an X into the side of a cardboard box and inserting the bill of the decoy head through the X works 
well to keep the head upright.  Alternatively, simply resting upright in the corner of a box may work well. 

 

 



 
 

6. Next, select the body part of the connector. Apply adhesive on the side of the body connector labeled "glue 
side" and then place the connector onto the flat surface of the flat surface of the decoy body.  Apply 
pressure if needed to ensure proper attachment. 

7. Make sure the connector side of the decoy body remains upright during the curing time of the adhesive. 
 

 
 

8. Allow the connectors on both the head and body of the decoy enough time for the adhesive to fully dry 
(cure).  The manufacturer typically provides a recommended cure time. 

9. When the adhesive for both parts of the connector are dry, connect the head of the decoy to the body of the 
decoy.  The parts should fit together snug.  You should now be able to quickly and easily attach and 
remove the decoy head from the body. 


