
Play it 
 safe.

BEFORE COMMISSIONING

Before using CARU air for the � rst time, please read the instructions for general 
use, safety, legal position and disposal. No liability will be accepted for damage 
caused due to neglection of these instructions. The intended use must be strictly 
adhered to.

PLACEMENT

Do not place CARU air directly by the window. Place the device at a height of 
about 1-2 meters above the � oor.

CALIBRATION

The CO2 sensor of CARU air is pre-calibrated and ready to use as soon as the 
device is connected to the power supply. 

We recommend leaving CARU air permanently connected to the power supply. 
This way, an automatic calibration is active and long-term deviations of the 
measured CO2 values are prevented. 

External in� uences, such as a drop of the device, can alter the measured values 
of the sensor and cause CARU air to glow orange or red even at an open window. 
In this case, the CO2 sensor of CARU air can recalibrate itself within 1-3 weeks by 
means of the automatic calibration mentioned above. For this, the device must 
be connected to the power supply continuously. It is also possible to manually 
calibrate the CO2 sensor. Further information: www.caruair.com/manual

INSTRUCTIONS FOR USE AND SAFETY

CARU air has been developed to be operated by the broadest possible range of 
users. Every user should understand and comply with the following points: only 
use CARU air if the device itself and the charging cable are undamaged. Do not 
pinch the charging cable. Compare the voltage indicated on the device with 
the regional main voltage and only use the supplied charging cable. Do not use 
CARU air and the charging cable if liquid has been spilled into it. Do not hold the 
device under running water nor immerse it in water. Do not place burning candles 
or similar on or near the device. Do not repair or open CARU air or the charging 
cable yourself. Do not insert any objects into openings of CARU air. Do not cover 
CARU air during operation.

Use CARU air indoors only. 

DISPOSAL INSTRUCTIONS

CARU air is an electronic device. Please dispose of the device correctly 
or return it to us so we can recycle it.

LEGAL NOTICE

With your purchase you have agreed to the terms and conditions of CARU air. By 
using CARU air, you explicitly agree to abide by this agreement. CARU air and the 
CARU logo are trademarks of the CARU AG. All other trademarks are the 
property of their respective owners. 

© CARU AG 2022. All rights reserved. 

WARRANTY STATEMENT

CARU AG will take over a warranty on material, functional and manufacturing 
defects for a period of two years from the date of purchase. This warranty can 
take the form of a repair or replacement of a device. The receipt of purchase is a 
prerequisite for the warranty. Therefore keep the purchase receipt as proof. The 
warranty will become void if the device is tampered with or if changes are made 
to its original state.

WARRANTY EXCLUSION

CARU AG will not accept any warranty claims for the following causes: for wear 
and tear of the device or parts of the device that can be traced back to normal 
usage; in addition, if the device has not been used properly, as well as 
in the case of non-compliance with the safety instructions listed in the 
instructions for use and safety. Repairs may only be carried out by CARU AG.

SPECIFICATIONS

Color       white
Size       height 8.5 cm, diameter 10 cm
Weight       204 g
CO2 Sensor      measuring range 400 – 10’000 ppm CO2

     accuracy ± 30 ppm + 3% MV
     temperature stability 2.5 ppm / °C (0-50 °C)
     response time 20 s

Power cable      input 100-240 VAC, 50/60 Hz, 0.45 A
     output 5.0 VDC, 2.5 A 

Scope of delivery       CARU air incl. power cable 

Conformity
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