
SPRINTER - HIGHROOF
I N S T A L L A T I O N  G U I D E

STASH CAB 
24”OPEN

STASH CAB 
24”OPEN SLIM&
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You are responsible for safely installing and using all Rigwell products. Rigwell products must be 

correctly assembled, securely attached to your vehicle, and regularly inspected for wear and tear. 

Failure to do so could lead to serious bodily injury or death. We recommend using a professional 

to install Rigwell products. People lacking mechanical experience and a thorough understanding 

of installation procedures should not attempt to install Rigwell products themselves.
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TOOLS
The Open Stash Cab 24” can be put 
together some some basic hand tools. 

4.5 Allen Wrench
3/8 Box Wrench

Flat Head Screwdriver
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IN THE BOX
Before starting to build your new Stash Cab let’s make sure you have everything you need. If anything 
is missing please reach out to support@rigwell.com and we’ll get it out to you right away.

(2) SIDE PANELSFRONT PANEL

(2) AD WAG BRACKETS BUNGEE CORD

BOTTOM PANEL

WALL MOUNT BRACKET HARDWARE PACKAGE

WALL BRACKET WASHERS
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HARDWARE PACK
Before starting to build your new roof rack let’s make 
sure you have everything you need. If anything is 
missing please reach out to support@rigwell.com and 
we’ll get it out to you right away.

SIDE PANEL KIT
QTY 10 - Furniture - 1/4”-20 x 1”
QTY 10 - Serrated Nuts - 1/4”-20

MAIN PANEL KIT
QTY 3 - Furniture - 1/4”-20 x 1”
QTY 3 - Clip Nuts - 1/4”-20 x 093-126
QTY 2 - Rubber Bumpers

WALL BRACKET KIT
QTY 4 - Furniture - 1/4”-20 x 1”
QTY 4 - Clip Nuts - 1/4”-20 x 093-126

AD WAG KIT
QTY 4 - Button Head Screws - 10-32 x 3/4”
QTY 4 - Serrated Nut - 10-32”

BUNGEE KIT
QTY 1 - Bungee Cord - 3/16”
QTY 2 - Cord Ends
QTY 1 - Cord Lock
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BOTTOM & FRONT PANEL INSTALL
Our first step is to insert (3) clip nuts into the top side of the Bottom Panel. Start by 
placing one ear of the clip nut into the square hole and use a screw driver to push 
in the other ear. When properly install you will hear it snap in. 

Next insert the (3) screws from the bottom of the front panel through bottom panel 
and into the clip nuts.  

HARDWARE BAG 
BOTTOM PANEL KIT

BOTTOM SIDE

TOP SIDE



/6R I G W E L L     S U P P O R T @ R I G W E L L . C O M     3 0 3 - 9 0 0 - 2 0 0 9

RUBBER BUMPERS
There are (2) round holes in the front panel. Place the rubber 
bumpers into each hole. You can pull them using the tip of the 
rubber bumper from the inside. 

HARDWARE BAG 
MAIN PANEL KIT
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SIDE PANEL INSTALL
Install the side panel by using the (5) screws going through the Side 
Panel and into the aluminum frame. Use the (5) nuts to secure panel. 
Repeat for other side of cabinet. 

HARDWARE BAG 
SIDE PANEL KIT
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WALL BRACKETS
Figure 1 install (2) clip nuts into each wall bracket. Place the wall 
brackets on the inside of the side panel and use the (2) screws to se-
cure through the side panel into the clip nuts. Leave loose until putting 
the cabinet on the wall. You can then push upward to get the cabinet 
tight to the wall and tighten the screws. 

HARDWARE BAG 
SIDE PANEL KIT

FIGURE 1
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INSTALL BUNGEE (Tall Version)
The bungee cord can be installed in many different configurations. Below 
is the way we like to do it. 

BEHIND FRONT PANEL

IN FRONT OF FRONT PANEL

HARDWARE BAG 
SIDE PANEL KIT

START

END

Step 1: Feed cord through holes.

Step 2: Clip on Cord End on the 

start side of the cord. 

Step 3: Insert the Cord Lock on 

the end side. 

Step 4: Clip on Cord End after 

the Cord Lock.

(2) CORD ENDS (1) CORD LOCK
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INSTALL BUNGEE (Slim Version)
The bungee cord can be installed in many different configurations. 
Below is the way we like to do it. 

HARDWARE BAG 
SIDE PANEL KIT

START

END

Step 1: Feed cord through holes.

Step 2: Clip on Cord End on the 

start side of the cord. 

Step 3: Insert the Cord Lock on 

the end side. 

Step 4: Clip on Cord End after 

the Cord Lock.

(2) CORD ENDS (1) CORD LOCK

BEHIND FRONT PANEL

IN FRONT OF FRONT PANEL
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AD WAG KIT BRACKETS
Install the (2) Ad Wag brackets with the provided hardware into any 
of the horizontal slotted holes on the top flange of the cabinet. We 
recomend leaving these brackets loose until mounted in the van. 
Once positioned correctly on the l-track of the Adventure Wagon kit 
you can then fully tighten the nuts from the inside of the cabinet. 

HARDWARE BAG 
AD WAG KIT
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HARDWARE BAG 
SHELF KITSHELF INSTALL

The Stash Shelf can be mounted on either side of the cabinet. 
Set up your shelf to go on the side you’d like. 

SHELF ON LEFT SHELF ON RIGHT



/13R I G W E L L     S U P P O R T @ R I G W E L L . C O M     3 0 3 - 9 0 0 - 2 0 0 9

HARDWARE BAG 
SHELF KITSHELF INSTALL

Slide the rear bracket inside the angled bracket. Secure with provided 
screws but leave loose until all screws are in. 
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HARDWARE BAG 
SHELF KITSHELF INSTALL

Install the rest of the screws and nuts into the open holes. 
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HARDWARE BAG 
SHELF KITSHELF INSTALL

Attach the shelf to the cabinet with the exsisting front hole. The 
front hole in the bracket is slotted so the shelf can adjusted for-
ward or back. Once you’re happy with the position mark the rear 
hole with a pencil. Remove the shelf and drill a 1/4” hole through 
the side panel.  
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HARDWARE BAG 
SHELF KITSHELF INSTALL

Re-attch both screws and nuts to the shelf. 
Do no exceed the 10LBS limit of the shelf. 
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CONNECTING 2 CABS
Firgure 1 you will need (2) combiner brackets to connect two Stash Cab 
Open 24” cabinets or two Stash Cab Open Slim cabinets. Firgure 2 shows 
the placement of the combiner brackets. Place the (2) wall brackets on the 
inside of the (2) combiner brackets. The two cabinets sit right next to each 
other and the combiner brackets sandwich either side. Run the screws 
through all (4) pieces and secure with the screws and nuts. Bolt the rest of 
the cabinet together Figure 3. 

HARDWARE BAG 
SIDE PANEL KIT

FIGURE 1

FIGURE 2



Love your rack? Leave us a reivew.

Reviews help our small business grow and give other vanlifers confidence to purchase our products. 
Click leave a comment on the product page and leave us short review and even a photo that we can 
share with others. 

Let’s be honest vanlifers love taking photos of their vans. We do too!  
Tag us on Instagram @rigwellmade and we’ll repost your photos. 

Have an issue with your product?
Don’t worry, our soul focus is providing the very best product we can and having the very best customer 
service. We’re only human and sometimes we mess up. Give us a call or email us and we’ll get you fixed 
up and on the road before you know it. 

THAT’S A WRAP!

@rigwell

@rigwellmade

facebook.com/rigwellmade

support@rigwell.com


