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ARTE CLAY is an epoxy system made of two 

semi-solid components that when mixed solidify. Its 

properties are great for repairs, decorations, crafts, 

sculpting, moulding and modelling. 

Weigh equal amounts of ARTE CLAY A and ARTE 

CLAY B. The combined weigh / amount will vary 

depending on the size of the finished piece you want 

to create or the area to be repaired or applied over. 


Blend thoroughly until both parts are completely 

homogenized and a uniform color is obtained.


If applicable, apply the product in the area to be 

glued, repaired, rebuilt or refilled.


To obtain a smooth surface, it is recommended to 

moisten your hands with water and lightly rub the 

ARTE CLAY system until traces of fingerprints or 

other objects used in the process vanish. 


Handling time is 50 minutes at 20 ° C.

Before starting, verify that the scales used are 

calibrated.

* Hardness obtained with the mixture of both parts, after 24 

hours of curing.

Propriétés typiques

Application

Recommendations and

Application Precautions

Property

Visual 
color

Shore D 
Hardness *

82

White, terracotta, red, blue, yellow, 
green, orange, black.

ARTE CLAY A / ARTE CLAY B

Excellent adhesive capacity

Easy to use

Ratio 1A : 1B

Mix Ratio

ARTE-CLAY has a gel time of 70 to 100 minutes at 25 ° 

C.The curing cycle lasts 24 hours once the two parts 

are mixed.

Curing

Fast dry

If ARTE CLAY is going to be used adhered to or in 

conjunction with other materials, it is important to 

ensure that the surface and parts to be glued or 

repaired are perfectly dry, level, free of dust, oily 

substances, rust, dirt and / or poorly adhered 

material. It is recommended to use an abrasive such 

as sandpaper and a degreaser such as acetone or 

perchlorethylene.


The recommended use temperature should not be 

less than 10 ° C or more than 30 ° C, in order to have 

an adequate work period.


Respect the handling and cure times indicated in 

this data sheet.


Do not use products other than those recommended 

in this data sheet or adulterate the product.

Personal protection equipment

ARTE-DOH modeling clay is harmless to the skin, 
however, it can cause allergic reactions in some 
people.


Wash your hands thoroughly with soap and water 
after using the product and avoid contact with the 
eyes.


As long as ARTE-CLAY A and ARTE-CLAY B are not 
mixed, they will not harden. 

Precautions
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Containers should be stored in a dry place, away 
from sources of moisture, heat or fire and protected 
from the weather. They must be tightly capped and 
should not present bumps or dents to avoid spillage 
and product contamination.

ARTE-CLAY is available in 1kg set

ARTE-CLAY, has an expiry time of 12 months if 
storage recommendations are followed.

artistexperience@resinartflow.com

Information and data included in this technical data 
sheet has been obtained in tests performed in our 
laboratory and is considered accurate and reliable. 
We cannot guarantee the same quality and 
performance results of our products if they’re used 
following different parameters. 


Multiple factors can and will affect the performance 
of our products and epoxy resins in general such as 
the skill or technique of who uses them, weather, 
proper mix to name a few. 


We recommend that if you want to use our products 
in a different way than recommended or in case you 
have any questions related to the characteristics, 
safety and / or recommended use of our products 
please contact us  at:


 or


1- 800-956-5754.



Please provide the name, lot number that comes in 
the packaging of the product and corresponding 
invoice number.


The use and effects the use of Resin Art Flow 
products is the sole responsibility of the buyer and/or 
user. 

Storage

Availability

Expiration

 Important Note
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