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RMC WOODPREP
A preparatory cleaner for cleaning all types of wood.

The product removes residues from sanding dust, minimises sanding errors 
and reduces wood type-related tannins and oils.

PRODUCT INFORMATION 

› Unique characteristics 
∙  Sanding errors and any small scratches are minimised. 
∙  Improves the intensity of the coloured Rubio Monocoat oil through better pigment absorption.
∙  Tannins in the wood are reduced, which decreases the chance of discolouration. 
∙  Improves adhesion to naturally waxy and oil-rich wood types.

› Technical characteristics 
∙  Physical condition: Liquid
∙  Colour: Transparent
∙  Odour: Characteristic
∙  Flashpoint: > 100 °C
∙  Density: ≈ 1 kg/l

› Packaging
Bottle 100 ml and 1 L, jerrycan 5 L and 10 L.

› Disposal
Process empty containers according to local regulations.

› Storage
The products can be stored for at least 12 months in the original packaging.

APPLICATION INFORMATION

› Instructions for use
STEP 1. Thoroughly vacuum the surface to be treated.
STEP 2. Distribute the WoodPrep evenly on the surface with a sponge. It is important that no untreated spots are left, 

because this would cause the surface to be cloudy or uneven afterwards.
STEP 3. Carefully wipe down with the Rubio Monocoat Microfiber Pad lengthwise, in the direction of the wood grain, so 

that any little puddles get distributed evenly.
STEP 4. Let the treated surface dry completely, until it looks and feels evenly dry.
STEP 5. Apply the Rubio finishing of your choice.

› Consumption
Maximum 10 m²/L

This consumption is purely indicative and will depend on the type of wood, preparation and environmental conditions.
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Check the packaging and the safety data sheet for more details.

For our complete assortment of products for the protection and colouring 
of interior and exterior wood, please visit www.rubiomonocoat.com

YOUR DISTRIBUTOR: 

LIABILITY: It is the user’s responsibility to establish, through his own tests, whether the product is suitable for the chosen 
application. In no case can Muylle Facon NV be held liable for any consequential damage. The information above may be subject 
to changes, which will be published in the updated versions of the technical data sheet. We cannot be held liable for poor results 
due to causes that are not related to the quality of the product. This technical information has been drawn up based on the 
currently available information and knowledge. The most recent technical data sheets can be requested or are available on the 
website. Date of TDS: 19/06/2018. Check the safety information before using the product.
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RMC Microfi ber Pad

› Tools


