
Step 3 

Scrub entire urinal with a stiff bristle 
toilet or bottle brush to clean waste 
drain hole and water trap.   Replace 
stainless steel waste cap. 

Step 1 

Remove rubbish from urinal. Loosen & 
remove stainless steel waste cap.

Step 2 

Apply undiluted ARID Enviroclean 
Cleaner to entire urinal surface & 
allow 2-3 minutes for product to 
penetrate.  

Step 4 

Flush the urinal.  

Step 2 

Turn urinal water supply off.  

Apply ARID Enviroclean Cleaner 
solution evenly over urinal surface.

Make sure grate & flushing head are 
covered.  

Step 3 

Clean entire urinal using a stiff bristle 
toilet brush.  

DO NOT FLUSH.

Step 4 

Place 1 ARID Enviroclean Tablet in 
the urinal to sanitise, deodorise & 
prevent uric acid build up. 

Repeat maintenance steps once or 
twice daily depending upon 
frequency of use. 
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You Will Need
•   ARID Enviroclean Cleaner 1ltr
•   ARID Enviroclean Cleaner 5ltr
•   ARID Enviroclean Tablets 5kg
•   Watering Can
•   Toilet Brush

•   Rubber Gloves
•   Safety Goggles
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Step 1
Put on rubber gloves  
and safety goggles. 
Turn off urinal feed water

Step 2
Remove rubbish from urinal

Step 3
Use 1ltr ARID Enviroclean Cleaner 
undiluted and apply over entire 
urinal to remove uric acid, water 
hardness and malodour-causing 
germs

Step 4
Scrub entire urinal with toilet brush 
to clean waste
Allow approx 2 minutes for 
product to penetrate

Step 5
Fill watering can with fresh water 
and rinse thoroughly 

InITIAl DEEP ClEAn
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ARID ENVIROCLEAN SYSTEM 
Deep Cleaning & Maintenance Instructions 

You Will Need 

ARID Enviroclean Cleaner 
ARID Enviroclean Tablets 

1 x 5-8l Watering Can 
1 x Urinal or Bottle Brush 
Industrial Rubber Gloves 

Pliers

Step 1 

Dilute 1 part ARID Enviroclean Cleaner to 20 parts 
water in a 5-8l watering can,  
eg:  250ml ARID Enviroclean Cleaner to 5l water. 

Rubber gloves & safety glasses are recommended.     

Initial Deep Clean Maintenance Cleaning 

 2/1 Endeavour Road Phone:  02 9540 1911 Poisons Information Centre 
 Caringbah  NSW  2229 Fax:  02 9540 1983 131 126 

www.truebluechemicals.com.au 

Step 3 
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Step 4 

Flush the urinal.  

Step 2 

Turn urinal water supply off.  

Apply ARID Enviroclean Cleaner 
solution evenly over urinal surface.
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Step 3 

Scrub entire urinal with a stiff bristle 
toilet or bottle brush to clean waste 
drain hole and water trap.   Replace 
stainless steel waste cap. 

Step 1 

Remove rubbish from urinal. Loosen & 
remove stainless steel waste cap.

Step 2 

Apply undiluted ARID Enviroclean 
Cleaner to entire urinal surface & 
allow 2-3 minutes for product to 
penetrate.  
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Flush the urinal.  

Step 2 

Turn urinal water supply off.  
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solution evenly over urinal surface.

Make sure grate & flushing head are 
covered.  
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toilet brush.  

DO NOT FLUSH.
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the urinal to sanitise, deodorise & 
prevent uric acid build up. 
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frequency of use. 
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Step 3 

Scrub entire urinal with a stiff bristle 
toilet or bottle brush to clean waste 
drain hole and water trap.   Replace 
stainless steel waste cap. 
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remove stainless steel waste cap.
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Cleaner to entire urinal surface & 
allow 2-3 minutes for product to 
penetrate.  
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Turn urinal water supply off.  
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solution evenly over urinal surface.

Make sure grate & flushing head are 
covered.  
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Step 3 

Scrub entire urinal with a stiff bristle 
toilet or bottle brush to clean waste 
drain hole and water trap.   Replace 
stainless steel waste cap. 

Step 1 

Remove rubbish from urinal. Loosen & 
remove stainless steel waste cap.

Step 2 

Apply undiluted ARID Enviroclean 
Cleaner to entire urinal surface & 
allow 2-3 minutes for product to 
penetrate.  

Step 4 

Flush the urinal.  

Step 2 

Turn urinal water supply off.  

Apply ARID Enviroclean Cleaner 
solution evenly over urinal surface.

Make sure grate & flushing head are 
covered.  

Step 3 

Clean entire urinal using a stiff bristle 
toilet brush.  

DO NOT FLUSH.
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Place 1 ARID Enviroclean Tablet in 
the urinal to sanitise, deodorise & 
prevent uric acid build up. 

Repeat maintenance steps once or 
twice daily depending upon 
frequency of use. 
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Step 1
Using 5ltr ARID Enviroclean Cleaner, 
dilute 1 part ARID to 50 parts water 
in the watering can.
Use measuring cup and stirrer to mix

Water ml / 50 = ARID ml required
Eg.  1ltr water = 20ml ARID  

(1 single urinal) 

2ltrs water = 40ml ARID  
(2 single urinals or 1 small  
stainless steel urinal) 

5ltrs water = 100ml ARID  
(5 single urinals or 1 large 3 metre 
stainless steel urinal)

 
Step 2
Apply mixture evenly over entire 
urinal surface through watering can
DO nOT RInSE

 
Step 3
Place 1 ARID Enviroclean Tablet 
per single urinal or 1 per drain 
in stainless steel urinal. If large 
stainless steel urinal has only one 
drain put tablets 1 metre apart.
Tablets don’t ever need to be 
removed, allow to totally downgrade.

MAInTEnAnCE ClEAnInG

Step 3 

Scrub entire urinal with a stiff bristle 
toilet or bottle brush to clean waste 
drain hole and water trap.   Replace 
stainless steel waste cap. 

Step 1 

Remove rubbish from urinal. Loosen & 
remove stainless steel waste cap.

Step 2 

Apply undiluted ARID Enviroclean 
Cleaner to entire urinal surface & 
allow 2-3 minutes for product to 
penetrate.  

Step 4 

Flush the urinal.  

Step 2 

Turn urinal water supply off.  

Apply ARID Enviroclean Cleaner 
solution evenly over urinal surface.

Make sure grate & flushing head are 
covered.  

Step 3 

Clean entire urinal using a stiff bristle 
toilet brush.  

DO NOT FLUSH.

Step 4 

Place 1 ARID Enviroclean Tablet in 
the urinal to sanitise, deodorise & 
prevent uric acid build up. 

Repeat maintenance steps once or 
twice daily depending upon 
frequency of use. 
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Step 3 

Scrub entire urinal with a stiff bristle 
toilet or bottle brush to clean waste 
drain hole and water trap.   Replace 
stainless steel waste cap. 

Step 1 

Remove rubbish from urinal. Loosen & 
remove stainless steel waste cap.

Step 2 

Apply undiluted ARID Enviroclean 
Cleaner to entire urinal surface & 
allow 2-3 minutes for product to 
penetrate.  

Step 4 
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Step 2 

Turn urinal water supply off.  

Apply ARID Enviroclean Cleaner 
solution evenly over urinal surface.

Make sure grate & flushing head are 
covered.  

Step 3 

Clean entire urinal using a stiff bristle 
toilet brush.  

DO NOT FLUSH.

Step 4 
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the urinal to sanitise, deodorise & 
prevent uric acid build up. 
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frequency of use. 
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Step 3 
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Step 3 

Scrub entire urinal with a stiff bristle 
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