
One-Piece Installation Manual 
 
Installation is simple and rapid, though a few basic rules          
should be followed to obtain the best possible performance         
levels: 

1. ELECTRICAL CONNECTION 
The water closet is activated by an electric motor at a           
power rating of 600W(max) and a voltage of 110 volts. It           
must be powered by a GFCI outlet and this power outlet           
must not be shared with any other devices. It must be           
positioned in accordance with standards and regulations. 

2. PLUMBING CONNECTION 
The lower portion has a rear attachment point (½”) for the           
water feed, found downstream of the electro-valve. We        
recommend that you connect the water closet to the water          
supply network with a flexible tube. Also, please install a          
Shut-off valve upstream of the tube. Check to make sure          
that the plumbing feed system has a pressure of 0.10 Mpa           
- 0.14 Mpa. 

3. CONNECTION OF FLUSHING UNIT 

Connect the discharge pipe (40) to the rubber tube and 
tighten with the band supplied in the package. 

 
 

4. CONNECTION CHECK OF FLUSHING UNIT 

In the case of a downward flush mechanism, it is best to            
install an anti-siphon valve, in order to keep the sucking          
action from emptying all the water out of the toilet. 

 
If the flush is positioned vertically, the check valve is          
already installed inside the toilet. Once the desired height         
has been reached, it’s best to set the discharge pipe at a            
slope of 1% for any additional horizontal extension.  
 

Each curve decreases the horizontal that can be reached         
by approximately 100cm and the vertical distance by        
approximately 33cm. 

 
The rear of the appliance is sealed to the wall. 

SCREW INSTALLATION GUIDE 
Please install the products according to this installation 
guide. 
Please check if all the parts as shown in the figure below 
are available; if any parts are missing please contact 
support@thesilentvenus.com. 

1. Please ensure you have all parts handy 
2. The toilet seat(8) should be installed on the flat         

concrete floor; 

 

STEP 1 
Drill a hole in the wall and screw nail (2) into the hole. 

STEP 2 
Place the fixation bracket (3) and tighten with screws (4). 

STEP 3 
Place the toilet seat (8). 

STEP 4 
Insert the wall nail tray (5) in the anchor hole of the toilet             
seat, tighten the fixing screw (6), and put on the wall nail            
cover (7). After installation, please check that the toilet         
seat is firm.  

INSTALLATION COMPLETE! 
Questions? Contact us at: 

support@thesilentvenus.com 


