







HARDWARE IDENTIFICATION 

0 
05/1611 

x 311 LAG SCREWS (39) 

0 
05/1611 

x 1-1/211 LAG SCREWS (6)

#12 x 111 PAN HEAD PHILLIPS SCREWS (12) 

@ D � 

311 DECK SCREWS (4) 

@ D 
211 DECK SCREWS (40) 

@ � 
1-5/8" DECK SCREWS (36)

05/16" FLAT WASHER (45) 

01/4" FLAT WASHER (12) 
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PARTS IDENTIFICATION 

ID LETTER 

HH 

II 

H 

p 

R 

s 

T 

z24

WOOD COMPONENTS 

DESCRIPTION 

l"x4"x16" - LADDER SLAT 

2"x4"x23" - LADDER WALL SLAT 

2"x6"x45" - SANDBOX BOARD 

2"x4"x45" - WALL RAIL 

2"x4"xl 2" - WALL RAIL 

1 "x6"x45 Ya" - FLOOR BOARD

1 "x6"x37 ¾" - END FLOOR BOARD 

l"x4"x24" - WALL SLAT 

QUANTITY 

3 

2 

1 

5 

2 

6 

2 

14

ACCESSORIES IDENTIFICATION 

L-BRACKET

TARP 
HAND GRIP 

(2) STAKE 
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PHASE 29 WALL SLAT ATTACHMENT 

STEP 1: Gather parts and hardware shown in table 29. 

STEP 2: Attach ladder slats 'HH' to ladder wall slats 'II' 
with 2" deck screw. (See Detail-35) 

TABLE 29 - PARTS AND HARDWARE 

IO LETTER DESCRIPTION 

z WALL SLATS 

HH LADDER SLATS 

n LADDER WALL SLATS         

3" DECK SCREWS 

1-5/8" DECK SCREWS

2" DECK SCREWS 

STEP 3: Center the ladder assembly in wall opening 
and attach with 3" deck screws. (See Detail-36) 

STEP 4: Attach wall slats 'Z' to floor caps 'f' and wall rails
'P'with 1-5/8" deck screws. (See Detail-36) 

DETAIL - 35 

2¼" ____ .... 2¼" 

2¼" ----� 

DETAIL - 36 

2" 

1-5/8" DECK
SCREW
(8) PLACES

QTY 

4 

3 

2 

4 

8

12 





PHASE 31 WALL SLAT ATTACHMENT - Cont. 

STEP 1: Gather parts and hardware shown in table 31. 

STEP 2: Attach wall slats 'Z' to wall rails 'P'
with 1-5/8" deck screws.(See Detail-38) 

DET AIL- 38 
INSIDE VIEW 

TABLE 31 - PARTS ANt> HARDWARE 

It> LETTER DESCRIPTION 

z  WALL SLATS 

1-5/8" t>ECK SCREWS 

15/8" DECK SCREWS 
(12) PLACES

QTY 

6 

12 



PHASE 32 WALL SLAT ATTACHMENT - Cont. 

STEP 1: Gather parts and hardware shown in table 32. 

STEP 2: Attach wall slats 'Z' to wall rails 'R' and 'ff' 

with 1-5/8" deck screws.(See Details-39) 

-ii'---#-- 2½" 2½" ---,1-1"-

......+--+---iZ 

FF 

DETAIL- 39 
INSIDE VIEW 

TABLE 32 - PARTS AND HARDWARE 

II> LETTER DESCRIPTION 

z WALL SLATS 

1-5/8" DECK SCREWS 

2" 

1 5/8" DECK SCREWS 
(4) PLACES

QTY 

2 

4 







ANCHORING INSTRUCTION 

Failure to use stakes can void warranty, cause injury. 

Stake 
■ 

. . . . . 

SWING BEAM 

■ Stake 
I 

Drive stake into ground and 
attach with (2) 2" deck screws. 

Stake must be located 
as shown 
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