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TURFBOND Synthetic Turf Adhesive 
    
 TURFBOND Synthetic Turf Adhesive is a single component green coloured polyurethane         

adhesive based on an MDI prepolymer, which cures by the action of atmospheric moisture, and 
is suitable for use as an adhesive for synthetic turf surfacing.  

          
    TYPICAL UNCURED PREPOLYMER PROPERTIES: 
  

 

PROPERTY 
 

 
VALUE 

Density – (lbs/gall) 8.79 

Viscosity @ 70°F – (cps) 30000 - 35000 

NCO Value (%) 11.50 ± 0.20 

Tack Free Time – (mins. at 70°F & 38% RH) 40 - 45 

Color Green 

 
  STORAGE AND SHELF LIFE:  
 

TURFBOND Synthetic Turf Adhesive has a shelf life of 6 months when stored in unopened 
containers at 75°F. if the nitrogen gas blanket in the can is not removed. Opened containers 
should be used as quickly as possible but if being re-closed a dry nitrogen gas blanket should 
be used to fill the empty space in the partially used can or if nitrogen is not available the 
container should be tightly closed and for subsequent use if a “skin” has formed on the surface 
of the polyurethane then this should be removed and discarded before the TURFBOND 
Synthetic Turf Adhesive is further used. 

 
            SURFACE PREPARATION: 

 

         All surfaces to which TURFBOND Synthetic Turf Adhesive is to be applied should be dust and 
grease free; show no evidence of high moisture content or standing water (the product will react 
with water to form a foam that will seriously decrease the bond strength of the product to the 
surface) in the case of application to concrete all surface laitance should be removed and if the 



concrete is especially porous a suitable surface sealer should be applied before the TURFBOND 
Synthetic Turf Adhesive is applied. 

 
      METHOD OF APPLICATION AND WORKING LIFE: 

 

             The TURFBOND Synthetic Turf Adhesive should be poured onto the surface and spread out 
using a suitable toothed trowel so that the desired adhesive thickness is achieved. Depending 
upon the environmental conditions ie. temperature and percentage relative humidity and the 
moisture content of the surface to which the adhesive is being applied the working life of 
TURFBOND Synthetic Turf Adhesive will be in the range of 30-40 minutes. 

 
 

        PACKAGING: 

 

            TURFBOND Synthetic Turf Adhesive is available in 2 gallon and 5 gallon plastic pails and in 28 
oz net weight plastic cartridges.  

 

            SAFETY:  

  

             Before using TURFBOND Synthetic Turf Adhesive users should consult the MSDS’s for 
Turfbond. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
          DISCLAIMER: 
 

   The information herein is to assist customers in determining whether our products are suitable for their application. we request that customers inspect and test our products  

   before use and satisfy themselves as to contents and suitability. nothing herein shall constitute a warranty, express or implied, including any warranty of merchantability or  

    fitness, nor is protection from any law or patent inferred. all patent rights are reserved. the exclusive remedy for all proven claims is replacement of our materials. 

 

 

TurfBond Inc.,712 Executive Court, WOODSTOCK. Georgia 30189. Tel: 770 926 0004 Website: 
www.turfbond.com 


