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2017+ AC/YAM 998 TURBO FULL VELOCITY INSTALL 
 
Thank you for purchasing your 2017-Up Arctic Cat 9000/Yamaha Sidewinder 998 Turbo Full Velocity exhaust from BMP! This exhaust is designed 
to provide big horsepower, increase airflow, and remove heat from the exhaust system. This exhaust has been extensively tested in our Super flow 
902 dyno center and proven to make power in real world conditions. Due to our unique design, this exhaust will safely increase boost levels well 
below the stock limitations for an over boost condition. We highly recommend our Stage 2 clutch kit to go with this exhaust. For even more power, 
run our ECU tuning which offers even more performance gains. See installation instruction steps below. 
 

1 Remove your right-hand side panel to access the 
stock exhaust, then remove the hood. 

6 - Make sure your factory gasket is in good shape. 
Re-use this gasket. Hold the gasket to the muffler 
when installing 

2 - Remove the factory heat shield from the stock 
muffler by removing the two 8mm bolts, and three 
torx head bolts (Save this piece) 

7 - Install the BMP muffler & gasket into the machine 
and bolt to the turbo using the supplied 6 Allen head 
bolts. Anti-size is recommended on the bolt threads. 

3 - Remove the six T-50 torx bolts holding the factory 
muffler to the turbo 

8 - Install the factory heat shield into place using the 
factory bolts. This will use only 3 of the 5 factory 
bolts (two 8mm, one torx). 

4 - Lift the muffler off the mounting brackets and 
remove it from the machine. 

9 - Go ride and enjoy a wicked fast 998 Turbo with 
excellent sound! 

5 - Remove the factory rubber grommets and install 
them on your BMP Muffler 

 

 

  
(Ex 1)                            (Ex 2) 

 

 IMPORTANT - Read the entire instructions before proceeding. If any 
of it does not make sense or is not in your skillset, please have an 
experienced technician perform the install. 

KIT INCLUDES: 

BIKEMAN FULL VELOCITY MUFFLER, 6 ALLEN BOLTS (PART # 02-103) 
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Disclaimer 
As defined by the Magnuson-Moss warranty Act. Do not install any performance parts or services unless you have the technical ability to properly 
set-up the entire machine to compensate for the installation of those parts. References in most of our literature to “bolt-on-parts” only indicate the 
parts are removable from the machine. It is not meant to imply that the parts can be installed without additional modifications. The necessary work 
and expertise needed to install different product varies. Instructions, where provided, are given to assist in installation only; they are not a substitute 
for mechanical experience in setting up racing vehicles. References to performance gains, reliability, ease of installation, etc. are bases on our and 
outside customer’s experiences. This is not a guarantee of similar performance in every installation. While we sell proven products, in the end it’s up 
to the individual to make the most of the product. Bikeman Performance Plus is not responsible for any personal or property damages caused by this 
product. 


