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Important! - Read the entire instructions before proceeding. If any of it does not make sense or is not in your skillset, please have an experienced 
technician perform the install. Turbo intake systems and other vehicle components get extremely hot! Only perform work when vehicle and engine 
has cooled to room temperature. 
 

Component list Tools required 
Big Mo Muffler T-40 13 mm socket 
Manifold Pipe ¼ socket or screwdriver 14 mm socket 
Mounting Brackets & Hardware 6 mm Allen Wrench 11 mm or 7/16 socket 
Exhaust Clamp 10 mm socket  

  

Bikeman “Big Mo” Slip-On Exhaust Install – Polaris Pro XP  
 

1. Remove the plastic shroud cover from over the stock muffler with a T-
40 (6 Bolts). 

10. Adjust the Muffler brackets and muffler clamps to fit flush.  

2. Remove the muffler from the head pipe with a 13mm deep socket (3 
Bolts) 

11. Tighten the bolds holding the muffler brackets to the frame. 

3. Remove muffler springs. One from the driver side at the top of the 
muffler. The second from below the muffler with a bmp spring puller. 

12. Run the bolt in on the lower side of the muffler bracket till it’s snug. 

4. pull the stock muffler off while rolling the bottom toward yourself. 13. Roll the muffler up and secure it with the upper muffler bolts to the 
muffler clamps.   

5. Remove the two aluminum brackets located right above the radius 
rods with a 10mm socket. 

14. install the elbow pipe to the manifold pipe with the 3 stock nuts that 
you removed earlier. (Step 2) 

6. Remove the stock heat shield located behind the stock muffler with a 
10mm socket. 4 Bolts 

15. Connect the elbow pipe to the muffler. Make sure they are flush 
with no gap between the pipe and the muffler. 

7. Tap the small hole just to the inside of the rubber mounts with one of 
the self-tapping bolts removed from the heat shield. (both sides) 

16. Clamp pipe and muffler together with included V-Band clamp 
(11mm) torque to 55 inch / lbs.   

8. Mount the muffler brackets using supplied hardware. Be sure to 
leave it loose. 

17. Tighten up muffler clamp bolts with a 3/16 Allen 

9. Mount the Big Mo muffler by using the supplied 10mm bolts. Loosely 
thread the lower two bolts on the left and right side. Then roll the 
muffler up into place to thread the tow 2 bolts. 

18. Install the Pro XP upper exhaust plate to cover the gap left by 
removing the original plastic shield. 

 


