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 IMPORTANT - Read the entire instructions before proceeding. If any 
of it does not make sense or is not in your skillset, please have an 
experienced technician perform the install. 

Tool List 
BMP Primary Clutch Puller # Small Pry Bar or Large Flat head Screwdriver 
Socket Set Snap Ring Pliers (non-assembled secondary clutches) 
Wrench Set #25 Torx Wrench (non-assembled secondary clutches) 
BMP Bench Clutch Compression Tool Part # BMP-BCCT  1/8” Allen Wrench 

 

POLARIS RZR SECONDARY CLUTCH REMOVAL & INSTALL 

1 - Make sure your belt is removed before trying to remove the 
secondary clutch! 

7 - When the secondary is assembled, install it back on the 
shaft with the c-clip and bolt in place.  

2 - Remove the secondary from the splined shaft by removing 
the 15mm bolt and the c-clip.  

8 - Torque the secondary bolt to 35-40 ft-lbs.  

3 - Take your secondary to the bench and use a clutch 
compression tool to push down on the aluminum spring/helix 
retainer. There is a large amount of spring pressure, so make 
sure you use the correct tools!  

9 - Install the belt around the secondary clutch, then install your 
primary clutch through the belt and on the crank shaft.  

4 - You can now remove the 3 torx bolts holding the aluminum 
retainer in place.  

10 - Torque the primary bolt to 75ft/lbs.  

5 - Use your clutch compression tool to slowly release pressure, 
and eventually remove the spring and helix.  

11 - Now re-install your primary clutch cover and check peak 
RPM according to the below chart. 

6 - Now you will simply reverse the process by installing the 
BMP secondary spring. We recommend using a small amount 
of blue Loctite on the 3 torx bolts when installing.  

 

*** ALWAYS RUN A CLUTCH COVER *** 

These clutches were not designed to be exposed to the elements so be sure to always run your clutch cover. 
Parts failure may occur from not running your cover! 

DISCLAMER 
 As defined by the Magnuson-Moss warranty Act. Do not install any performance parts or services unless you have the technical ability to properly set-up the entire machine to 
compensate for the installation of those parts. References in most of our literature to “bolt-on-parts” only indicate the parts are removable from the machine. It is not meant to imply 
that the parts can be installed without additional modifications. The necessary work and expertise needed to install different product varies. Instructions, where provided, are given to 
assist in installation only; they are not a substitute for mechanical experience in setting up racing vehicles. References to performance gains, reliability, ease of installation, etc. are 
bases on our and outside customer’s experiences. This is not a guarantee of similar performance in every installation. While we sell proven products, in the end it’s up to the individual 
to make the most of the product. Bikeman Performance Plus is not responsible for any personal or property damages caused by this product. 
 
Bikeman Performance Plus assumes no responsibility for damage or injury of any kind because of misuse, improper installation or improper application of any parts in anyway, by any 
person. Contact your local dealer to schedule installation of this kit if you are not a qualified ATV or UTV mechanic. 


