
Ranger 900 & 1000 
Slip-On Exhaust 

Installation Instructions

 Thank you for purchasing your BMP slip-on exhaust!  Our exhaust are made in the USA from high quality materials and are dyno and 
field tested for maximum performance and a great sound.  This exhaust accepts a 2” Polaris spark arrestor which are available from BMP. We also 
highly recommend our custom tuning loaded via the Bully Dog GT for maximum performance gains.  Log online or call us for more information.

Optional:  Removing the passenger rear tire helps this installation go smoother.
Step 1:  Remove your factory muffler by unbolting on un-springing from the header, and disconnecting all other springs on the muffler body.
Step 2:  On 2016-Up models:  Using the supplied spring plate and bolts, bolt the spring plate in place as shown in the images below. This spring 
plate is better for longevity as the factory spring bolt’s are known to seize and break off inside the header.
Step 3:  Leaving the exhaust in 2 pieces; Insert the muffler body into place on the two hanging brackets and spring into place.
Step 4:  Using the supplied V-Band clamp you can now attach the tail piece of the exhaust.
Step 5:  Go ride and enjoy your new exhaust!

Disclaimer
As defined by the Magnuson-Moss warranty Act. Do not install any performance parts or services unless you have the technical ability to properly set-up the entire machine to compensate for the installation of 
those parts. References in most of our literature to “bolt-on-parts” only indicate the parts are removable from the machine. It is not meant to imply that the parts can be installed without additional modifications. 
The necessary work and expertise needed to install different product varies. Instructions, where provided, are given to assist in installation only; they are not a substitute for mechanical experience in setting up 
racing vehicles. References to performance gains, reliability, ease of installation, ect. are bases on our and outside customer’s experiences. This is not a guarantee of similar performance in every installation. 

2016-Up models use this spring plate 
which bolts to the header.

2016-Up models ONLY - Shown with the 
springs in place on the spring plate


