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 IMPORTANT - Read the entire instructions before proceeding. If any 
of it does not make sense or is not in your skillset, please have an 
experienced technician perform the install. 

Component list Tools 
TRA QUICK CLICKER 10mm & 13mm wrench (found in your OEM tool kit) 
 3mm T-handle hex wrench (supplied in this kit) 

 

SKI-DOO - TRA QUICK CLICKER INSTRUCTIONS  
 
Thank you for purchasing your TRA Quick Clickers from Bikeman Performance! Quick Clickers are a bolt-on product that take about 15 minutes to install. 
(Follow the guidelines below) 
 

1 - With a permanent marker, record the clocking diagram 
from the clicker bolt head side of the clutch housing (in relation 
to where it aligns on the clutch) in an easy-to-read location near 
the clutch area of the engine compartment. This will serve as a 
visual aid when making RPM adjustments. 

5 - While holding onto the clicker bolt heads with the 13mm 
wrench, tighten the set screws securely using the 3mm T-handle 
hex wrench. (Note: red thread locker is already applied to the 
internal threads to help resist vibration) 

2 - Remove all three OEM locking nuts from the OEM clicker 
bolts on your any-year, any series TRA drive clutch using the 
10mm wrench. DO NOT remove the clicker bolts as you will 
lose the washer inside the housing which will necessitate clutch 
disassembly. 

6 - Push the Quick Clickers in until they contact the housing. 
Using the 13mm wrench, turn the clicker bolt heads back and 
forth to chamfer the housing until the entire clicker assembly 
revolves freely when the Quick Clickers are depressed fully and 
turned CLOCKWISE using the T-handle wrench. 

3 - Thoroughly clean the threads of the OEM clicker bolts with 
a degreaser such as brake cleaner and a wire brush. 

7 - Place the T-handle wrench in your tool kit and enjoy! Each 
number from l to 6 represents approximately 200 RPM 
increase in peak engine RPM. Consult your owner’s manual or 
dealer for proper RPM settings. 

4 - With the compression springs attached to the Quick Clickers 
and the set screws backed out until flush, screw them onto the 
OEM clicker bolt threads 3 turns from the point of thread 
engagement. If the compression spring is not contacting both 
the clutch hand clicker body turn in additional turn or turns until 
spring is contacting both. 

 

 

Disclaimer 
As defined by the Magnuson-Moss warranty Act. Do not install any performance parts or services unless you have the technical ability to properly set-up the entire machine to 
compensate for the installation of those parts. References in most of our literature to “bolt-on-parts” only indicate the parts are removable from the machine. It is not meant to imply 
that the parts can be installed without additional modifications. The necessary work and expertise needed to install different product varies. Instructions, where provided, are given to 
assist in installation only; they are not a substitute for mechanical experience in setting up racing vehicles. References to performance gains, reliability, ease of installation, etc. are 
bases on our and outside customer’s experiences. This is not a guarantee of similar performance in every installation. While we sell proven products, in the end it’s up to the individual 
to make the most of the product. Bikeman Performance Plus is not responsible for any personal or property damages caused by this product. 


