
Thank you for purchasing your high performance exhaust from BMP!  This product has been dyno tuned and field tested to provide the absolute 
maximum horsepower and torque possible. Please read the instructions carefully below before installing and always call or email with questions.

First start out by removing the muffler.  Please see our muffler instructions (if you purchased our muffler) or follow the service manual for this proce-
dure.  Once the muffler is removed, you will need to remove your o2 sensor (2015+ Models).  For ease, we recommend removing the passenger sway 
bar link at the swing arm (See figure C).  This allows for easier removal and installation of the header.  You are then ready to remove the header 
from the head of the motor.  To do this, you will need a 6” long, 6mm ball head allen wrench. Remove all the bolts from the header.  Keep in mind 
one bolt has a pilot hole going through the heat shield for access.  Remove the factory header.  Install your BMP performance header as shown in 
figure D & E which show the header being placed down below the swing arm, then rotated into place.  Now is the time to install your gasket and bolt 
the header to the head. **Leave the header bolts loose until the muffler has been installed**  Next, install your muffler fully into place and attach 
it to the header.  Leaving the header bolts loose will allow for some play to ensure a great fit at the muffler/header joint.  You can then tighten the 
header bolts, sway bar bolt, and re-install all factory sensors.  Lastly, you want to make sure to turn your dipstick tube 90 degrees. The header can 
produce enough heat to melt the top of the tube.  Simply remove the retaining bolt and rotate the flange 90 degrees, then re-install the bolt.  If you 
have black ceramic exhaust, make sure you heat treat it by idling the machine for 5-10 minutes, then letting the exhaust cool completely. 

Disclaimer
As defined by the Magnuson-Moss warranty Act. Do not install any performance parts or services unless you have the technical ability to properly set-up the entire machine to compensate for the installation of 
those parts. References in most of our literature to “bolt-on-parts” only indicate the parts are removable from the machine. It is not meant to imply that the parts can be installed without additional modifications. 
The necessary work and expertise needed to install different product varies. Instructions, where provided, are given to assist in installation only; they are not a substitute for mechanical experience in setting up 
racing vehicles. References to performance gains, reliability, ease of installation, ect. are bases on our and outside customer’s experiences. This is not a guarantee of similar performance in every installation. 
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