
Polaris RZR XP 

Turbo & XP 1000

Muffer Install

Thank you for purchasing your high performance exhaust from BMP!  This product has been dyno tuned and field tested to provide the abso-
lute maximum horsepower and torque possible. This exhaust system is extremely versatile; it has the ability to change sound with ease. For 
the closest sound to stock, use one of our quiet caps with your factory spark arrestor. You can also run the system wide open for that great 
race sound, or use two spark arrestors for great sound and being trail legal. 

RZR Turbo or XP 1000 Muffler Installation:  To start the install, remove the back plastic exhaust guard from the machine.  Then simply unbolt 
your header to muffler flange or remove springs on 2014 XP 1000 models.  Next, remove all springs holding the factory muffler to the 
mounting plate and remove the muffler.  Next you will need to install the supplied spring tabs and springs. Image A shows the location these 
spring tabs should be mounted.  Simply remove the bolts, insert the spring tab over the bolt, then install the bolt back into the hole.  Next, 
hang the two supplied springs on the spring tabs as shown. Install the muffler into the rubber grommets and line the inlet up with the head 
pipe.  You can now install the 4 springs going from the mounting plate to your BMP muffler. You are now ready to go ride!

Disclaimer
As defined by the Magnuson-Moss warranty Act. Do not install any performance parts or services unless you have the technical ability to properly set-up the entire machine to compensate for the installation of 
those parts. References in most of our literature to “bolt-on-parts” only indicate the parts are removable from the machine. It is not meant to imply that the parts can be installed without additional modifications. 
The necessary work and expertise needed to install different product varies. Instructions, where provided, are given to assist in installation only; they are not a substitute for mechanical experience in setting up 
racing vehicles. References to performance gains, reliability, ease of installation, ect. are bases on our and outside customer’s experiences. This is not a guarantee of similar performance in every installation. 

Image A - Showing spring tab location. Make 
sure spring tabs face inward.

Image B - Showing the top springs in place


