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HMIS RATING

DIRECTIONS

Use Floor Shield only on floor finish or 
sealer.
NOTE: Wait 24 hours before applying 
Floor Shield to new finish.

Auto Scrub:
Dilute 2oz per gallon with cold water. 
Allow to dry, & burnish with appropriate 
pad. For best result use 1500 rpm or 
higher.

Mop On:
Dilute 2oz per gallon with cold water. 
Mop on, and allow to dry. Burnish with 
appropriate pad. For best result use 
1500 rpm or higher.

Spray Buff:
Dilute 1oz per quart cold water. Spray 
Floor Shield onto the floor in a stream 
pattern and start to buff or burnish.

Maintenance:
V C T,  L V T, & Grout - 2oz per gal.; 
Deep Clean V C T,  L V T, & grout - 8oz 
per gallon; Carpet - 4oz per gallon.

STORAGE
Store in a well ventilated place. Keep 
cool

Regular use will boost the gloss of the 
floor.

WHERE TO USE

“ Q u a l i t y i s O u r M o s t I m p o r t a n t P r o d u c t “

Restorer & Finish Enhancer

SAFETY
Keep out of reach of children.
Refer to S.D.S. and product label for 
additional safety information and 
directions for use.
Causes serious eye damage and skin 
irritation. Flammable liquid and 
vapor

TYPICAL PROPERTIES
Specific Gravity: 1.0  

pH: 11.7  

Appearance: Clear colorless liquid

Fragrance: slight solvent

RESTORER &
FINISH ENHANCER

Globe Chemical Co., Inc.
2833 Washington Street

Avondale Estates, Georgia 30002


