HINKLEY

PRODUCT DETAILS:

Suitable for use in wet (interior direct splash and outdoor direct rain or
sprinkler) locations as defined by NEC and CEC. Meets United States
UL Underwriters Laboratories & CSA Canadian Standards Association
Product Safety Standards

Rated for both indoor and outdoor use

Fixture is ADA compliant and adheres to the standards and guidelines
listed by the Americans with Disabilities Act.

Photometrics are based off engine photometrics at various mounting
heights.

Double Gang configuration

LED integrated components carry a 10-year limited warranty

Warm rich light bronze tone

Please refer to Hinkley's Warranty for complete product warranty details;
some warranty limitations may apply.

HINKLEY
33000 Pin Oak Parkway
Avon Lake, OH 44012

LUNA LED STEP 120V

58506BZ3K

LUNA STEP LIGHT 120V HORIZONTAL
DOUBLE GANG 3000K

The Luna step light is the perfect addition to any
interior or exterior lighting plan and complements the
Hinkley Luna outdoor lantern collection. A
contemporary styled radius front die cast faceplate is
included. The Luna step light is compatible with any
decorator style faceplate and is easily retrofitted to

any gang/receptacle location.

DETAILS

FINISH: Bronze

MATERIAL: Zinc-Aluminum Alloy
DIMENSIONS

WIDTH: 4.8"

HEIGHT: 45"

DEPTH: 2.3"

WEIGHT: 0.8 Ibs.
EXTENSION: 0.5"

TOP TO OUTLET: 0"

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

LED NAME: LS-20-30

WATTAGE: 4w LED *Included

VOLTAGE: 120v

COLOR TEMP: 3000

LUMENS: 240

CRI: 90

INCANDESCENT 1 x 20w

EQUIVALENCY:

DIMMABLE: Yes - CL Type Dimmer
(SSL7A)

MOUNTING

LEAD WIRE: 1x6"

SHIPPING

CARTON LENGTH: 5"

CARTON WIDTH: 2.8"

CARTON HEIGHT: 4.8"

CARTON WEIGHT: 1.5 Ibs.

PHONE: (440) 653-5500 hinkley.com

Toll Free: 1 (800) 446-5539
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