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WS-W48816
Model & Size Color Temp Finish LED Watts
0 WS-w48816 16" 3000K 0 BK Black 13.2W

Example: WS-W48816-BK

For custom requests please contact customs@modernforms.com

Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Logic
WS-W48816

PRODUCT DESCRIPTION

Using an intricate welding process, our artisans ensure this clean, austere cage design
is free of seams or joints, then coat it with a weather-resistant black finish for
extradurability. The sleek rectangular diffuser inside is powered by ingenious LED
modules and contrasts with the aluminum base for a transitional-meets-minimalist
style.

FEATURES

* ACLED driverless technology
» White ceramic silk-screened mitered glass
« Intricately welded for clean, seamless look

SPECIFICATIONS

Rated Life 54000 Hours

Standards ETL, cETL,Wet Location Listed,IP65,Title 24 JA8: 2019 Compliant
Input 120 VAC,50/60Hz

Dimming ELV

Color Temp 3000K

CRI 90

Construction Aluminum hardware, glass diffuser

REPLACEMENT PARTS

RPL-GLA-48816 - Glass

LED Lumens Delivered Lumens
1078 546
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Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Logic

WS-W48823

PRODUCT DESCRIPTION

Using an intricate welding process, our artisans ensure this clean, austere cage design
is free of seams or joints, then coat it with a weather-resistant black finish for
extradurability. The sleek rectangular diffuser inside is powered by ingenious LED
modules and contrasts with the aluminum base for a transitional-meets-minimalist
style.

FEATURES

* ACLED driverless technology
g 11" * White ceramic silk-screened mitered glass
1 1 « Intricately welded for clean, seamless look

] 4 51" SPECIFICATIONS
H F Foll oLy Rated Life 54000 Hours
23" " Standards ETL, cETL,Wet Location Listed,IP65,Title 24 JA8: 2019 Compliant
Input 120 VAC,50/60Hz
u \ “ ‘ Dimming ELV
Color Temp 3000K
WS-W48823 CRI 90
Construction Aluminum hardware, glass diffuser
REPLACEMENT PARTS
RPL-GLA-48823 - Glass
Model & Size Color Temp Finish LED Watts LED Lumens Delivered Lumens
0 WS-w48823 23" 3000K 0 BK Black 15.2W 1387 728

Example: WS-W48823-BK
For custom requests please contact customs@modernforms.com
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