
      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

 

Lumnos
  WS-92616  

PRODUCT DESCRIPTION
A luxe satin nickel stage keeps the focus on the main attraction—a beautiful box of
pure ambient light. Hand-crafted mitered glass adds refinement to the presentation,
while powerfulLEDs inside communicate an incredible illumination perfectly tuned to
the right color temperature, color rendering and lumen diffusion. A downlight
underneath the base adds taskfunctionality for versatility as a sconce or bedside light.
FEATURES
 

• 2700K and 3500K CCT option available for special order.
• Driver installed within the Junction Box, driver dimension: 2.8" x 1.3" x 1.2"
• White ceramic silk-screened mitered glass
• Up and down illumination
 

  SPECIFICATIONS

Rated Life 50000 Hours

Standards ETL, cETL,Damp Location Listed

Input 120-277V,50/60Hz

Driver Dimension 2.8" x 1.3" x 1.2"

Dimming ELV

Color Temp 3000K

CRI 90

Construction White mitered glass
  
  

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-92616    16" 
 

  3000K
 

   SN    Satin Nickel
 

  31.4W
 

  1409
 

  1226
 

  Example:  WS-92616-SN

    •For '2700K' add "-'27'";'3500K' add "-'35'" before the finish: WS-92616-35-SN

 For custom requests please contact customs@modernforms.com
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