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WS-W66216
Model & Size Color Temp Finish LED Watts
0 WS-We6216 16" 0 3000K 0 BK Black 17W
0 3500K 0 BK Black 17W
0O 4000K 0 BK Black 17W

Example: WS-W66216-40-BK
For custom requests please contact customs@modernforms.com

Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Midnight
WS-W66216

PRODUCT DESCRIPTION

A minimalist rectangular design delivering visual interest and wonderful ambient
illumination through mitered glass from the front and side edges of this Exterior LED
Luminaire.

FEATURES

* ACLED driverless technology
+ Front and ambient illumination
* Built in color temperature adjustability. Switch from 3000K/3500K/4000K

SPECIFICATIONS

Rated Life 54000 Hours
Standards ETL, cETL,Wet Location Listed,IP65,2019Compliant
Input 120 VAC,50/60Hz
Dimming ELV: 100-10%,TRIAC: 100-5%
Mounting Can be mounted on wall in all orientations
Color Temp 4000K,3500K,3000K
CRI 90
Construction Metal body with mitered glass diffuser
LED Lumens Delivered Lumens
1654 415
1708 428
1641 411

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
Central Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122

Western Distribution Center: 1750 Archibald Avenue, Ontario,

CA 91760
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WS-W66226
Model & Size Color Temp Finish LED Watts
0 WS-W66226 26" 0 3000K 0 BK Black 22.7W
0 3500K 0 BK Black 22.7W
0O 4000K 0 BK Black 22.7W

Example: WS-W66226-40-BK
For custom requests please contact customs@modernforms.com

Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Midnight

WS-W66226

PRODUCT DESCRIPTION

A minimalist rectangular design delivering visual interest and wonderful ambient
illumination through mitered glass from the front and side edges of this Exterior LED

Luminaire.
FEATURES

* ACLED driverless technology
+ Front and ambient illumination
* Built in color temperature adjustability. Switch from 3000K/3500K/4000K

SPECIFICATIONS

Rated Life
Standards
Input
Dimming
Mounting
Color Temp
CRI

Construction

LED Lumens
2356
2449
2409

54000 Hours

ETL, cETL,Wet Location Listed,IP65,2019Compliant
120 VAC,50/60Hz

ELV: 100-10%, TRIAC: 100-5%

Can be mounted on wall in all orientations
4000K,3500K,3000K

90

Metal body with mitered glass diffuser

Delivered Lumens
561
582
571

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
Central Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122

Western Distribution Center: 1750 Archibald Avenue, Ontario,

CA 91760
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Model & Size Color Temp Finish
0 WS-W66236 36" 0 3000K 0 BK Black
0 3500K 0 BK Black
0O 4000K 0 BK Black

Example: WS-W66236-40-BK
For custom requests please contact customs@modernforms.com

WS-W66236

LED Watts
36.2W
36.2W
36.2W

Project:

Location:

Fixture Type:

Catalog Number:

AVAILABLE FINISHES:

Midnight
WS-W66236

PRODUCT DESCRIPTION

A minimalist rectangular design delivering visual interest and wonderful ambient
illumination through mitered glass from the front and side edges of this Exterior LED
Luminaire.

FEATURES

* ACLED driverless technology
+ Front and ambient illumination
* Built in color temperature adjustability. Switch from 3000K/3500K/4000K

SPECIFICATIONS

Rated Life 54000 Hours
Standards ETL, cETL,Wet Location Listed,IP65,2019Compliant
Input 120 VAC,50/60Hz
Dimming ELV: 100-10%,TRIAC: 100-5%
Mounting Can be mounted on wall in all orientations
Color Temp 4000K,3500K,3000K
CRI 90
Construction Metal body with mitered glass diffuser
LED Lumens Delivered Lumens
3200 610
3200 610
3200 610

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585
Central Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760
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