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Important

   Customer Service if you have any questions or concerns. Before installation, please confirm that the fixture      
   is compatible with your supply voltage and dimming system, if present.

   sealed compartments, and avoid touching the LEDs with your hands or any object.

   and supply variations. Do not install LED fixtures on the same circuit as any motors, appliances, or HVAC  
   systems.

   replace or substitute with another power supply.    

   with local codes. Remote installations should be in an accessible location, as close to the fixture as possible.

   wire them in series.

   and improper connections may damage the fixture.

   field cut. Excess cord or cable should be neatly coiled and reserved in the fixture canopy.

   the appropriate hardware for the mounting surface.
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1. Shut off power to the outlet box. (A)
2. Make appropriate electrical connections using wire nuts:
    a. Connect the LED driver’s (B) live wire (black) to the live outlet box wire. 
    b. Connect the LED driver’s neutral wire (white) to the neutral outlet box wire. 
    c. Connect fixture’s ground wire (green or uncoated) to the ground outlet box wire. If no ground is present in outlet box, 
        connect fixture’s ground wire to the mounting plate using the green screw (included).
    d. If not using the 0-10V dimming fuction, cap off the purple and grey dimming wires.
    e. Carefully place connections in outlet box (A).
3. Attach the mounting plate (C) to the outlet box (A), secure with outlet box screws (D).
    Use anchors (E) and wood screws (F) for extra support (included).
4. Install the canopy (G) to the mounting plate (C) by inserting the posts (H) into the slots (I) on the
    canopy, then twisting the fixture (J) to the end of the slots. Tighten the posts with a screwdriver to lock.
5. Restore power to the fixture.
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Assembly Instructions
INSTRUCTIONS D’INSTALLATION 
Offset Series - Round LED Surface Mount

Important

    Consulter un électricien qualifié pour vous assurer que les conducteurs de la dérivation sont adéquats.

2729

Note

A

E

C

I

H

F

G

J

D


