
      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

 

Rain
  WS-W2408  

PRODUCT DESCRIPTION
This sconce perfectly captures that moment in the city—maybe it’s New York, maybe
it’s Paris—when the rain is falling hard and the streetlamps make it shimmer, and
you’re filled withawe at the beauty of nature and light. The irony of this design, of
course, is that it’s weather-resistant and modernly finished, for an enduring, reliable
illumination rain or shine.
FEATURES
 

• ACLED driverless technology
• Clear seedy glass
• IDA Dark Sky compliant
 

  SPECIFICATIONS

Rated Life 50000 Hours

Standards ETL, cETL,Wet Location Listed,Dark Sky Friendly

Input 120 VAC,50/60Hz

Dimming ELV

Color Temp 3000K

CRI 85

Construction Aluminum with clear seedy glass
  
  

REPLACEMENT PARTS
 

RPL-GLA-2408 - Glass

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-W2408    8" 
 

  3000K
 

   BZ    Bronze
 

  7.9W
 

  327
 

  146
 

  Example:  WS-W2408-BZ

 For custom requests please contact customs@modernforms.com

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585 MODERN FORMSCentral Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760



      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

 

Rain
  WS-W2412  

PRODUCT DESCRIPTION
This sconce perfectly captures that moment in the city—maybe it’s New York, maybe
it’s Paris—when the rain is falling hard and the streetlamps make it shimmer, and
you’re filled withawe at the beauty of nature and light. The irony of this design, of
course, is that it’s weather-resistant and modernly finished, for an enduring, reliable
illumination rain or shine.
FEATURES
 

• ACLED driverless technology
• Clear seedy glass
• IDA Dark Sky compliant
 

  SPECIFICATIONS

Rated Life 50000 Hours

Standards ETL, cETL,Wet Location Listed,Dark Sky Friendly

Input 120 VAC,50/60Hz

Dimming ELV

Color Temp 3000K

CRI 85

Construction Aluminum with clear seedy glass
  
  

REPLACEMENT PARTS
 

RPL-GLA-2412 - Glass

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-W2412    12" 
 

  3000K
 

   BZ    Bronze
 

  7.9W
 

  327
 

  146
 

  Example:  WS-W2412-BZ

 For custom requests please contact customs@modernforms.com

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585 MODERN FORMSCentral Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760



      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

 

Rain
  WS-W2416  

PRODUCT DESCRIPTION
This sconce perfectly captures that moment in the city—maybe it’s New York, maybe
it’s Paris—when the rain is falling hard and the streetlamps make it shimmer, and
you’re filled withawe at the beauty of nature and light. The irony of this design, of
course, is that it’s weather-resistant and modernly finished, for an enduring, reliable
illumination rain or shine.
FEATURES
 

• ACLED driverless technology
• Clear seedy glass
• IDA Dark Sky compliant
 

  SPECIFICATIONS

Rated Life 50000 Hours

Standards ETL, cETL,Wet Location Listed,Dark Sky Friendly

Input 120 VAC,50/60Hz

Dimming ELV

Color Temp 3000K

CRI 85

Construction Aluminum with clear seedy glass
  
  

REPLACEMENT PARTS
 

RPL-GLA-2416 - Glass

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-W2416    16" 
 

  3000K
 

   BZ    Bronze
 

  7.9W
 

  327
 

  146
 

  Example:  WS-W2416-BZ

 For custom requests please contact customs@modernforms.com
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