
      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

   

Suspense
  WS-W1911  

PRODUCT DESCRIPTION
A more refined version of a classic hanging lantern, this modern design adds an
element of intrigue with a touch of tradition. Efficient, state-of-the-art LED emits light
throughmouth-blown clear glass for a clean projection.
FEATURES
 

• Transformer concealed within the canopy
• Thick clear mouth-blown glass
• Twist-lock glass for seamless appearance
• IDA Dark Sky compliant
 

  SPECIFICATIONS

Rated Life 50000 Hours

Standards ETL, cETL,Wet Location Listed,IP65,Dark Sky Friendly

Input 120-277V,50/60Hz

Dimming ELV, 0-10V

Color Temp 3000K

CRI 90

Construction Aluminum hardware, Clear mouth-blown glass
  
  

REPLACEMENT PARTS
 

RPL-GLA-1911 - Glass

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-W1911    11" 
 

  3000K
  3000K
  3000K
 

   AL    Brushed Aluminum
   BK    Black
   BZ    Bronze
 

  12W
  12W
  12W
 

  860
  860
  860
 

  548
  548
  548
 

  Example:  WS-W1911-BZ

 For custom requests please contact customs@modernforms.com

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585 MODERN FORMSCentral Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760
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  Catalog Number:

AVAILABLE FINISHES:
       

   

Suspense
  WS-W1915  

PRODUCT DESCRIPTION
A more refined version of a classic hanging lantern, this modern design adds an
element of intrigue with a touch of tradition. Efficient, state-of-the-art LED emits light
throughmouth-blown clear glass for a clean projection.
FEATURES
 

• Transformer concealed within the canopy
• Thick clear mouth-blown glass
• Twist-lock glass for seamless appearance
• IDA Dark Sky compliant
 

  SPECIFICATIONS

Rated Life 50000 Hours

Standards ETL, cETL,Wet Location Listed,IP65,Dark Sky Friendly

Input 120-277V,50/60Hz

Dimming ELV, 0-10V

Color Temp 3000K

CRI 90

Construction Aluminum hardware, Clear mouth-blown glass
  
  

REPLACEMENT PARTS
 

RPL-GLA-1915 - Glass

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-W1915    15" 
 

  3000K
  3000K
 

   BK    Black
   BZ    Bronze
 

  12W
  12W
 

  860
  860
 

  625
  625
 

  Example:  WS-W1915-BZ

 For custom requests please contact customs@modernforms.com

ModernForms.com | Phone: (866) 810-6615 | Fax (800) 526-2585 MODERN FORMSCentral Distribution Center: 1600 Distribution Ct, Lithia Springs, GA 30122
Western Distribution Center: 1750 Archibald Avenue, Ontario, CA 91760



      

   

  Project:
  

  Location:
  

  Fixture Type:
  

  Catalog Number:

AVAILABLE FINISHES:
       

   

Suspense
  WS-W1917  

FEATURES
 

• Driver concealed within the canopy
• Thick clear mouth-blown glass
• Twist-lock glass for seamless appearance
• IDA Dark Sky compliant
 

  SPECIFICATIONS

Rated Life 50000 Hours

Standards ETL, cETL,Wet Location Listed,IP65,Dark Sky Friendly

Input 120-277V,50/60Hz

Dimming ELV, 0-10V

Color Temp 3000K

CRI 90

Construction Aluminum hardware, Clear mouth-blown glass
  
  

  

    Model & Size   Color Temp   Finish   LED Watts   LED Lumens   Delivered Lumens
   WS-W1917    17" 
 

  3000K
  3000K
 

   BK    Black
   BZ    Bronze
 

  11.1W
  11.1W
 

  843
  843
 

  804
  804
 

  Example:  WS-W1917-BZ

 For custom requests please contact customs@modernforms.com
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