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PRODUCT FEATURES

LAMPING

Includes 16 watt, 704.1 delivered lumens, 3000K, 90 CRI field replaceable
LED module. Dimmable to 10% dimmer type determined by low-
voltage transformer. The heat sink remains with the fixture minimizing
any waste at the end of the lamp module's life. The head rotates 360°
and pivots 90° to direct the beam. As a general rule when using the ISO
Head, we do not recommend using greater than 33% of the maximum
wattage specified for the low-voltage transformer due to the inrush
current requirements. For assistance in calculations, please contact our
Technical Support Department.

Aged Brass

  

ISO HEAD

ORDERING INFORMATION

700700 S Y S TEMS Y S TEM C RIC RI C OLOR TEM PC OLOR TEM P BEA M  S P REA DBEA M  S P REA D LEN G TH  ( A )LEN G TH  ( A ) FIN IS HFIN IS H LA M PLA M P

 FJFJ FREEJACK
M PM P MONOPOINT
M OM O MONORAIL

88 80 CRI
99 90 CRI

2727 2700K
3030 3000K

2020 20°
3030 30°
5050 50°

0303 3"
0606 6"
1212 12"
1818 18"

RR AGED BRASS
SS SATIN NICKEL
WW WHITE

-LED-LED LED

2700K not available with 90 CRI
MP includes 4" Round Flush Canopy.
Due to weight capacity issues, do not exceed a 45 degree angle. For custom stem lengths, please contact the Quotes Department.

Sleek and contemporary design combined with lighting precision•
Wide range of beam spreads, 20°, 30° or 50°•
Complementray Monorail or Monopoint systems by Tech Lighting•
Available in two on-trend finishes and can be customized to hang at
four distinct stem lengths.

•

Ideal for commercial and residential lighting applications•
Protected by a 5-year warranty•

Satin Nickel White Aged Brass
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SPECIFICATIONS

H A RDWA RE M A TERIA LH A RDWA RE M A TERIA L Metal

S H A DE M A TERIA LS H A DE M A TERIA L

N ET WEIG H TN ET WEIG H T 1.58 lbs

H EIG H TH EIG H T 3.6in

WIDTHWIDTH 2.8in

LEN G THLEN G TH 3.6in

BEA M  S P REA DBEA M  S P REA D

U P  LIG H T /  DOWN  LIG H T /  BOTH ?U P  LIG H T /  DOWN  LIG H T /  BOTH ?

WET LIS TEDWET LIS TED

DA M P  LIS TEDDA M P  LIS TED

DRY  LIS TEDDRY  LIS TED

M IN . H A N G IN G  H EIG H TM IN . H A N G IN G  H EIG H T 3in

M A X H A N G IN G  H EIG H TM A X H A N G IN G  H EIG H T 3in

TOTA L C ORD LEN G THTOTA L C ORD LEN G TH

S LOP ED C EILIN G  A DA P TA BLE?S LOP ED C EILIN G  A DA P TA BLE? No

G EN ERA L LIS TIN GG EN ERA L LIS TIN G ETL Listed

IN C LU DESIN C LU DES

ISO HEAD

LAMPING SPECIFICATIONS

 LED LA M PLED LA M P IN TEG RA TED LEDIN TEG RA TED LED N ON  LEDN ON  LED N O LA M PN O LA M P

DELIV ERED LU M EN SDELIV ERED LU M EN S 704.1 704.1

WA TTSWA TTS 16 16

M A X WA TTA G E P ER BU LBM A X WA TTA G E P ER BU LB 16W 16W

IN P U T V OLTA G EIN P U T V OLTA G E
120V
12V

120V
12V

DIM M IN G  TY P E*DIM M IN G  TY P E* ELV ELV

C C TC C T
2700K
3000K

2700K
3000K

C RIC RI
80 CRI
90 CRI

80 CRI
90 CRI

LED LIFETIM ELED LIFETIM E

L70L70 50000 50000

A V ERA G E BU LB H OU RSA V ERA G E BU LB H OU RS 50000 50000

FIELD S ERV IC EA BLE LEDFIELD S ERV IC EA BLE LED

LA M P  BA S ELA M P  BA S E Integrated LED Integrated LED

LA M P  S H A P ELA M P  S H A P E Integrated LED Integrated LED

LA M P  IN C LU DED?LA M P  IN C LU DED? Y Y

WA RRA N TY **WA RRA N TY ** 5 Years 5 Years

* Dimming information available at www.techlighting.com/Downloads#dimming
** Visit techlighting.com for specific warranty limitations and details.

T20 / T24 INFORMATION

 
Inte g rate dInte g rate d

LEDLED
Re place m e ntRe place m e nt

LED Lam pLED Lam p
N oN o

Lam p *Lam p *

This product can be used to comply with
California Building Energy Efficiency
Standards 2016 Title  24Title  24  Part 6.

Yes

This product can be used to comply with
California Appliance Efficiency Standards
2016 Title  20Title  20  and may be shipped to and
sold in California.

N/A

* If a light fixture or component does not include a lamp or light source, it is the responsibility of the
customer to select a lamp that meets the T24 and T20 requirements.
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