


Thank you for purchasing this product 
For optimum performance and safety, please read these instructions carefully 

before connecting, operating or adjusting this product. Please keep this manual 

for future reference. 

 

Surge protection device recommended 
This product contains sensitive electrical components that may be damaged 

by electrical sp kes, surges, electric shock, lighting str kes, etc. Use of surge 

protection systems is highly recommended in order to protect and extend the 

life of your equipment. 
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1. Introduction 
This HDMI Extender can extend HDMI signal up to 33000 feet/10 km (over 

single-mode fiber cable). It supports video resolutions up to 4K2K@60Hz 4:4:4. 

Transmitter supports loop output, audio embedding and EDID management 

function. Receiver supports audio extracting function. In addition, the extender 

supports bidirectional IR control and RS-232 signal pass-through. It can allow 

you to easily control the display device on the signal source side or control 

the signal source device on the display side when using this extender. 

 
 

2. Features 
☆ HDMI 2.0b, HDCP 2.2 and DVI 1.0 compliant 

☆ Support 18Gbps video bandwidth 

☆  Video resolution up to 4k2k@50/60Hz 4:4:4 

☆ HDMI audio formats: LPCM2/5.1/7.1CH, Dolby Digital/Plus/EX, Dolby True 

HD, DTS, DTS-EX, DTS-96/24, DTS High Res, DTS-HD Master Audio, 

DSD 

☆ Support 3D and HDR format video, does not support CEC control 

☆ Transmission distance up to 33000 feet/10 km (over single-mode 

fiber cable) 

☆  Support bidirectional IR control, RS-232 pass-through and EDID 

                                                                                           management for simple and convenient control 

☆  Transmitter supports loop output (sharing local HD video and audio) and  

                                                                                             audio embedding function 

☆ Receiver supports audio extracting output function 

☆ Compact design for easy and flexible installation 
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5.3 IR Pin Definition 

IR Receiver and Blaster pin’s definition as below: 

 

5.3 Optical Fiber Module 
 

 

  

① SFP-BL32TG-10DC is the optical fiber module of the Transmitter. 
② SFP-BL23TG-10DC is the optical fiber module of the Receiver. 
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6. Application Example 

 
 

 

The terms HDMI and HDMI High-Definition Multimedia interface, and the HDMI Logo 

are trademarks or registered trademarks of HDMI Licensing LLC in the United States 

and other countries. 


