
"'i(C.RCNU5f 
DEMETER SERIES 

INTELLIGENT LED GROW SYSTEMS 

OWNERS GUIDE



"',(CRONUS'" PAGE 2: WELCOME 

Dear Valued Customer, 

Thank you for purchasing a Cronus product and we're honored to have you join the Cronus 
family. 

You have purchased a product from our Demeter Collection. Your fixture is WIFI enabled and 
depending on the model you've purchased, may or may not include a Cronus brand controller. 
If included, the controller will allow you to access and operate your grow light via an iOS or 
Android device. If your model does not include a controller, you're welcome to purchase one 
through our retail partners or directly from cronusbrand.com. 

The instructions and information included here will review the operation for your Cronus brand 
light fixture. If you purchased the WiFi Controller, those instructions are also included. 

If you have any questions or concerns regarding your Cronus Brand product, please don't 
hesitate to contact us via email at customercare@cronusbrand.com. Again, thank you for 
choosing Cronus Brand. 

Yours in Growing, 
Cronus Brand Family 

Date of Purchase:

Model Number:

Serial Number:

We recommend you jot down the above and staple your proof of purchase to this page This will be 
helpful if you need to contact customer service at any point in the future. 

*Model number and serial number can be found on the top of each unit as shown
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Setting Up Your Grow Light
Before You Begin

Safety Measures
1.  Prior to doing a full install, we HIGHLY recommend you review the following:

• At Cronus, we conduct a thorough QC (quality check) each and every one of our grow lights before it leaves the factory. 
However, there are occassionally instances where shipping companies mishandle shipments and products become damaged. 
We highly recommend plugging in your light(s) and/or controllers at a convenient  and accessible outlet. This will ensure your 
products are working as they should be prior to installation. In the event one or more of your products are damaged, please see 
the returns policy on our website (www.cronusbrand.com) regarding returns.

• We highly recommend that you do NOT use an extension cord with the Cronus Brand fixtures. 
• We recommend plugging into a power strip/surge protector.
• We recommend your outlet be installed by a licensed electrician and be grounded for safety purposes.
• We recommend that you understand and follow your local electrical code. For example, in some areas, a 20 amp circuit should 

only power up 15 amps of product. That said, your Cronus Brand fixture has a varying amp range and should be taken into 
account when determining load. In this case, assuming nothing else is being powered by the 20 amp breaker, installing a 
fixture that uses 5 amps of power at 120v, would only allow 3 fixtures on the 20 amp breaker.  Again we recommend you 
consult with a licensed electrician to ensure you are following your local electical code and are safely setting up your lighting 
system. Cronus cannot be held responsible for damage that can occur to the fixture(s), the controller(s), or building structures 
should you choose not to follow these guidelines. 

Pre-Set Up Steps
1. Receive your light fixture(s) via your shipping carrier.
2. Jump up and down with elation.
3. Open the box and make sure that all of your components are in the box. See below and note that the * only pertains to only orders 

with the WIFI Controller.
• *WiFi Controller
• *WiFi cable to connect the controller to the fixture
• Fixture power cord (8 ft)
• Daisy chain cable
• Owner's Guide with installation & operating instructions and warranty information
• Mounting brackets (x2)
• Mounting bracket screws (x6)
• Hanger hooks (x2)
• Ratchets (x2)
• Zip ties
• Velcro strips
• Remote control

4. Notify Cronus if you have any missing components at customercare@CronusBrand.com 

IR Receptor
Receiver for remote signal.

LCD Screen 
The LCD screen displays a variety of information including: Signal mode (IR or WiFi), fan condition, channel 
intensities etc

Case Screws
You can access the internal components by removing these screws. Contact Cronus with any questions 
you may have about this. NOTE: You DO NOT need to remove these screws, unless you are removing an 
internal part such as a fan, heat sink, chip board etc.

Let's Install!

Fixture Overview
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Setting Up Your Grow Light
Let's Install!

Fixture Overview (continued)

Daisy Chain Connection

WiFi Controller Connection

LCD Screen

Illuminated Power Button 

Power Cord Receptor for 8' Power Cord 

1. Set the location for the fixture(s).
2. Connect the ratchets to the ceiling or to the top horizontal bracket in your grow tent (hardware not included).
3. Connect the power cord into the back of the fixture.
4. Connect the mounting brackets to the fixture using a screwdriver. 
5. Connect the hanger hooks to the mounting brackets.
6. Connect the ratchets to the hanger hooks. 
7. Tighten by pulling on the ratchets to desired height. Note the release button, this used to lower the  fixture. If you need to lower the 

fixture, then we recommend holding the fixtures weight while releasing the tension as this aid in proper placement.

8. Plug the power cord into the outlet.
9. Push the red power button to the "On" position.
10. If you are daisy chaining multiple fixtures, then you will need to remove the cover from the Daisy Chain connection(s), in the rear

(depending on model) of the fixture(s), and insert the female portion of the cable.

Installation

At this point, you've made sure you have all of the components and they are in working order. The next part is the easy part. Since you are very familiar 
with the components in the box, the below steps should go quickly. Consider getting someone to assist you (recommended) and follow the steps 
below:

Quick Tips

• The fixture and power cord are rated for 110v and 240v.

• Your grow areas temperatures will vary when moving from a HID (HPS/MH) system to a LED system. You can run the room hotter with a LED 
system and your plants will love it. The suggested ambient temperature is +/- 85° for your LED fixture compared to a 13° cooler 
temperature for a HID system.

Mounting Brackets (x2)
These bear the weight of the fixture and provide the strength and stability Cronus is known for.
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CB-R001 WiFi Controller
Product Features

WiFi Controller Unit

Digital Signal Control Technology

Programmable Channels by Spectrum and Timers

Connectivity

Cronus products are used by novice, small growers and commercial growers. As such, our 
products allow growers to modify spectrum, dimming and timer functions across 4 
channels as opposed to the over simplified red, blue and white light.

Channel 1 works the deep red spectrum, which aids in pungency of the fruit and plant 
health in the final stages. Channel 2 works the white and blue spectrums, which aids in 
the early to mid VEG stages. This is duration of the grow where the plant needs steady 
girth growth, maturing the plants root and body health. Channel 3 works the VEG mid to 
final VEG states. This is were the plant needs to be strong and hearty, allowing the plant 
to be prepared to bear the fruiting stages and the weight that stage 4 requires. Channel 4 
is all about the fruit or BLOOM stages of growth. The red spectrum will allow the plant to 
shoot to the sun and bear fruit.

The Cronus SmartControlSystem allows the user to connect multiple lights in a daisy 
chain while controlling all fixtures from an iOS or Android device.  

Simply insert your WiFi controller into your fixture, download the app, and connect the two 
and you will have complete control of your fixture in the palm of your hand. If you've 
purchased a fixture without a WiFi Controller, you can simply purchase one from 
cronusbrand.com and begin taking advantage of this powerful feature. For more 
information on the WiFi Controller and it's set up, see pages 13-19.

The WiFi Controller unit has a sleek design with two easy means of installation. When 
using one light with one controller, it is best to connect the controller directly into the 
light. For grow rooms with multiple lights, use the provided controller cable(s). 

IMPORTANT: When connecting the WIFI controller, make sure to align the male and 
female ends and thread the brass fittings. We recommend leaving the plastic cover 
attached to the male ends, when the connection is not in use.  

Cronus also provides double sided Velcro strips. If desired, adhere one end to the back of 
the controller and one end to the ceiling or wall. This will keep the control out of the way 
while providing ample access for the receiver.

In today's connected world, we were concerned with signal frequency or intensity 
adversities. To address this we employ PWM (Pulse Width Modulation) technology, which 
provides a smooth independent signal, ensuring a seamless and hassle-free user 
experience.
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CB-R001 WiFi Controller
Connecting to WiFi

Click the WIFI 
button to activate 
the WIFI function. 
You can toggle back 
and between the 
"IR" (remote 
control) and "WIFI" 
function as so 
desired.

Download the 
"SmartControlSystem" 
app from the App 
Store or Google Play.
DO NOT OPEN THE 
APP UNTIL STEP 5!

Step 1: Download the App Step 3: Press WiFi on the Remote

Step 4: Connect the Controller to the App

1) Got to Settings 
and turn on your 
WiFi.

2) Look for and select 
"Master-1" option 
(or whichever 
channel you've 
selected for this 
controller)

3) Open the app. Use 
"Smart" for the 
login and "Smart 
123" for the 
password.

4) Select the 
Smart Grow 
System button

Screens Overview
Main Screen

Return to the previous screen

Time & Review: This button connects your device's clock to the controller and allows you to 
preview your current settings.

Daylight: This button allows you to control the full system, including the settings that mimic 
Cronus's unique "Dusk and Dawn" feature. IMPORTANT: If you want to enable this feature, all other 
modes need to be disabled. More details to follow.

Full Spectrum: This button is used for the end of cycle functions and was created to give you 
options to modify and quickly adjust your settings as your plants bear fruit.

Mode: This button accesses 3 of the major 5 modes: Veg, Bloom and UVB. More details will follow 
regarding how to set up and utilize this feature.

Step 2: Set WiFi Channel on Controller

With the controller 
plugged in to the 
fixture, select the 
desired channel for 
your controller and 
app to communicate 
on. If you're using 
multiple controllers, 
make sure each 
controller is on a 
different channel 

Step 5: Open the App, Log in and Choose your System
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CB-R001 WiFi Controller
Screens Overview (Continued)

Time & Review

Go to the previous screen

Load Time- This button links your controller and light to your device's clock. Once 
completed, the LCD screen on the fixture(s) will match the time on your device. This 
is a critical step to ensure proper grow performance.

Save Current - Once you Load your Time, then you need to SAVE your time. Select this 
button right after loading the time.

Stop Preview- This button will stop the preview and allow you to adjust the settings 
again.

Start Preview- Once you've modified all of the settings for your fixture(s), this button 
allows you to preview the 24 hour cycle, in 15 minutes.

Load Default- This button will restore all settings to the factory presets. The button 
will say "Reset Data" on the Android version of the app. 

IMPORTANT NOTE
Your Cronus App uses a specific hierarchy to enable the functions in you your light fixture. Below (from top to bottom) are how we set the 
priority list. If you want a lower ranking Mode to be enabled, you must disable the Mode above in the hierarchy. In no functions are enabled, then 
lowest mode (Daylight) will be the default function. Here is the hierarchy of functions:

1) UVB- Stimulates potency near the end of the fruiting stage. Fixture preset: CH1- 0%, CH2- 100%, CH3- 0%, CH4- 0%
2) VEG- Promotes horizontal girth and vertical plant growth. Fixture preset: CH1- 20%, CH2- 50%, CH3- 100%, CH4- 0%
3) BLOOM- Promotes vertical growth and the fruiting stage. Fixture preset: CH1- 100%, CH2- 80%, CH3- 0%, CH4- 100%
4) FULL SPECTRUM- Promotes growth during the fruiting or finishing stage. Fixture preset: CH1- 100%, CH2- 100%, CH3- 100%, CH4- 100%
5) DAYLIGHT- An all encompassing grow methodology allowing you to set (by channel) the timers, percentage of power, and color spectrum 

(including IR and UV) in order to mimic the daily cycle of the sunrise, high noon, and sunset.  

REMINDER: These presets are what Cronus recommends as a generality. We have designed these fixtures so that you have total control and can 
adjust any of the settings at will. We highly recommend you research the lighting needs for the particular type of plant you intend to grow, and 
adjust your fixtures settings accordingly, to ensure you get the maximum yield possible. 

We recommend visiting cronusbrand.com for additional setting combinations and hanging height recommendations. 
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CB-R001 WiFi Controller
Screens Overview (Continued)

DAYLIGHT

Go to the previous 
screen.

Percentage of use

Time of day

Click on the individual channel 
and you will see the graph for 
that channel. NOTE: Android 
version cannot activate 
individual channel graphs

Graph of all channels

Click to personalize and 
make manual 
adjustments to each of 
the channels. (See Below)

Customizing the Settings

"Read" is your UNDO 
button. It will return 
to the settings you 
had set one save 
earlier.

Go to the 
previous screen

There are 8 
timers that can  
can be  set per 
channel

Set times. Daily cycle is from 12:00am to 11:59pm. Timer 1 will be the first 
one to start in the day. Each time thereafter should be set later in the day

Set intensity level between 0-100, with 0 
being off and 100 being full power

Select a channel to 
customize. Here 
Channel 1 is engaged

Saves your settings 
and begins function
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CB-R001 WiFi Controller
Screens Overview (Continued)

MODE
NOTE: Due to the intricacy of working through this area of the app, we've separated this section into an 
overview and drill downs. Should you have additional questions, please contact us at 
CustomerCare@cronusbrand.com. 

Overview
"Read" is your UNDO button. It 
will return to the settings you 
had set one save earlier. 

Saves your settings 
and begins function

Go to the 
previous screen

Manual Side
Automated Side

Select a mode to view/modify

REMINDER: Once you save your settings, the fixture will produce light from the 4 channels based on the 
hierarchy. In other words, if VEG is enabled at a particular time (based on your timers) and UVB is disabled, the VEG 
Mode settings will be engaged. Whereas, if VEG Mode and BLOOM Mode are both enabled at the same time, VEG mode 
supersedes since its higher in the hierarchy. Again, if all modes are disabled, the default of DAYLIGHT will be engaged.  

Drill Down

Step 1

Simple - pick a MODE you want to work with. Click the desired MODE and the icon will become 
orange. 

Note - the OVERVIEW screen is the same per each mode. UVB is the selected mode in the image 
above.
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CB-R001 WiFi Controller
Screens Overview (Continued)

Step 2

At this point, you can keep the default settings Cronus has established or you can modify the percentage intensity. Cronus provides 12 
preset configurations; however there are an infinite number of configurations possible.

NOTE: The MODE's factory preset will be the starting point of your exploration. We set the UVB Mode to have the intensity of 0% on 
channels 1, 3 and 4, while channel 2 is set to 100%. This means your fixture will be heavy on the white, blue and UV spectrums. If this 
is NOT your desired setting, then you can modify at will.

Manually adjust each 
channel (per Mode)

Toggle to your 
preferred intensity

If orange light is on, 
you're adjusting the 
engaged setting and the 
light will change in real 
time. 

Procedures:

1. Enable the Mode in your Settings to view/make adjustments per channel

2. Assuming you want to modify the presets, slide the toggle to the desired percentage of 
intensity. You will see the percent intensity on the screen as you slide the toggle. 

3. When you finish with your desired configuration, hit "Save"

4. If you've made a mistake, and would like to go back to the settings in your last save, click 
"Read"

5. If you've made multiple mistakes and would like to return to the factory presets, go to LOAD 
DEFAULT in the Time & Review screen. 

6. Repeat steps 1-5 for all Modes.
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CB-R001 WiFi Controller
Screens Overview (Continued)

Step 3

REMINDER: Once you've adjusted the intensity levels per Mode and channel to your liking, you will apply the corresponding timers. As a 
rule of thumb, it is unwise to overlap times between Modes. If done, the Mode higher in the hierarchy will engage at that time, which 
could lead to undesirable effects.

NOTE: The interface on the Android version of the app looks slightly different here; however the concept is still the same. 

Procedures:

1. Enable the Mode you want to set the timer for by sliding toggle to the right. 

2. Set timers start and end times. NOTE: We are not enabling the Mode at this time. You are 
simply setting the time for the Mode. If you want to enable the Mode, you can by scrolling 
to the word "Yes", to the right of "Enable". 

3. Follow steps 1-2 for each of the Modes. 

4. When you've finished with your desired configurations, click "Save"

5. If you've made a mistake, and would like to go back to the settings in your last save, 
click "Read"

6. If you've made multiple mistakes and would like to return to the factory presets, go to 
LOAD DEFAULT in the Time & Review screen.

7. Once you've set your timers (with no overlap), you will enable the Mode you want to use. 
NOTE: You can use the Modes on this screen in conjunction with the other Modes 
available in the App. Again, make sure there is no overlapping or the hierarchy will go into 
effect.

8. Click "Save" 

Toggle to enable the Mode

Adjust On and Off times in your Timer
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CB-R001 WiFi Controller
Screens Overview (Continued)

Full Spectrum

Finishing Stages of Your Grow

This is the part of the Grow you've been waiting for. Your plants have moved from seedling to a flowering beauty.  Now it's time to get ready to 
harvest, but before we do that, we need to set the spectrum needs. You can use the Cronus pre-set settings or you can modify as needed.

Go to the 
previous screen

Saves your settings 

Auto allows 
you to use the 
factory setting for 
all channels

Procedures:

1. Enable to activate this Mode.

2. Choose Auto Setting or Manual Setting. 

3. If you want Manual, slide toggle to adjust intensity. 

4. Set On and Off times for timer and click "Ok"

5. Click "Save"

Manual allows you to 
set the intensity, of 
the 4 channels, to your 
desired need. Use the 
toggle to set the 
intensity.

and begins function

"Read" is your UNDO button. It will 
return to the settings you had set 
one save earlier

Slide to Enable this Mode intensity

Toggle to manually set intensity

"OK" button to 
set times

Adjust On and Off 
times. 

Now that you have all of your timers and intensity levels set for ALL modes, you can view your settings and put together a thorough and 
comprehensive grow schedule customized to your exact needs. Please let us know if you have any questions and THANK YOU for becoming part 
of the Cronus Brand family!
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