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• REVOLUTIONARY design consists of 2 parts
that combine to be one tube

• Cost effective shipping also reduces damages
during transit

• Current Leakage Protection, Passed UL 1993
• Up to 130 lumens per Watt
• Shatter-proof & meets NSF Requirements

BELL
LED 8’ T8 Tubes 
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• Fa8 Base/G13 Standard with optional R17d
connector

• Full glass housing inhibits yellowing and
distortion

• Replaces 85W T8/T12 HO lamps
• Type B dual end power & bypass ballast
• Universal 120-277Vac 50-60Hz

Product of the Year 2021

Our new and revolutionary BELL T8 8’ Glass Tube offers significant energy-efficiency and 
lifetime improvements over fluorescent lamps. Our BELL lamps are installed by bypassing 
existing fluorescent ballasts, and hard-wiring tombstone lamp-holders directly to incoming 
AC power leads. Dual-ended bypass lamps eliminate the need to replace shunted 
tombstone lamp-holders in existing fluorescent luminaires.
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CORRELATED COLOR 
TEMPERATURE (CCT)
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BELL - Type B

SKU # Model # Watts Lumens CCT Lens Power Base Length Certifications

151213 BLT-8FT-42WB2SC-65K 42W 5460Lm 6500K Clear 2 End
Fa8/G13 Standard 

R17d Optional
8’ UL

151216 BLT-8FT-42WB2S-65K 42W 5460Lm 6500K Frosted 2 End
Fa8 /G13 Standard 

R17d Optional
8’ UL

151588 BLT-8FT-42WB-50K 42W 5460Lm 5000K Frosted 2 End
Fa8 /G13 Standard 

R17d Optional
8’ UL & DLC

151215 High Output Accessories for 8’ Tube Set of 2 pcs

Specifications

Fixture Specifications

Others

Warranty

Input Voltage Power Factor CRI Beam angle

120-277VAC 50/60HZ >0.9 Ra>80 320°

Body Glass

End cap G13 converts to FA8/F17D

Lens Frosted/Clear

Dimming Non-dimmable

Lifetime 50,000 Hours

Warranty 5 Year

Environmental Requirements
Operation Temperature: -4°F to 113°F 

Relative Humidity: 45%-85% 
Non-corrosive environments 

BELL
LED 8’ T8 Tubes 
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Mode: Direct AC Input
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Type B 2 End

T8

47.7” + 47.7”

Dimensions

Wiring

• Two parts combined to be one
tube(easy for transportation)

• Double-ended ballast bypass,
R17D&FA8

• Glass+pet film as shatterproof
Meet NSF requirements

• Automatic production, high
product consistency and low
manufacture costs

XIAMEN PVTECH CORPORATION LIMITED. www.pvtech.com.cn 86-592-2658882 Fax: 86-592-2658883
Address: Unit 28, Yangtai Road Xinyang Industrial Zone, HaicangDistrict,Xiamen, China

8ft Glass Tube Type B

PRODUCTSPECIFICATIONS

Size T8

End cap G13 converts to FA8/F17D

Body Glass Coating

Lens Frosted/Clear

Input Voltage 120-277vac,50/60hz

Power Factor >0.9

Available
colors

3000k/3500k/4000k/4500k/5000k/6500k

CRI >80

Dimming Non-dimmable

Lifetime 50,000hours

Warranty 5 Year

Environmental
Requirements

Operationtemp:-20°-45℃
Storagetemp:-20°to45℃
Relative Humidity:45%-85%
Non-corrosive environments

FEATURES AND BENEFITS

 Two parts combined to be one tube(easy for

transportation)

 Double-ended ballast bypass, R17D&FA8

 Glass+pet film as shatterproof Meet NSF 

requirements

 Automatic production, high product consistency

and low manufacture costs

 WIRING DIAGRAM:

 TYPE B(AC directly, double end ballast bypass) -

Assembly introduction:
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8ft Glass Tube Type B

PRODUCTSPECIFICATIONS

Size T8

End cap G13 converts to FA8/F17D

Body Glass Coating

Lens Frosted/Clear

Input Voltage 120-277vac,50/60hz

Power Factor >0.9

Available
colors

3000k/3500k/4000k/4500k/5000k/6500k

CRI >80

Dimming Non-dimmable

Lifetime 50,000hours

Warranty 5 Year

Environmental
Requirements

Operationtemp:-20°-45℃
Storagetemp:-20°to45℃
Relative Humidity:45%-85%
Non-corrosive environments

FEATURES AND BENEFITS

 Two parts combined to be one tube(easy for

transportation)

 Double-ended ballast bypass, R17D&FA8

 Glass+pet film as shatterproof Meet NSF 

requirements

 Automatic production, high product consistency

and low manufacture costs

 WIRING DIAGRAM:
 

 TYPE B(AC directly, double end ballast bypass) - 

Assembly introduction: 
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Distribution Diagram 
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LED 8’ T8 Tubes 
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Address: Unit 28, Yangtai Road Xinyang Industrial Zone, HaicangDistrict,Xiamen, China

SPECFICATION

Note:3000K,3500K,4000K,4500K,5000K all available.

Package Info:
SKU Carton Size G.W N.W QTY/Carton 
151213 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS 

151216 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS

Item No. TypeB 
Power CCT TypeB 

Lumen CRI Voltage Frequency PF View angle Target
lamp

BLT-8FT-42WB2SC-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8

BLT-8FT-42WB2S-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8

SPECFICATION

Note:3000K,3500K,4000K,4500K,5000K,6500K all available.

WIRING DIAGRAM:
TYPE A(Ballast compatible) - Assembly introduction:

TYPE B(AC directly, double end OR single end ballast bypass) - Assembly introduction:

Package Info:

SKU Carton Size G.W N.W QTY/Carton
151212 50”*10.04”*8.66” 17.2LBS 15.2LBS 30PCS

Item No. Power
(Type B) CCT Lumen

(Type B) CRI Voltage
(Type B)

Frequency
(Type B) PF Field Angle

(Bare lamp)
Beam angle
(Bare lamp)

Target
lamp

BLT-4FT-15WAB3L(5000K) 15W 5000K 2200lm Ra>80 AC120-277V 50/60Hz ≥0.9 320° 200° 32W/48T8

Packing

XIAMEN PVTECH CORPORATION LIMITED. www.pvtech.com.cn 86-592-2658882 Fax: 86-592-2658883
Address: Unit 28, Yangtai Road Xinyang Industrial Zone, HaicangDistrict,Xiamen, China

SPECFICATION

Note:3000K,3500K,4000K,4500K,5000K all available.

Package Info:
SKU Carton Size G.W N.W QTY/Carton
151213 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS

151216 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS

Item No. TypeB 
Power CCT TypeB 

Lumen CRI Voltage Frequency PF View angle Target
lamp

BLT-8FT-42WB2SC-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8

BLT-8FT-42WB2S-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8
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SPECFICATION

Note:3000K,3500K,4000K,4500K,5000K all available.

Package Info:
SKU Carton Size G.W N.W QTY/Carton
151213 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS

151216 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS

Item No. TypeB 
Power CCT TypeB 

Lumen CRI Voltage Frequency PF View angle Target
lamp

BLT-8FT-42WB2SC-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8

BLT-8FT-42WB2S-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8
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SPECFICATION

Note:3000K,3500K,4000K,4500K,5000K all available.

Package Info:
SKU Carton Size G.W N.W QTY/Carton
151213 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS

151216 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS

Item No. TypeB 
Power CCT TypeB 

Lumen CRI Voltage Frequency PF View angle Target
lamp

BLT-8FT-42WB2SC-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8

BLT-8FT-42WB2S-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8
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Application

20PCS

Box quantity

XIAMEN PVTECH CORPORATION LIMITED. www.pvtech.com.cn 86-592-2658882 Fax: 86-592-2658883
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SPECFICATION

Note:3000K,3500K,4000K,4500K,5000K all available.

Package Info: 
SKU Carton Size G.W N.W QTY/Carton
151213 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS

151216 50”*13.19”*8.66” 25.4LBS 23LBS 20PCS

Item No. TypeB 
Power CCT TypeB 

Lumen CRI Voltage Frequency PF View angle Target
lamp

BLT-8FT-42WB2SC-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8

BLT-8FT-42WB2S-65K 42W 6500K 5460lm Ra80 AC120-277V 50/60Hz 0.9 320° 59W/96T8

26LBS

Box weightBox size

50” X 14” X 9”

BELL
LED 8’ T8 Tubes 


