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MODEL NO.

Third angle projection 1. 单机用量：
mm

1:1

1.0

SIZE

SHEET
2. 本色

技术要求：

1. 零件表面要求干净平整，无变形、脏污
   保修卡里的剪刀和虚线要印刷

2. 材质： 128 克双铜，风琴折，四色印刷
                   双面印刷（ 7P6 折）
3. 单页尺寸： L86**H110mm

5. 带 * 为重点检控尺寸；

审核

F

D 

E

C

B

A

线性尺寸公差表

尺寸范围

类型 100 ＜ X＞500mm

瓦楞箱 ā 1.0mm ā 3.0mm ā 5.0mm

蜂窝箱 ā 2.0mm +10/-0mm +10/-0mm

EPE ā 3.0mm 宽度 ā 3.0mm ā 5.0mm焢﹜ā 5.0mm

产品 结构设计 硬件设计

商务 品质 安规

LETD01 美加英文  说明书（亚马逊)-004.039.00000160-20201021-V1.0

004.039.00000160

4. 展开尺寸： L595**H109mm

Getting to know your EZVALO Smart Desk Lamp

① Motion Sensor ON/OFF 

②Motion Sensor

③Ambient Light Sensor

④Digital Clock

⑤Power Input

⑥Power Adapter

Reading Mode Working Mode

Decoration Mode

How to Use

Smart Dimming Indicator
④ Smart Dimming
③ Color Temperature 
     Adjustment
② Brightness Adjustment Bar

① ON/OFF

Ambient Light Sensor

Motion Sensor

⑤ Motion Sensor ON/OFF

① Tap“      ” to turn ON/OFF the lamp.

②
     Slide on the adjustment bar for stepless dimming.

Tap on the brightness adjustment bar to select the brightness. 

③
     White Light and Neutral Light. Press and hold“      ” for 
     stepless color temperature adjustment.

Tap“     ” to switch the color temperature among Warm Light, 

④Tap“      ”to tun ON/OFF Smart Dimming.
Note:In Smart Dimming Mode, the color temperature will be 
fixed at Neutral Light. The brightness of the light will be 
adjusted automatically in a suitable comfortable range.
Once you adjust the brightness or the color temperature 
manually, Smart Dimming Mode will also be switched off.

Motion Sensor Mode⑤
Press to turn ON/OFF Motion Sensor Mode. (Green light 
means the mode is ON).
When Motion Sensor Mode is ON, once human motion is 
detected, the light will be turned on automatically.
When no motion is detected in 15 minutes, the light will 
be turned off automatically.

Digital Clock

(1)This is a 24-hour clock, indicating hours and minutes by 2 
     digits each.
(2)Time is displayed when power is connected.
(3)When power is disconnected, the time will not be displayed 
     but it is still working, powered by the coin cell battery. (If time 
     is wiped out, please replace the the coin cell battery installed 
     inside the bottom of the lamp.)

(4)Setting time manually
  a. Quickly tap“      ”for 5 times to enter time setting mode.
 b. Tap the upper part of the Brightness Adjustment Bar to add 
     minutes or tap the lower part to subtract.
 c. Once the minutes are set, tap to set hours. Again tap 
     the upper or lower part of the Brightness Adjustment Bar to 
     add or subtract hours.

“      ”

 d. Tap again to exit time setting mode.“      ”

(5)Auto Sync
     Once the desk lamp is connected to the App, the time will be 
     synchronized with Internet time.

     Replacing Coin Cell Battery
     If time is not properly calculated when lamp power is 
     disconnected, please replace the coin cell battery.
(1) Use a thin object such as a coin to open the battery cover by 
      turning anticlockwise.
(2) Replace a new battery and then tighten the cover by turning 
      clockwise.

     Note: Please use CR2450 battery. 

Connecting to Amazon Alexa

Before connection, please make sure that your Amazon Echo is 
well configured, Amazon Alexa App is installed in your mobile 
phone, and your Amazon account is logged in.
Please follow the steps in below instruction images to 
connect the smart desk lamp to Alexa.
Select the Alexa icon in the edit page of the smart desk lamp 
and jump to Amazon Alexa App.

Press Link button to start connection. Once it is finished, you 
will be re-directed back to Tuya Smart App and see the 
success page.

The Top 5 Alexa Commands for EZVALO Smart Desk Lamp
Alexa, turn on/off the desk lamp
Alexa, dim the light
Alexa, brighten the light to 80%
Alexa, make my light warmer
Alexa, make my light cooler

Specification FCC statement:

This equipment has been tested and found to comply with the
 limits for a Class B digital device, pursuant to part 15 of the 
FCC Rules. These limits are designed to provide reasonable
 protection against harmful interference in a residential 
installation. This equipment generates, uses and can radiate 
radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful 
interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular 
installation. If this equipment does cause harmful interference 
to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to 
try to correct the interference by one or more of the following 
measures:
• Reorient or relocate the receiving antenna.
• Increase the separation between the equipment and receiver.
• Connect the equipment into an outlet on a circuit different 
  from that to which the receiver is connected.
• Consult the dealer or an experienced radio/TV technician for help.  
Caution: Any changes or modifications to this device not 
explicitly approved by manufacturer could void your authority 
to operate this equipment.
  

This device complies with part 15 of the FCC Rules. Operation is
 subject to the following two conditions: (1) This device may not
 cause harmful interference, and (2) this device must accept any
 interference received, including interference that may cause 
undesired operation.

  

The device has been evaluated to meet general RF exposure 
requirement. The device can be used in portable exposure 
condition without restriction.

This device complies with Industry Canada license‐exempt RSS
 standard(s). Operation is subject to the following two 
conditions: (1) This device may not cause interference, and (2) 
This device  must accept any interference, including interference 
that may cause undesired operation of the device. The digital 
apparatus complies with Canadian CAN ICES‐5(B)/NMB‐5(B). 

This radio transmitter (IC ID: 26466-LETD01) has been approved
 by Industry Canada to operate with the antenna types listed 
with the maximum permissible gain indicated. Antenna types 
not included in this list, having a gain greater than the maximum 
gain  indicated for that type, are strictly prohibited for use with 
this device.

Le présentappareilestconforme aux CNR d'Industrie Canada 
applicables aux appareils radio exempts de licence. 
L'exploitationestautorisée aux deux conditions suivantes: 
(1) l'appareil ne doit pas produire de brouillage, et (2) l'utilisateur 
de l'appareildoit accepter tout brouillageradioélec triquesubi, 
mêmesi le brouillageest susceptible d'encompromettre le 
fonctionnement.  L'appareil numérique est conforme à la 
norme canadienne CAN ICES-5 (B) / NMB-5 (B).

Le présent émetteur radio (IC ID: 26466-LETD01) a été approuvé 
par Industrie Canada pour fonctionner avec les types d'antenne
 énumérés ci-dessous et ayant un gain admissible maximal. Les 
types d'antenne non inclus dans cette liste, et dont le gain est
 supérieur au gain maximal indiqué, sont strictement interdits 
pour l'exploitation de l'émetteur.

Connecting to App

(1)Download Tuya Smart application from Apple App Store or 
     Google Play Store. Or scan below QR code to download it. 
     Once Tuya Smart is installed, please register a new Tuya 
     account or log in your existed account.

(2)Use a paper clip or a SIM pin to long press the reset button 
     located in the hole on the bottom of the lamp for 5 seconds 
     until you see the lamp begins to flash. 
(3)Turn on both Wifi and Bluetooth in your mobile phone. Go to 
     Home page of Tuya Smart App, press “+” button on the 
     upper right corner and then select “Auto Scan”. Then, 
     please follow the instruction images in the next page  to 
     finish the paring process.

Unit 340, 219 Shihua Road, Huangpu District,
Guangzhou, 510725, China
www.ezvalo.com
info@ezhousetech.com     Made in China

Guangzhou EZVALO Technology Co., Ltd.

User Manual

Smart Desk Lamp
Model:LETD01

Model                                      LETD01           
Product Size                         160×160×400 mm/6.3×6.3×15.75 in
Rated Power                         8.5W      
Input                                       12VDC
CCT                                           2700K-6500K    
CRI                                            Ra>90
Operating Temperature    -10℃~40℃/14℉~104℉  
Operating Humidity           RH 10%~85%
Wireless Connection          Wi-Fi IEEE 8.2.11 b/g/n20 2.4GHz  
                                                   Bluetooth 4.2 Low Energy

Supported OS                       Android 5.0 / iOS9.0 and above

① 
②

③

④

⑤

⑥

ISED Statement/ Déclaration de l’ISED

Safety Instructions

(1)Please only use the original power adapter within the 
     required input range. (100-240V~ 50/60Hz)
(2)The LEDs of this desk lamp is irreplaceable. Please DO NOT 
     disassemble the product.
(3)Please DO NOT use the desk lamp on an inclined surface 
     more than 6°.
(4)The desk lamp will generate heat while operating. This is 
     normal and safe. Please put it in an open space and DO 
     NOT get it covered.
(5)Please keep the desk lamp away from water and DO NOT 
     expose to extreme heat or humidity.
(6)While adjusting the angle, please DO NOT put fingers 
     between light and swing arm to prevent getting hurt.
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