
Electric Height Adjustable Table
Assembly Instructions

Frame Model # KDTJ033 (B)
(Quick Install type)



WARNINGS

Carefully read all instructions and 
review all illustrations before install-
ing. Failure to observe these warn-
ings could result in a fire, electric 
shock, or personal injury. 

Table should be built in the room it is 
intended to be used in. Use two 
people when flipping or moving the 
table. 

Ensure there are no obstacles 
above or below the table that 
would prevent movement. All cords 
must be of appropriate length to 
accommodate the table’s full range 
of heights.

Keep unsupervised children away 
from this height adjustable table. 
Ensure children understand the 
dangers of operating this table 
without supervision.

Keep electrical components away 
from liquids. Components to be 
opened by professional technicians 
only. Use this table indoors only.

Do not sit or stand on table’s base 
or worksurface. Weight rating is 220 
lbs including worksurface. Do not 
exceed.

This table is designed for a 10% duty 
cycle, meaning, for every minute of 
operation the table should be 
allowed to rest for 9 minutes.

In the event of a power outage, or if 
any cord is unplugged, an initializa-
tion is required. See step 9 for initial-
ization steps.

MAX
220kg
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Components and Tools

M5x25 ×12 M6x15 ×8 M3x20 ×3 Allen Wrench 5mm ×1 Cam Lever ×2 Cotter Pin ×2

Handset ×1 Control Box ×1 Power Cable ×1 Motor Cable ×2

Side Beams ×2 Foot ×2

Frame Assembly ×1

M5x18 ×2

Lifting Column (Leg) ×2
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1 Side Beams Assembly

Side Beams ×2

2 Frame Adjustment 
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3 Frame Installation

4 Columns Installation

Lifting Column (Leg) ×2
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M5x25 ×12



5 Cam Locks Installation

6 Feet Installation

Cam Lever ×2 Cotter Pin ×2Cam Lever ×2

M6x15 ×8
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7 Control Box and Handset Installation

8 Cable Connection & Cable Management

Power Cable ×1

Motor Cable ×2

Handset ×1

Option 1

Option 2

Option 3

M3x20 ×2

M5x18 ×2
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9 System Initialization

Error Codes

Anti-collision
This table is equipped with a gyroscopic anti-collision system that is designed to detect unexpected  changes in velocity and quickly reverse 
the motion of the table. This anti-collision system is only intended to help reduce the risk of the table causing accidental injury or damage and 
will not completely prevent incidents of collision. 
Extreme care should always be used when operating this table to ensure no obstructions interfere  with its motion.

Error Code Reason Decision Criteria Decision Criteria

E01

E02

E04

E05

E06

Failure of column
Disconnect barrier between 
column and control box

1. Loosen the connection between the column and the control box.Check the 
   connection line to ensure reliable connection.
2. If the column internal components are damaged, then the  column needs  to 
   be replaced.
3. Try to run the column. If E01 disappears, troubleshoot.

A work schedule function 
that triggers mandatory rest

It runs continuously for more 
than 2 minutes

1. After 18 minutes, try to run the table and the error code  disappears.

Initialization anomaly 1. Interrupted initialization
2. Table tilting

1. After the initialization process is interrupted, it needs to  be  reinitialized.
2. When initialization is complete, the fault code disappears

The key card to death The button is pressed by 
the card for 30 seconds

1. The key of the handset is stuck. Check the key position
2. Change the handset

Communication interruption
1. The connection between the handset and the control  box is  broken. 
   Check whether the connection is reliable.
2. Check if the control box is normal.

The communication data of the 
control box cannot be received 
by the handset for 5 seconds


