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Jema Autolifte Basic line 2-Post car lift JA4000T 

JA4000T Basic Line 2 Post hydraulic lift is an excellent 
2-Post car lift solution for the small or medium size 
professional workshop.

With a user-friendly control box is it easy for the 
consumer to operate with up lock-down buttons and 
screw platforms makes it easy to adjust arm height.

With a lift height of 1900 mm the consumer will easily 
be able to make major repairs in a safe and
responsible manner. 
 
JA4000T is CE approved by CEM International 

Technical specifications
• Loading capacity 4000 kg.
• Rise time 50 sec. 
• Drop time 40 sec.
• Lifting height 1900 mm
• Controlbox 
• 220V power supply 
• Motor power 2.2 Kw
• Noise level 65 db
• Safety valve
• Weight 616 kg.
• CE Approved by CEM International
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With JA4000T the consumer will see it is possible to buy an auto 
lift for a reasonable price without compromising on quality and 
features and still get a lift  in a good and solid quality.

Hydraulic lift 
JA4000T is a hydraulic auto lift which 
can be  produced with 220V engine. 
All engines are tested and adjusted 
special for each lift.

Top to buttom and door protection 
JA4000T are produced and delivered 
with top to buttom protection to 
protect the consumer and door 
protection to protect the car when 
opening the doors.

Full automatic control box 
The lift has a automatic control box 
which makes it easy to operate the 
lift with the up/down/safety lock 
buttons. The control box includes a 
main switch 

Lifting platforms 
JA4000T is produced with screw  
platforms, which makes it easy to 
adjust the arm correctly to the car, 
and give a fast and safe connection 
with the car.
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