
Step Stand Assembly

1  Separate the hardware

2  Attach the 6 end caps
    to the side frames.
    Excluding the bottom
    4 if you are using casters
    (wheels)

3  Put the 1/4 inch washers
    onto the 1-1/2 inch bolts.

4  Put the two bolts through
    the top side of the frame
    and shelf. Put lock nuts
    on the ends of the bolts
    and tighten.

5  Repeat step #4
    for the other side

6 & 7  Attach the bottom shelf
          by repeating step #4
          for both sides.

Tools necessary to assemble:
7/16 wrench, ratchet with 7/16 socket

Part List:
2 side frames 12 1-1/2 bolts
2 shelves  12 1/4 inch washers
2 back braces 15 3/4 inch bolts
6 end caps  13 lock nuts
7 mounting brackets

Step Stand Assembly

This is what the stand should
look like at this point.

8  Attach a cross brace by placing
    1-1/2 inch bolt through the cross
    brace and the upper hole in the 
    back side frame. Put lock nuts on
    the ends of the bolts and tighten.

    Slide the cross brace over diagonally
    to the other side of the frame and
    put a bolt into the cross brace and
    the lower hole in the back of the
    side frame. Put lock nuts on
    the ends of the bolts and tighten.

9  Repeat step #8
    for the other side.

10 Place a 3/4 inch bolt into
     the center of the cross braces.
     Put lock nuts on the ends of
     the bolts and tighten.

11 Use the mounting brackets and
     remaining bolts to attach the
     machines to the stand.

This is the finished stand
without mounting brackets
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Place the base on the bottom shelf

of the rack and attach by placing a 

mounting bracket under the shelf

and putting two (2) 3/4" bolts through

the holes in the base and into the

mounting bracket.

Replace the main body.
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Attaching Small Vendor to Rack Stand

1

2

Tools necessary to assemble:

7/16 wrench or ratchet with 7/16 socket

A

B

A

B

Remove the key from

the coin mechanism.

Unlock the machine by

unscrewing the lock mechanism.

Lift the main body from the base.
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Lift off the top cage. Slight force 

may be needed to remove 

the cage due to the crimp in the 

center rod.

Open the front door.
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Pull out the cash box.

Remove the chute by 

unscrewing the screw 

on the left hand side.A
B
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  Attaching Large Vendor to Rack Stand
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Remove the key from

the coin mechanism.

Unlock the machine by

unscrewing the lock mechanism.

Remove the top lid, the

mushroom-shaped baffle, 

and the small washer from 

the center rod.

Tools necessary to assemble:

•7/16 wrench or ratchet with 7/16 socket

•Philips screwdriver

For Capsule Machine, Standard 25" and Jumbo 30" 
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Slide the clear panels out of 

the machine and remove the 

protective film from both sides.
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Close the front door.

Replace the top cage.
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Replace the washer and baffle

on the center rod.
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Replace the chute.

Set the base on the rack

stand. Place a mounting

bracket under the shelf

(one on each side of the

base) and attach with 

two (2) 1/4" X 3/4" long

bolts per bracket. 

Replace the cash box.
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10 The machine is now ready to load.

It is recommended that capsule

vendors should only be attached

to step stands (not pipe stands)

due to the weight of the machine.

Make sure that one of the six (6)

pie-shaped openings in the wheel

is directly over the chute before

re-locking the top lid.

chute

INCORRECT

CORRECT
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