
PW35 ULV Fogger

Our PW35 ULV (Ultra Low Volume) Fogger is capable of accelerating the speed of air to create a 
fog. With a powerful 1250W Samsung engine, this machine generates a strong airstream which 
passes through the fluid in the tank and out through a specially designed spray nozzle that 
generates microscopic particle sizes between 5 and 50 microns. 

These microscopic particles behave differently to larger particles or other objects, and remain 
airborne for longer periods of time. This makes these devices well suited for the application of 
sanitisers, deodorizers, disinfectants, etc. 

As an airborne fog, the disinfectant is able to access surfaces that are difficult to penetrate or 
hard to reach. Fogging also optimises disinfectant usage and minimises waste. 

Fogging can be adjusted to meet the needs of individual spaces - the ULV has a slider to adjust 
the particle size, and another to control the desired power. 

The PW35 ULV comes with a 6 metre power cable as standard, but other cable lengths are 
available on request – please contact our sales team. The unit weighs 3Kg empty and has a 3 litre 
capacity, so weighs 6Kg when full. 

1 Litre of fluid is sufficient to fog a normal room of 80-100m2 on the high velocity setting of the 
PESTWORKER. On a medium to low setting it should be possible to disinfect an area of 

100-150m2. On a low setting, coverage can be extended to 150-200m2, but users should ensure 
that there is sufficient air flow to produce a fog and to avoid dripping. 

Fogged fluid should be allowed to settle onto all surfaces for 30 seconds to 1 minute before 
wiping off smooth surfaces such as table tops, sideboards and glass surfaces. 

CAUTION: Care must be taken with electrical equipment which is over 10 years old or has a 
water ingression protection (IP) rating of less than 5. For further information see 
http://www.dsmt.com/resources/ip-rating-chart/.  This will mean that old style tower computers 
are vulnerable to being fogged and should be removed or covered before fogging commences. 
Likewise, optical equipment and precision measuring equipment should be removed or covered.  

http://www.dsmt.com/resources/ip-rating-chart/
http://www.pestworker.com/


Guidelines For Use 

(please read the Instructions for Use - supplied with the fogger) 

How to spray 

 Fill the correct amount of fluid up to the level shown in the tank and securely attach the 
tank to the ULV

 Tighten the cap on the fluid tank completely securely

 Make sure the button between tank and body is securely connected

 Turn the Nemesis control lever of the Nemesis tank clockwise in order to place the 
Nemesis tank valve in the closed position

 Plug the power cord into the power socket 220v-110v

 Control injection of the fluid tank by turning the control lever anti- clockwise to open

 Control output / spray from the machine by sliding spray controller located on the top of 
the neck of the machine, slide forward to increase the speed

How to end spraying 

 First, turn the fluid tank control lever clockwise to close the injection of fluid to the 
machine

 Then adjust the spray control by sliding forward to the minimum level on the slider

 Wait 4-5 seconds while the motor stops and no more spray can be seen leaving the front 
of the machine

 Use the air release push button (located on top of fluid tank) to release all the air 
pressure that may have built up in the tank and in the system

 Separate the detachable fluid tank from the machine

 After the tank is detached from the machine, slide the spray controller to maximum by 
pushing the slider forwards and turning the Nemesis lever anticlockwise to open the 
valve. (It is necessary to operate the machine until the air is released completely)

Please read the instruction manual supplied with the machine regarding cleaning and machine 
maintenance. 



Wipe down after fogging 

After fogging, an ‘s’ shaped wiping motion should be used; passing a clean single-use cloth over 
the areas which have been fogged once with a single progressive motion.  

Try to not go over the same area with the same cloth more than once because you are sweeping 
up the killed microorganisms in the cloth as you wipe the surface. 

Do not reuse the same cloth for multiple surfaces without a thorough clean between uses. 
Preferably use a new disposable cloth for the best results.  

If a deep clean is required in addition to a disinfection and sanitisation then clean first with a 
conventional soap surfactant based product to remove biofilm, followed by a fogging or spray 
with fluid, followed by a wipe down as described above.  

Any areas that may have been missed by the fogger or which experience higher levels of traffic 
and therefore require more frequent treatment (door & cupboard handles, light switches, taps 
etc.) can be disinfected with a single use wipe. 




