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Description: 

Adhefoam is a round, labour-saving, 

continuous length, compressible, open 

cell polyurethane foam used primarily as 

a “NON-GASSING backing rod in caulk-

ing and sealant applications, such as 

expansion joints. 

Uses: 

Adhefoam is used as part of the gas-

keting system on building facades and 

curtain walls, along with joint sealants in 

typical expansion joins under Acrylic, 

silicone, PU, MS, SPUR, Hybrid and 

other types of sealants. 

 

Time Proven Application: 

Open cell polyurethane foam, in various 

shapes and densities, has been used 

successfully for many years in the 

caulking and sealant trade without di-

verse effect. 

Note: that Adhefoam is dispensed from 

core “binder twine” type bale, which en-

ables the worker to secure to scaffold 

without dispensing problems. 

Advantages: 

1. Labour Saving: 

Adhefoam can be installed rapidly with 

any type of tool without regard for sur-

face damage. Since round and com-

pressible, Adhefoam can be installed in 

continuous form in joint widths of large 

variation without the necessity of chang-

ing backer rod sizes excessive-

ly .Adhefoam can be installed approx. 2-

3 times faster than conventional closed 

cell polyethylene or rectangular shaped 

backing rod materials. 

 

2. Non Gassing 

Adhefoam is open-cell polyurethane 

foam and being virtually “Gas Free”, can 

be installed rapidly, without regard to 

surface damage, thereby eliminating the 

risk of sealant failures and repairs due 

to the “gassing” action experienced by 

damaged closed cell backing rods. 

3. Binder Twine packaging: 

Adhefoam is packaged in continuous 

length bales in a pre-shrunk manner. 

Adhefoam is dispensed from the centre 

of the bale. 

4. Sealant Adhesion: 

The adhesion to both open cell and 

closed sell backing rods is proven to be 

similar by unbiased third parties and 

field experience. Performance of both 

types of backing rod materials is found 

to be similar and the behaviour of seal-

ants is found to be essentially the same 

with each backing rod. Sealants subject-

ed to dynamic movement will not be 

adversely affected by adhesion to Ad-

hefoam due to the low surface strength 

and shearing capabilities of the backing 

rod. 

6. Non-Staining: 

Adhefoam is light in colour, odourless 

and non-staining 

7. Inert: 

Adhefoam is physically and chemically 

compatible with virtually every sealant. 

8. Compressible   

25% nominal at 70 to 100 gms/sq-cm 

with an approx. density of 64 to 96 kg 

per cubic meter. 

 



Technical Data Sheet 

Adheseal Pty Ltd, 26 Wolverhampton St, Stafford QLD 4053  PH (07) 3356 0000     Fax  (07) 3356 0005  Email sales@adheseal.com.au 

Adheseal Pty Ltd, 18 Kessling Ave,  Kunda Park  QLD  4556, PH  (07) 5447 0022 Fax  (07) 5477 0020  Email  sc@adheseal.com.au 

web:  www.adheseal.com.au 

9. Flexibility  

Adhefoam has been found to handle much easier than 

closed-cell polyethylene due to its greater flexibility, 

resulting in faster application and usage without size 

changes in a variety of joint  widths. 

10. Temperature range: 

Adhefoam has been used successfully at tempera-

tures of –60
o
c up to an intermittent temperatures of 

260
o
c. Adhefoam is an excellent hot pour sealant 

backer rod. 

 

 
 
 
 
 

Safety 
This product is not classified as hazardous according 
to Work safe Australia however skin irritation and sen-
sitisation may occur in sensitive individuals. Please 
consult M.S.D.S. for this product for further infor-
mation. 
 

Guarantee / Warranty 
We warrant our products to be free of defects and 
manufactured to rigid quality control specification. As it 
is impossible to control the use and application of the 
products, the company’s liability is limited to replacing 
such quantities of product as are proven to be defec-
tive.  The company disclaims any claims for repainting 
or other labor resulting from the use of the product. No 
responsibility is assumed for consequential damages 
arising from the use of the product.  All other warran-
ties including (merchantability or fitness for a particular 
purpose) are excluded. No representative of the com-
pany is authorized to grant any warranty or waive this 
limitation of liability.  All claims concerning product de-
fects must be made within twelve months of shipment.  
Absence of such claim in writing during this period will 
constitute a waiver of all such claims with respect to 
such product. 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

Adequate Tests 
The information contained in this bulletin we believe is 
correct to the best of our knowledge and tests. The 
recommendation and suggestion contained herein are 
made without guarantee or representation as to the 
results. We recommend that adequate tests be made 
in your laboratory or plant to determine if this product 
meets all your requirements. 


