
Drawings

Note: Due to the manufacturing process, ceramic basins will vary from their nominal stated sizes. Use the dimensions provided as a guide only. Waste not included. Refer to brochure for pricing.

Taphole Offset

Cut Out Specifications

Note: Offset or wall mounted tapware required.

Addison

Inset

Approx Capacity: 9.5L
Cut Out Size: 365w x 365d
Waste Size: 32mm without overflow
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35mm taphole
40mm basin clearance

Capacity: 9.5L approx.
Cut out Size: 365w x 365d rounded rectangle
Waste Size: 32mm without overflow

ADDISON TH OFFSET

Min. 530D Top for TH Behind
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35mm taphole
90mm basin clearance

Capacity: 12.5L approx
Cut out Size: 570w x 340d
Waste Size: 32mm without overflow

GEORGE TH OFFSET

Min. 500D Top for TH Behind
Min. 405 from slab edge to WC for
offset bowl
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35mm taphole
40mm basin clearance

Capacity: 11L approx.
Cut out Size: 470w x 346d rounded rectangle
Waste Size: 32mm without overflow

LORENZO TH OFFSET

Min. 520D Top for TH Behind
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WG White Gloss WM White Matt
ADD-BS-400-WG-S ADD-BS-400-WM-U


