
USER MANUAL

CAUTIONS AND WARNINGS
IMPORTANT: Before use, wearer must read and understand these User Instructions. Keep 
these instructions for reference.
Use For: Particles such as those from grinding, sanding, sweeping, sawing, bagging, or 
processing minerals, coal, iron ore, fl our, metal, wood, pollen, and certain other substances. 
Liquid or non-oil based particles from sprays that do not also emit oil aerosols or vapors. 
Do Not Use For: Do not use for gases and vapors, oil aerosols, asbestos, or sandblasting; 
particulate concentrations that exceed either 10 times the occupational exposure limit or 
applicable government regulations, whichever is lower. This mask does not supply oxygen. 
Biological Particles: This mask can help reduce inhalation exposures to certain airborne 
biological particles (e.g. mold, Bacillus anthracis, Mycobacterium tuberculosis, etc.) but cannot 
eliminate the risk of contracting infection, illness or disease. 

WARNINGS:
1. This product is not a medical device.
2. This product is not recommended for use in the presence of a high intensity heat source or 
fl ammable gas.
3. This product provides no recommendations for protection against liquid penetration.
4. This product can help reduce inhalation exposures to certain airborne biological particulates 
but cannot eliminate the risk of contracting any disease, illness or infection.
5. Facial hairs or beards and certain facial characteristics may reduce the effectiveness of this 
face mask.
6. Never alter or modify this face mask in any way.
7. This product contains small parts that may be a choking hazard. Keep out of use of children. 

USE LIMITATIONS
i. If you have asthma, shortness of breath, other breathing diffi  culties or respiratory or 
pulmonary diffi  culties consult a physician before use.
ii. This face mask does not supply oxygen. Do not use when concentrations of contaminants 
are immediately dangerous to life or health, are unknown, or when concentrations exceed ten 
(10) times the permissible exposure limit (PEL) or according to specifi c OSHA standards or 

ABOUT OSI AND THE OSR-M1 MASK
The OSI Mission: We started Open Standard Industries as an eff ort to address the shortage of 
safe, eff ective, and resilient masks for essential workers and consumers. We are committed to 
designing a protective mask and maximizing impact, as safely, quickly, and for as many people 
as possible, until there is no longer a need. 
About the OSR-M1 Mask: The OSR-M1 mask is a limited release model being off ered to early 
adopters, as we continue to ramp up production. 
Purpose of the Mask: The OSR-M1 mask is intended to be used for fi ltering >95% of airborne 
particles >0.075µm. 
Physical Description of Mask: The OSR-M1 mask is made of a plastic fi lter compartment and 
a silicone facepiece available in three sizes. Adjustable straps made of EPDM rubber fi t around 
the head and neck to secure the mask to the face. 
Contraindications:
●The OSR-M1 should not be worn with a beard or if a proper seal cannot be achieved. 
●Individuals with a respiratory condition, such as asthma or emphysema, should consult a 
physician prior to use.
●The OSR-M1 is not a medical device and should not be used in high risk environments.

WHAT’S IN THE BOX: Your OSR-M1 kit includes:

applicable government regulations; whichever is lower.
iii. Do not alter, abuse or misuse this face mask.
iv. Do not use with beards, other facial hair, or other conditions that prevent a good seal 
between the face and the sealing surface of the face mask.
v. Face masks can help protect your lungs against certain airborne contaminants; they will not 
prevent entry through other routes such as the skin, which would require additional protective 
equipment.
vi. This face mask is designed for occupational/professional use by adults who are properly 
trained in their use and limitations. This face mask is not designed to be used by children.
vii. Individuals with a respiratory condition, such as asthma or emphysema, should consult a 
physician and must complete a medical evaluation prior to use.
viii. If you cannot achieve a proper seal in accordance with the Fitting Instructions, do not use 
the face mask.

STORAGE
Storage Conditions:
●Temperature Range: -10C to 50C 
●The device should be stored in a clean, dry location. It is generally recommended to be stored  
 without a filter installed. It is recommended to replace the filter after long term storage.  
●Storage in direct sunlight with long term exposure to UV light is not recommended. However,   
 short term exposure (30min - 1hr) to sunlight to assist in drying is acceptable; see below 
After wearing the mask for multiple hours or in situations resulting in moisture buildup, it’s 
recommended to store the device in a location with consistent air fl ow to allow it to fully dry. 
Short term exposure to sunlight is also an effective technique to aid in drying out the mask 
and fi lter. 
Keep out of reach of children. 
Results of improper storage conditions:
●Long term exposure to high heat and UV may accelerate degradation of the elastic properties
 of the straps.
●Long term storage in high humidity may promote undesirable microbial growth after use.

*see website for material datasheets  **Size and color will be unique to your order



GENERAL USE (FILTER CHANGES), LIFE CYCLE, AND INSPECTION 
1. Remember the filter and mask could be contaminated after use, treat all external facing 
portions of the mask and filter as contaminated objects until decontaminated.
2. We recommend cleaning your mask regularly. See Cleaning Techniques
3. Do not attempt to clean the Filter Media — this can damage the filter.
4. When wearing the mask condensation from your breath will build up inside. To remove 
moisture use clean hands and a clean cloth to wipe out the interior of the facepiece.
5. Do not wear an inner mask to reduce condensation, it may affect face seal and breathing 
effort.

FILTER USE
1. Before inserting a filter into the mask check for any rips, tears, or mechanical failures. If any 
failures are found discard the filter immediately. If any biological material has soiled the mask or 
filter the filter should be discarded and the mask fully cleaned and disinfected.
2. The lifetime of your filter depends on how frequently you wear the mask and what you are 
exposed to. 
●We recommend changing the filter if any noticeable change in breathing resistance,  
 discoloration, or smell occurs. 
●The filter should be allowed to dry between every use.
●A filter decontamination practice is to Wait & Reuse: replace the filter and set aside the  
 recently used one in a clean, breathable location to dry for 5-7 days, and cycle through the  
 filters sequentially.
●If you are a front-facing worker who wears the mask for multi-hour shifts you may expect to  
 replace the filters more regularly. To conserve Filter Media use the Wait & Reuse practice and  
 then replace the filter-set weekly, or more frequently when filters are available. 
●If you are not a front-facing worker and are instead an occasional wearer only using the mask  
 to go to the store or on a flight, then leaving the mask hanging to dry until your next use is  
 likely adequate. We recommend a fresh filter at least once a month.

FAILURE MODES AND DISPOSAL
1. If any parts are torn or broken, do not use until replaced.  
Visit www.openstandardindustries.com for replacement parts. 
2. If warping of the adapter or grill is observed due to improper storage, discontinue use. 
These parts create the seal on the filter necessary for filtration.
3. To dispose the facepiece, straps and filter: These parts are suitable for disposal as part of 
typical trash.
4. To dispose plastic parts: All rigid parts are made from polypropylene (PP) and are recyclable 
where #5 plastics are accepted (most recycling programs).

SUPPORT
For further assistance, please contact as at support@osindustries.co

FEEDBACK 
We would love to hear about your experience with the OSR-M1 mask as we continue to make 
refinements to our design. Please visit: feedback.openstandardindustries.com

REGISTER YOUR PRODUCT 
Register your product with us to keep up to date with new releases and important information: 
register.openstandardindustries.com

SOCIAL MEDIA 
Share your #masklife with us on social media: @openstandardindustries 
Suggested hashtags: #osrmask #osrm1 #masklife #maskstyle

FILTER REPLACEMENT 
1. Open the filter adapter by rotating the Filter Grill counterclockwise while holding the Filter 
Adapter by the grips on the face-side of the mask. 
2. Remove and discard the used filter disc.
3. (Optionally) Clean the entire mask following Cleaning Techniques below. 
4. Clean your hands before handling a new filter.
5. Before inserting a filter into the mask check for any rips, tears, or mechanical failures. If any 
failures are found discard the filter immediately. 
6. Remove a new Filter Media disc from its bag and place the filter disc into the Filter Adapter. 
The green tint or labeled side (if present) should face outwards away from the face. Ensure the 
disc is centered and level in the Filter Adapter.
7. Replace and tighten the Filter Grill by seating against the Filter Adapter and rotating clockwise 
until you hear or feel 3 or more clicks, or is firmly hand-tight. The Filter Grill should be secure and 
not come undone under normal handling.
8. Clean your hands after handling the outside of the mask.

FILTER RESUPPLY
To order new filters, please visit our online store at www.openstandardindustries.com

CLEANING TECHNIQUES
1. To clean your OSR-M1 mask, remove and set aside the filter, and then disassemble the mask 
components.
2. Do not attempt to clean the filter, it can damage the filter.
3. Gently scrub components by hand in warm, soapy water. Alternatively, place rigid and rubber 
components on the top rack of the dishwasher and run through a normal cycle, being careful the 
straps do not entangle the spinning parts of dishwasher or touch the heating elements.
4. Isopropyl alcohol (rubbing alcohol) >70% can also be used to wipe down the mask  
components to further decontaminate the surfaces.
5. Dry thoroughly in air or wipe with a cloth before reassembly and use. A quick shake in the air 
before setting to dry can speed up the process. Once fully dry, store the mask protected in a 
clean, dry place. 

OVERVIEW OF ASSEMBLY PROCESS  
Please see Assembly Instructions. 

FITTING PROCESS AND CHECKS 
1. Watch videos at howto.openstandardindustries.com  
2. Inspect all mask components every time before donning. If any tears, rips, cracks or other 
damage is visible do not use the mask. Contact support@osindustries.co or visit  
www.openstandardindustries.com for replacement components.
3. Grasp Filter Grill and Upper-head Strap in two different hands. Set the soft Facepiece on 
your face, register lower cup of Facepiece over your chin, and nose of mask on bridge of your 
nose. Pull Upper-head Strap back and over your head so it sits on the crown of your head. The 
lower edge of the facepiece should cover the chin and the upper section of the mask should 
not be higher than the bridge of your nose.
4. Pick up the two Lower-neck Straps by their Clasps, wrap each around your neck, and  
connect Clasps by slipping the ring-shaped end over Clasp with cylindrical clip. Pull Clasps 
tight, snapping them securely into place.
5. Check for any air leakage around the seal by exhaling sharply and forcefully. You can also 
test by very briefly placing an empty plastic Mask Components bag over the Filter Grill, and 
carefully using a light suction to feel if the mask pulls inward. Also try moving your head around 
up/down, and left/right.
●Note that feeling a jet of air near your eyes indicates a leak.
●If the fit is already close, it will improve after about 5 minutes of wearing the mask as the  
 Facepiece and your skin acclimate.
●Small adjustments can be made by gripping the grill and shifting the mask on your face, or  
 shifting where on the crown of your head the Upper-head Strap sits.
●If air continues to leak around your nose, you may need to remove the mask to shorten the  
 length of the Upper-head Strap. Revisit assembly steps 13-15. 
●If air leaks at the face mask edges, try tightening the Lower-neck Straps. Unclip the neck  
 straps and revisit assembly step 11. 
●As you wear the mask you will learn how much large smiling or large facial gesturing affects fit  
 and seal. 
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