


CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 91636H111CH IVY CHANDELIER 12 FT CHAIN

     5 MMX3.7 MT GREY SILV FINSH CH
A PT-IVY PART

LIGHTING 91636H111CH6 IVY CHANDELIER 6 FT CHAIN
     5 MMX1.8 MT GREY SILV FINSH CH

A PT-IVY PART

LIGHTING 91636H111CN IVY CHANDELIER CANOPY
     GREY SILV FINSH CANOPY W/ HRDW

A PT-IVY PART

LIGHTING PARTS SKUS



JACARRA 6 LIGHT CHANDELIER

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage
for this fixture.

Warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before installing
the fixture.

To Assemble:
1. Carefully unpack all fixture parts and hardware. Lay items out on a
clear workspace.
2. Place the mounting strap (A) over the outlet using mounting screws (B).
3. Remove the threaded ring (C) from the screw collar loop (D). Fully thread the
screw collar loop (D) on to the nipple. Thread the hex nuts (E) on to the
nipple (F) and the nipple (F) into the mounting strap (A). Place the canopy (G)
over the screw collar (D) and against the ceiling. Adjust the nipple (F) so that 1/4"
of threads on the screw collar loop (D). Secure the canopy (G) using the threaded
ring (C).
4. Attach the chain (H) with quicklink chain (I) to the fixture loop (S). Determine
the desired drop and remove the excess chain.
5. Hang the fixture assembly (J) to the screw collar loop (D) on the canopy (G)
using a quicklink chain (I).
6. Unscrew threaded ring (C) from the screw collar loop (D). Slide down the
threaded ring (C) and canopy (G) through the chain (H).
7. Discard the brace on top of the shades (K) by removing the hex
nuts & replacing them with the finials (L).
8. Rotate the loose arms clockwise to their designated places.
9. Lift the cover (M) of the center ring (N) & use the provided flat head screws (O)
to fix the arms to their places. Place back the cover (M) to the center ring (N).
10. Measure 6" of lead and ground wire beyond the top of the chain. Cut off
excess wire. Strip the insulation of the ends of the leads exposing approx. 1/2"
of wire. Twist the strands together. Push the leads and ground wire up through
the screw collar loop and into the outlet box.
11. Pull wire from the junction box and attach ground wire (usually green or
bare) on the green screw (P) on the mounting strap (A).
12. Attached hot wire from junction box (usually black) to hot wire
on the fixture with a plastic wire connector (Q) and wrap this connection
with electrical tape.
13. Attached hot wire from junction box (usually white) to hot wire
on the fixture with a plastic wire connector (Q) and wrap this connection
with electrical tape. Slide the canopy (G) up the chain (H) and fasten using the
threaded ring (C) to the ceiling.
14. Install the lamps (R).
15. Restore power to the circuit breaker or fuse box.

Care instructions:
Dust with a soft dry cloth. To protect finish, avoid the use of chemicals
and household cleaners.

parts enclosed:

Max watt - 6x15w , E 26 Type A - 6 Bulbs

  A
  B

  D
  I

  F
  E

  G

  H

  J

  L

  K

  R

  O
  N
  M

  P

  Q

(A) Mounting strap (1)
(B) Mouting screws (2)
(C) Threaded ring (1)
(D) Screw collar loop (1)
(E) Hex nuts (2)
(F) Nipple (1)
(G) Canopy (1)
(H) Chain (1)
(I) Quicklink Chain (2)
(J) Fixture Assembly (1)
(K) Shades (6)
(L) Finials (6)
(M) Cover (1)
(N) Center ring (1)
(O) Flathead screws (6)

  C

(P) Green screw (1)
(Q) Plastic wire connector (3)

  S



JACARRA 5 LIGHT LINEAR PENDANT

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage
for this fixture.

Warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before installing
the fixture.

To Assemble:
1. Carefully unpack all fixture parts and hardware. Lay items out on a
clear workspace.
2. Determine the desired hanging height of the lighting fixture from ceiling. Assemble
the Extension rods (A) using nipple (F) to the desired height. Guide wiring carefully
through the Extension rods (A) and thread the end Extension rods (A) together to the
fixture assembly (B) & then attached the other end to the check ring (G) & Canopy (C)
using lock washers (D) & hex nuts (E).
3. Mark the location of the mounting plate (H) holes on the ceiling using a pencil. Using
the marks as a guide, drill holes for the Anchor (I) in to the holes. Using a hammer to
fully insert until flush with the ceiling.
4. Attach the mounting plate (H) to the ceiling outlet box using the mounting screws (J).
Fasten the anchor screws (K) to the anchors (I). Tighten with a screwdriver.
5. Cut off the excess fixtrure wire 6" beyond the canopy (C).
6. Pull wire from the junction box and attach ground wire (usually green or
bare) on the green screw (L) on the mounting strap (H).
7. Attached hot wire from junction box (usually black) to hot wire
on the fixture with a plastic wire connector (M) and wrap this connection
with electrical tape.
8. Attached hot wire from junction box (usually white) to hot wire
on the fixture with a plastic wire connector (M) and wrap this connection
with electrical tape.
9. Attach the Canopy (C) with the Fixture assembly (B) to the mounting plate (H) using
the Barrel nuts. (N)
10. Install the Lamps. (O)
11. Restore power to the circuit breaker or fuse box.

Care instructions:
Dust with a soft dry cloth. To protect finish, avoid the use of chemicals
and household cleaners.

parts enclosed:

Max watt - 5x15w , E 26 Type A - 5 Bulbs

  A

  H

  O

  K

(A) Extension Rods (24)
(B) Fixture assembly (1)
(C) Canopy (1)
(D) Lock Washers (2)
(E) Hex nuts (2)
(F) Nipple (24)
(G) Check ring (2)
(H) Mounting Plate (1)
(J) Mounting screws (2)
(L) Green screw (1)
(M) Plastic wire connectors (3)
(N) Barrel Nuts (2)

  B

  F
  G
  C
  D
  E

  I
  L
  J

  N

  M



JACARRA 1 LIGHT PENDANT

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage
for this fixture.

Warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before installing
the fixture.

To Assemble:
1. Carefully unpack all fixture parts and hardware. Lay items out on a
clear workspace.
2. Attach the mounting strap (A) to the outlet box using mounting screws (B).
Thread the studs (C) into the mounting strap (A) at the spacing that matches the
mounting holes on the Canopy (D).
3. Determine the overall desired drop of the fixture. Tighten the allen screws (E) to
fix the lead wire desired length.
4. Cut off the excess fixtrure wire 6" beyond the canopy (D).
5. Pull wire from the junction box and attach ground wire (usually green or
bare) on the green screw (F) on the mounting strap (A).
6. Attached hot wire from junction box (usually black) to hot wire
on the fixture with a plastic wire connector (G) and wrap this connection
with electrical tape.
7. Attached hot wire from junction box (usually white) to hot wire
on the fixture with a plastic wire connector (G) and wrap this connection
with electrical tape.
8. Attach the Canopy (D) with the Fixture assembly (H) to the mounting plate (A) using
the Barrel nuts. (I)
9. Install the Lamps. (J)
10. Restore power to the circuit breaker or fuse box.

Care instructions:
Dust with a soft dry cloth. To protect finish, avoid the use of chemicals
and household cleaners.

parts enclosed:

Max watt - 1x15w , E 26 Type A - 1 Bulb

  A

  H

(A) Mounting strap (1)
(B) Mounting screws (2)
(C) Threaded studs (2)
(D) Canopy (1)
(E) Allen screw (2)
(F) Green screw (1)
(G) Check ring (2)
(H) Plastic wire connectors (3)
(I) Barrel nuts (2)

  E

  C
  B   D

  F
  G

  I

  J



JADA SELENITE 9 LT CHANDELIER
662036H233

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Use the open ring (E) on the end of the chains (F) to link
the loops (G) on canopy (C) and the loops (H) on the lamp
body while put the cable through one of the chains (F) in
every 3-4 rings until through the ceiling loop (G).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
7. Attach the rectangular base (C) to the mounting bracket (B)
and secure with screws (D).
8. Install the bulbs on the sockets.
9. Install the selenite crystals (I) on the lamp body according
to the illustration.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



JADA SELENITE 15 LT CHANDELIER
662036H232

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Use the open ring (E) on the end of the chains (F) (I) to
link the loops (G) on canopy (C) and the loops (H) on the
lamp body while put the cable through one of the chains (F)
in every 3-4 rings until through the ceiling loop (G).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
7. Attach the rectangular base (C) to the mounting bracket (B)
and secure with screws (D).
8. Install the bulbs on the sockets.
9. Install the selenite crystals (J) on the lamp body according
to the illustration.
10. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



JADA SELENITE WALL SCONCE
662036H234

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:
1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the base (D) by
loosening the screws (E).
3. Affix the mounting bracket (C) on the outlet box with the
screws (B).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cables with nipples (A), push the base (D)
on the bracket (C) and then affix it with screws (E).
6. Install the bulb on the sockets.
7. Install the selenite crystals (F) on the lamp body according
to the illustration.
8. Installation is complete, turn on power at fuse or circuit
breaker.

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.



 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

James Table Lamp 
 
 
 
 
 
 

parts enclosed: 
B Lamp Shade 1 
C Socket Ring 1 
   

 
 
 
 
 
 
 
 

important safety instructions: 
This portable lamp has a polarized plug (one blade is wider 
than the other) as a safety feature to reduce the risk of 
electric shock. This plug will fit in a polarized outlet only one 
way. If the plug does not fit fully in the outlet, reverse the 
plug. If it still does not fit, contact a qualified electrician. 
Never use with an extension cord unless plug can be fully 
inserted. Do not attempt to defeat this safety feature. 
 
warnings: 
1. To reduce the risk of fire, electrical shock or personal 

injury, always turn off and unplug the lamp and allow it 
to cool prior to replacing bulbs. 

2. Do not touch the bulbs when the lamp is turned on. Do 
not look directly at lit bulbs. 

3. Keep flammable materials away from lit bulbs. 
4. Remove clear shade cover prior to use. 
5. This portable lamp is meant for indoor use, dry 

locations only. 
6. This lamp has been rated for up to one (1) 60-Watt 

maximum Type A standard medium base incandescent 
light bulb (not included) or one (1) 13-watt compact 
fluorescent light bulb (not included) or one (1) 9-Watt 
LED light bulb (not included). To avoid the risk of fire, do 
not exceed the recommended wattage. 

7. Save these instructions.  
 
to assemble: 
1. Unpack all parts from carton carefully.  
2. Place the Lamp Shade (B) onto the Socket (A) and lock 

it securely with Socket Ring (C). 
3. Insert one (1) 60-watt maximum TYPE A standard base 

incandescent light bulb (not included) or one (1) 13-watt 
compact fluorescent light bulb (not included) or ONE (1) 
9-watt maximum LED light bulb (not included) into the 
socket. DO NOT EXCEED SPECIFIED WATTAGE. 

4. Remove Protective Plastic from Electrical Plug . 
5. Plug the lamp into proper electrical outlet and test this 

lamp. 
 

care instructions: 
1.     Wipe clean with a soft, dry cloth or static duster. 
2.   Always avoid the use of harsh chemicals or abrasive 

cleaners as they may cause damage to the lamp’s 
finish. 

 
 
 
 
 
 
 
 
 
 
 
Made in China 

 
 
 
 
 
 



Super
Category

Product ID Description Stat Collection Route

LIGHTING 91594L496SH JAMES FLOOR LAMP SHADE
     IRON SHADE

A PT-JAMES

LIGHTING 91594L496R JAMES FLOOR LAMP SOCKET RING
     WHITE SOCKET RING

A PT-JAMES PART

LIGHTING 91594L490SH JAMES TABLE LAMP SHADE
     IRON SHADE

A PT-JAMES

LIGHTING 91594L490R JAMES TABLE LAMP SOCKET RING
     WHITE SOCKET RING

A PT-JAMES PART

PARTS INVENTORY



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

CORTENNA TASK FLOOR LAMP

40
6

JAXTYN EASEL FLOOR LAMP

3. Use bracket in opposite to swing arms & shade 
(as shown in images).
4. Maximum weight allow on brackets 07.00 lbs.

A - 1

A - 2

1. Bracket (2)

JAXTYN EASEL FLOOR LAMP

parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:

to assemble:

care instructions:
DO NOT use polishes or Cleaners on your lamp. wipe with soft,
lint free cloth.

3. Use bracket in opposite to swing arms & shade 
    (as shown in image).
4. Maximum weight allow on brackets 07.00 lbs.

40W

04.000 lbs

5. Maximum photo frame size 16 x 20 inches.

3. Maximum weight allowance on brackets 04.000 lbs.

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6 W
BULB: 4 X A-19 (NOT INCLUDED)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6 W
BULB: 1 X A-19 (NOT INCLUDED)

05.000 lbs.3. Maximum weight allowance on brackets is 5 lbs.
4. Maximum size allow on photo frame is 20 x 24 inches.

14 lbs.

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 1 X A-19 (NOT INCLUDED)

4. Maximum photo frame size 24 x 36 inches
8 lbs.10 lbs.

2. Place portrait on brackets (A-1 & A-2) in same direction of
    arms. (as shown in images).(as shown in image).



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

CORTENNA TASK FLOOR LAMP

40
6

JAXTYN EASEL FLOOR LAMP

3. Use bracket in opposite to swing arms & shade 
(as shown in images).
4. Maximum weight allow on brackets 07.00 lbs.

A - 1

A - 2

1. Bracket (2)

JAXTYN EASEL FLOOR LAMP

parts enclosed:
important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:

to assemble:

care instructions:
DO NOT use polishes or Cleaners on your lamp. wipe with soft,
lint free cloth.

JAXTYN EASEL TABLE LAMP

A - 1

A - 2

3. Use bracket in opposite to swing arms & shade 
    (as shown in images).
4. Maximum weight allow on brackets 05.00 lbs.

3. Use bracket in opposite to swing arms & shade 
    (as shown in image).
4. Maximum weight allow on brackets 05.00 lbs.

40W

02.000 lbs.

5. Maximum photo frame size 10 x 12 inches.

3. Maximum weight allowance on brackets 02.000 lbs.

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6 W
BULB: 1 X A-19 (NOT INCLUDED)

2.5 lbs.3. Maximum weight allowance on brackets is 2.5 lbs.
4. Maximum photo frame size 12 x 15 inches

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 40W
CONVERSION TO MAX LED WATTAGE: 6W
BULB: 1 X A-19 (NOT INCLUDED)

7 lbs.
4. Maximum photo frame size 16 x 20 inches.

7.5 lbs.

2. Place portrait on brackets (A-1 & A-2) in same direction of
    arms. (as shown in images).(as shown in image).

12 lbs.



662082H333

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (4)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 14 X A-19 (NOT INCLUDED)

JEUNET 2-TIER RING CHANDELIER

Do not use polishes or cleaners on your lamp. Just wipe with   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (E) by loosen up the gripper (D),

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (A) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (I) and wrap this fixture with a 

8. Slide canopy (B) up and hold flush against cross bar (A) then

 

9. Insert the bulb (G) into socket (F) as shown in picture. Repeat 

4. Attach cross bar (A) to ceiling outlet box using mounting 

    screw the side screw (C) to the corresponding holes of cross 

protective coverings.

be installed.

screws (H).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (I) and wrapfixture with a 

this connection with an electrical tape.

for all 14 bulbs. 

soft, lint free cloth.

if desired.

bar (A) to hang the fixture.

Page 1 of 2



1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:

Page 2 of 2



662082H331

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 6-8 W
BULB: 4 X A-19 (NOT INCLUDED)

JEUNET 24" RING CHANDELIER

Do not use polishes or cleaners on your lamp. Just wipe with   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (E) by loosen up the gripper (D),

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (A) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (I) and wrap this fixture with a 

8. Slide canopy (B) up and hold flush against cross bar (A) then

 

9. Insert the bulb (G) into socket (F) as shown in picture. Repeat 

4. Attach cross bar (A) to ceiling outlet box using mounting 

    screw the side screw (C) to the corresponding holes of cross 

protective coverings.

be installed.

screws (H).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (I) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

soft, lint free cloth.

if desired.

bar (A) to hang the fixture.

Page 1 of 2



1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:

Page 2 of 2



662082H332

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 6 X A-19 (NOT INCLUDED)

JEUNET 42" RING CHANDELIER

Do not use polishes or cleaners on your lamp. Just wipe with   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (E) by loosen up the gripper (D),

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (A) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (I) and wrap this fixture with a 

8. Slide canopy (B) up and hold flush against cross bar (A) then

 

9. Insert the bulb (G) into socket (F) as shown in picture. Repeat 

4. Attach cross bar (A) to ceiling outlet box using mounting 

    screw the side screw (C) to the corresponding holes of cross 

protective coverings.

be installed.

screws (H).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (I) and wrapfixture with a 

this connection with an electrical tape.

for all 6 bulbs. 

soft, lint free cloth.

if desired.

bar (A) to hang the fixture.

Page 1 of 2



1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:

Page 2 of 2



662082H334

Page 1 of 2

E

F

G

H

I

A

B

D

C

J

K

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2)

parts enclosed: important safety instructions:

warnings:

to assemble:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 6 X B-10 (NOT INCLUDED)

JEUNET 49" RECTANGULAR CHANDELIER

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (G) by loosen up the gripper (K),

protective coverings.

be installed.

if desired.

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 6 bulbs.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with    

10. Restore power to the junction box and test lamp fixture.

    

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

soft, lint free cloth.



Page 2 of 2

1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:



662082H335

Page 1 of 2

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2)

parts enclosed: important safety instructions:

warnings:

to assemble:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 8 X B-10 (NOT INCLUDED)

JEUNET 60" RECTANGULAR CHANDELIER

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and adjust the  
    length of clutch wire (G) by loosen up the gripper (K),

protective coverings.

be installed.

if desired.

E

F

G

H

I

A

B

D

C

J

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 8 bulbs.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with    

10. Restore power to the junction box and test lamp fixture.

    

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

soft, lint free cloth.

K



Page 2 of 2

1. Unthread CABLE GRIPPER by  
turning it clockwise.  

2. Press CABLE GRIPPER against the THREADED PART. 
Slide either up or down the STEEL CABLE to lengthen or shorten  
height of the fixture.  

3. Secure STEEL CABLE into place by turning the  
  CABLE GRIPPER counterclockwise.  

4. Assembly complete. 

HOW TO ADJUST LENGTH OF STEEL CABLE:



662082L337

A. Finial (1)

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 2 X A-19 (NOT INCLUDED)

JEUNET FLOOR LAMP

Do not use polishes or cleaners on your lamp. Just wipe with   

5. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3.   Install shade (B) onto the stand (C), and screw the finial (A). 

 

4. Insert the bulb (D) into socket (E) as shown in picture. 

    

protective coverings.

be installed.

Repeat for all 2 bulbs. 

soft, lint free cloth.

A

B

D

C

E



662082L336

A. Finial (1)

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 2 X B-10 (NOT INCLUDED)

JEUNET TABLE LAMP

Do not use polishes or cleaners on your lamp. Just wipe with   

5. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3.   Install shade (B) onto the stand (C), and screw the finial (A). 

 

4. Insert the bulb (D) into socket (E) as shown in picture. 

    

protective coverings.

be installed.

Repeat for all 2 bulbs. 

soft, lint free cloth.

A

B

D

C

E



662082H330

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)   

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 6-8 W
BULB: A-19 (NOT INCLUDED)

JEUNET WALL SCONCE

Do not use polishes or cleaners on your lamp. Just wipe with   

 8. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3.   Drill two holes on the wall corresponding to the key hole
    of lamp then knock the anchors (C) into the holes and fix

4. Pull wire from wall outlet box and attach ground wire (usually 
    green or bare wire) to the ground wire of fixture.
5. Attach hot wire from wall box (usually black) to hot wire of

plastic wire connector (B) and wrap this fixture with a 

 

7. Insert the bulb (D) into socket (E) as shown in picture. 

    wall, for wooden wall only screws can be used. 

    

protective coverings.

be installed.

connection with an electrical tape.
6. Attach neutral wire from wall outlet box (usually white) to 

wrap this connection with an electrical tape.

Repeat for all 2 bulbs. 

soft, lint free cloth.

mounting screws (A). Note: Anchors are used for concrete

C

A

B

E

D

C. Anchors (2)   

    neutral wire of fixture with a plastic wire connector (B) and 



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

BEZIER PEWTER TABLE LAMP BASEBEZIER GOLD TABLE LAMP BASE

(D)

MYLES MARTINI FLOORLAMP BASE

A. Finial (1)
B. Harp (1)

MYLES MARTINI FLOOR LAMPJOLEEN BLACK FLR LAMP

(c)

C. Legs (3)D. Lamp body (1)
E. Legs (3)

2. Install legs (E) to the lamp body (D) following picture (F).

3. Turn OFF power to the circuit breaker where the lamp will 
    be installed. 

4. Attach harp (B) to the saddle (C).

5. Unserew finial (A) place shade on harp (B) and tighten
    finial (A) to harp (B).

6. Restore power to the circuit breaker and test lamp fixture.

(C)

JOLEEN BRASS FLR LAMP

(D)

(E)

Lamp body part (D)

3 x Legs for lamp body part (E)

(F)

JOLEEN BLACK FLR LAMP

Picture (F)

JOLEEN BLACK FLOOR LAMP



Parts enclosed: Important safety instructions:

Warnings:

To assemble:

Care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting Screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.

ASTON TABLE LAMP

A. Harp (1)
B. Finial (1)

UL NO: E310644, UL RATING: DRY, MAX BULB WATTAGE: 60 W 
CONVERSION TO MAX LED WATTAGE: 12 W
BULB: 1 X A-15 (NOT INCLUDED)

A. Harp (1)
B. Finial (1)

1. Carefully remove all parts from the box and remove all 
     protective coverings.
2. Torn OFF power to the circuit breaker where the lamp will
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten finial (A)
     to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

Turn

ASTON TABLE LAMP

parts enclosed: i

w

to

c

1. Carefully remove all parts from the box and remove all
    protective coverings.

2. Turn OFF power to the circuit breaker where the lamp will 
     be installed.
3. Attach harp (B) to the saddle (C).
4. Unscrew finial (A) place shade on harp (B) and tighten
    finial to harp (B).
5. Restore power to the circuit breaker and test lamp fixture.

A. Harp (1)
B. Finial (1)

ASTON TABLE LAMP

important safety instructions:

warnings:

to assembly:

care instructions:

parts enclosed:

finial (A) to harp (B).

to assemble:

ASTON TABLE LAMP

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
    the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
    turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
    at lit bulb.
4. Keep flammable materials away from lit bulb.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with 
soft, lint free cloth.

1.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with
soft, lint free cloth.

1. To avoid the risk of fire, do not exceed the recommended
    wattage for this fixture.

WESTGATE TABLE BASE

(D)

WESTGATE FLOOR BASE

(D)

9

FLORA TABLE LAMP BASE ONLYFLORA FLOOR LAMP BASE ONLY

(D)

BEZIER PEWTER TABLE LAMP BASEBEZIER GOLD TABLE LAMP BASE

(D)

MYLES MARTINI FLOORLAMP BASE

A. Finial (1)
B. Harp (1)

MYLES MARTINI FLOOR LAMPJOLEEN BLACK FLR LAMP

(c)

C. Legs (3)D. Lamp body (1)
E. Legs (3)

2. Install legs (E) to the lamp body (D) following picture (F).

3. Turn OFF power to the circuit breaker where the lamp will 
    be installed. 

4. Attach harp (B) to the saddle (C).

5. Unserew finial (A) place shade on harp (B) and tighten
    finial (A) to harp (B).

6. Restore power to the circuit breaker and test lamp fixture.

(C)

JOLEEN BRASS FLR LAMP

(D)

(E)

Lamp body part (D)

3 x Legs for lamp body part (E)

(F)

Picture (F)

JOLEEN BRASS FLOOR LAMP



Clutch Wire

Clutch Grip

Installation is complete.

Do not use polishes or cleaners on your lamp.

WIPE WITH A CLEAN SOFT CLOTH

10. Restore power to the junction box and test lamp fixture.     

1. Carefully remove all parts from the box and remove all protective coverings.
2. Turn OFF power to the junction box where the lamp will be installed.
3. Measure desired drop of fixture from ceiling, and adjust the length of 
    clutch wire (E) by loosen up and press the clutch grip (D), as well as

4. 
5. Pull wire from ceiling outlet box, and attach ground wire (usually green of-
    bare wire) from ceiling box to ground wire on cross bar (A) with a screw.
6. Attach hot wire from ceiling (usually black) to hot wire on fixture with a
    plastic wire connector (I) and wrap this connection with electrical tape.
7. Attach neutral wire from ceiling box (usually white) with neutral wire on 
    fixture with a plastic wire connector (I), and wrap this connection with a 
    electrical tape.
8. Slide canopy (B) up and hold flush against cross bar (A) then screw the side 

 9. Insert (8) 40-watt max type A bulb (G) (not included) as shown in picture, 
    into the socket (F).

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage for 
this light fixture.

This fixture has been rated for up to (8) 40 watt maximum type A bulb.

To avoid the risk of fire, do not exceed the recommended wattage.

Warnings:
1. Do not  remove the lamp form its  packaging by puling on  the power cord,
as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personnel injury, turnoff lamp
and allow it to cool prior to replacing light bulb(s).
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.

To assemble:

Care instructions:

Attach cross bar (A) to ceiling outlet box using mounting screws (H).

    screw to the corresponding holes of cross bar (A) to hang the fixture. 

JULIETTE RING CHANDELIER 

Cord Grip

(H)

(I)

I

    the length of cord by loosen up the cord grip (C) screw, if desired.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912082H115CN JULIETTE CHANDELIER CANOPY
     NICKEL CANOPY WITH HARDWARE

A PT-JULIETT PART

LIGHTING 912082H115W JULIETTE CHANDELIER WIRE S/4
     NICKEL CLUTCH WIRE/ SET OF 4

A PT-JULIETT PART

PARTS INVENTORY



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Insert plug (A) into proper electrical outlet and turn on with 
dimmer switch (B). 
2. Assembly is complete.

KARSON FLOOR LAMP

Fully assembled lamp (1)

Wipe with a clean, dry cloth. Do not use polishes or cleaners
on your lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result. 

STRANGULATION HAZARD. Keep cord at least 3 feet away
from cribs, bassinets and toddler beds. Keep out of reach of
children under 3.

Integrated SMD LED (ETL NO. 104411401NYM-001).

1. Do not break or pull out LED panel.
2. Do not use outdoors or near water. 
3. Do not handle the transformer or lamp with wet hands.
4. Do not look directly at the LEDs.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Insert plug (A) into proper electrical outlet and turn on with 
dimmer switch (B). 
2. Assembly is complete.

KARSON TABLE LAMP

Fully assembled lamp (1)

Wipe with a clean, dry cloth. Do not use polishes or cleaners
on your lamp.

All wires are connected. When unpacking, be careful not to 
pull wires, as a bad connection may result. 

STRANGULATION HAZARD. Keep cord at least 3 feet away
from cribs, bassinets and toddler beds. Keep out of reach of
children under 3.

Integrated SMD LED (ETL NO. 104411401NYM-001)

1. Do not break or pull out LED panel.
2. Do not use outdoors or near water. 
3. Do not handle the transformer or lamp with wet hands.
4. Do not look directly at the LEDs. 



KATYA 1 LIGHT LARGE PENDANT

Important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended wattage
for this fixture.

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.
5. Be sure to shut off power at the main fuse before installing
the fixture.

To Assemble:
1. Carefully unpack all fixture parts and hardware. Lay items out on a
clear workspace.
2. Place the mounting strap (A) over the outlet given mounting screws (B).
3. Remove the threaded ring (C) from the screw collar loop (D). Fully thread the
screw collar loop (D) on to the nipple. Thread the hex nuts (E) on to the
nipple (F) and the nipple (F) into the mounting strap (A). Place the canopy (G)
over the screw collar (D) and against the ceiling. Adjust the nipple (F) so that 1/4"
of threads on the screw collar loop (D). Secure the canopy (G) using the threaded
ring (C).
4. Attach the chain (H) with quicklink chain (I) to the fixture loop (J). Determine
the desired drop and remove the excess chain.
3. Insert and hang the rattan (K) to the fixture assembly (L).
5. Hang the fixture assembly (L) to the screw collar loop (D) on the canopy (G)
using a quicklink chain (I).
7. Attached the safety cable to the structure or brace.
6. Unscrew threaded ring (C) from the screw collar loop (D). Slide down the
threaded ring (C) and canopy (G) through the chain (H).
10. Measure 6" of lead and ground wire beyond the top of the chain. Cut off
excess wire. Strip the insulation of the ends of the leads exposing approx. 1/2"
of wire. Twist the strands together. Push the leads and ground wire up through
the screw collar loop and into the outlet box.
11. Pull wire from the junction box and attach ground wire (usually green or
bare) on the green screw (O) on the mounting strap (A).
12. Attached hot wire from junction box (usually black) to hot wire
on the fixture with a plastic wire connector (P) and wrap this connection
with electrical tape.
13. Attached hot wire from junction box (usually white) to hot wire
on the fixture with a plastic wire connector (P) and wrap this connection
with electrical tape. Slide the canopy (G) up the chain (H) and fasten using the
threaded ring (C) to the ceiling.
14. Install the lamps (S).
12. Install the glass diffuser (R) to the fitter using the thumbscrews.(M)
15. Restore power to the circuit breaker or fuse box.

Care instructions:
Dust with a soft dry cloth. To protect finish, avoid the use of chemicals
and household cleaners.

parts enclosed:

Max watt - 1x75w , E 26 Type A - 1 Bulb

(A) Mounting strap (1)
(B) Mouting screws (2)
(C) Threaded ring (1)
(D) Screw collar loop (1)
(E) Hex nuts (2)
(F) Nipple (1)
(G) Canopy (1)
(H) Chain (1)
(I) Quicklink Chain (2)
(J) Fixture loop (1)
(K) Rattan (1)
(L) Fixture Assembly (1)
(M) Thumbscrews (1)
(N) Glass Fitter (1)
(O)  Green screw(1)

(P) Plastic wire connector (3)

(Q) Safety cable (1)
(R) Glass Diffuser (1)

A
B

C

D

E
F

G

H

I

L

M

N

R

P

O

Q

K

J
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- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

LA CAGE 6 LTS CHANDELIER 
#65636H0365

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

  - To replace glass sphere (N) insert wire clip into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 6 x 40W
type of socket: E12

N





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

LA CAGE 8 LTS
CHANDELIER - DM36''
#66636H0366

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 8 x 40W
type of socket: E12

N
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BONITA 6 LTS CHANDELIER

- UNSCREW THE COLLAR RING (J)

- INSERT THE COLLAR LOOP (H) INTO THE CANOPY (I)

- SCREW THE COLLAR RING (J) BACK

SEE BACK OF THE PAGE FOR DETAILS

(N) Long glass drop (7)

N

replacement parts assembly:

- INSERT WIRE CLIP IN TO THE HOLE ON THE

IRON FRAME. TWIST THE WIRE TO CLOSE

THE LOOP AND SECURE IT IN PLACE.

LA CAGE 1LT FLOOR LAMP

#66636L0575

wattage: 1 x 60W

type of socket: E26

- Insert the polarized plug in the polarizet outlet.

- To replace glass sphere (A) insert wire clip  

into the hole on the iron frame. Bend the wire 

and secure it.

Clean with dry soft cloth/brush only. 

Do not use water/alcohol or any detergent

A



WARNING
– PORTABLE LAMP N. #65636L0575 
– TO BE USED ONLY WITH SHADE MODEL N. #65636L0575
– ALWAYS USE AN OPEN-TOP AND OPEN-BOTTON SHADE, AND MAKE SURE THAT THE TOP AND 

THE BOTTOM DIAMETER IS AT LEAST 4 1/2 INCHES WIDE.
– MAKE SURE THAT THE HORIZONTAL DISTANCE FROM THE CENTRE OF THE BULB TO THE 

SHADE IS AT LEAST 2 1/2 INCHES.

MAX 60 WATT
TYPE B LAMP    MODEL N.#65636L0575 

CAUTION
IMPORTANT SAFETY

INSTRUCTION
THIS  PORTABLE  LAMP HAS  A POLARIZED  PLUG  (ONE  BLADE  IS  WIDER  THAN  THE  OTHER).AS  A
FEATURE TO REDUCE THE RISK OF ELECTRIC SHOCK. THIS PLUG WILL FIT IN A POLARIZED OUTLET
ONLY ONE WAY. IF THE PLUG STILL DOES NOT FIT FULLY IN THE OUTLET, REVERSE THE PLUG. IF IT
STILL DOES NOT FIT, CONTACT A QUALIFIED ELECTRICIAN.NEVER USE WITH AN EXTENSION COR
UNLESS PLUG CAN BE FULLY INSERTED. DO NOT ALTER THE PLUG. IN CASE OF CHANGE OF THE
ARTICLE,  NOT  PREVIOUSLY  AUTHORIZED,  THE  UL  CERTIFICATION  WILL  BE  TERMINATED,
IMMEDIATELY.

ATTENTION

•  LAMPE PORTABLE N. #65636L0575
•  À UTILISER UNIQUEMENT AVEC LE MODÈLE SHADE N. #65636L0575
•  UTILISEZ TOUJOURS UNE TÔLE D'OUVERTURE ET D'OUVERTURE DE BOTTON ET ASSUREZ-

VOUS QUE LE DIAMÈTRE SUPÉRIEUR ET LE DIÉMETRE INFÉRIEUR EST D'AU MOINS 4 1/2 
POUCES DE LARGEUR.

• S'ASSURER QUE LA DISTANCE HORIZONTALE DU CENTRE DE L'AMPOULE VERS L'OMBRE EST 
AU MOINS 2 1/2 POUCES.

MAX 60 WATT
CATÉGORIE B LAMPE                              MODÈLE N. #65636L0575

AVERTISSEMENT
 IMPORTANTE

INSTRUCTION DE SÉCURITÉ
CETTE LAMPE PORTABLE A UNE FICHE POLARISÉE (UNE LAME EST PLUS LARGE QUE 
L'AUTRE).COMME CARACTÉRISTIQUE DE RÉDUIRE LE RISQUE DE CHOC ÉLECTRIQUE. CETTE 
PLAQUE SERA FIXEE DANS UNE SORTIE POLARISEE UNIQUEMENT. SI LA FICHE N'EST PAS ENCORE EN
FONCTIONNEMENT INTEGREE DANS LA SORTIE, INVERSER LA FICHE. SI CELA NE S'APPLIQUE PAS, 
CONTACTEZ UN ÉLECTRICIEN QUALIFIÉ.
N'UTILISEZ JAMAIS AVEC UN COR EXTENSION, A MOINS QUE LA FICHE PEUT ÊTRE INSÉRÉE 
ENTIÈREMENT. NE PAS MODIFIER LA FICHE. EN CAS DE CHANGEMENT DE L'ARTICLE, NON AUTORISE'
PRECEDENT, LA CERTIFICAION UL SERA TERMINE', IMMÉDIATEMENT. 



 !"#$%&’()*$&+, -. *"#!’#%$!/&#0%-’$#"1(#-*’$,

2!"’-’3$,

#*%!$$&.4)&,

(!"&%-’$#"1(#-*’$,

 !"#$%#&’(’)"*+’!%#,"*$-

 !"#$"%$&’(($)*"+),-.//.-+’)"01"."/+&$),$*"$/$&-%+&+.)!

 !"#$"%&$’(")*+",’-."$/"0,+1"($"2$)"+34++(")*+",+4$55+(+("

6%))%7+"/$,")*’-"03)8,+!

9!":$"2$)",+5$&+")*+";%5<"/,$5"’)-"<%4.%7’27"=>"<8;;’27"$2"

)*+"<$6+,"4$,(1"%-"%"=%("4$22+4)’$2"5%>",+-8;)!

 !!"#$"%&$’(")*+",’-."$/"0,+1"+;+4),’4%;"-*$4.1"$,"<+,-$2%;"’2?8,>1"

)8,2"$@";%5<"%2("%;;$6"’)")$"4$$;"<,’$,")$",+<;%4’27";’7*)"=8;=!

A!":$"2$)")$84*"=8;="6*+2"03)8,+"’-")8,2+("$2"$,";$$."(’,+4);>"

%)";’)"=8;=!

B!"C++<"D%55%=;+"5%)+,’%;-"%6%>"/,$5";’)"=8;=!

(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 3 x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

LA CAGE 3LTS FLUSH MOUNT
OIL RUBBED BRONZE
#66636H152

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

N





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 7 X 60 W

type socket: E26

- To replace glass sphere (R) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE RECTANGULAR XL 
7 LTS CHANDELIER-OIL RUBBED 
BRONZE-#66636H136

R





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

LA CAGE 1LT PENDANT 
#65636H0248

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace glass sphere (N) insert wire clip into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 1 x 40W
type of socket: E12

N





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace glass sphere (N) insert wire clip into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 5 x 60W
type of socket: E12

LA CAGE SQUARE 5LTS 
CHANDELIER-OIL RUBBED BRONZE
#66636H134

N





 !"#$%&’()*$&+, -. *"#!’#%$!/&#0%-’$#"1(#-*’$,

2!"’-’3$,

#*%!$$&.4)&,

(!"&%-’$#"1(#-*’$,

 !"#$%#&’(’)"*+’!%#,"*$-

 !"#$"%$&’(($)*"+),-.//.-+’)"01"."/+&$),$*"$/$&-%+&+.)!

 !"#$"%&$’(")*+",’-."$/"0,+1"($"2$)"+34++(")*+",+4$55+(+("

6%))%7+"/$,")*’-"03)8,+!

9!":$"2$)",+5$&+")*+";%5<"/,$5"’)-"<%4.%7’27"=>"<8;;’27"$2"

)*+"<$6+,"4$,(1"%-"%"=%("4$22+4)’$2"5%>",+-8;)!

 !!"#$"%&$’(")*+",’-."$/"0,+1"+;+4),’4%;"-*$4.1"$,"<+,-$2%;"’2?8,>1"

)8,2"$@";%5<"%2("%;;$6"’)")$"4$$;"<,’$,")$",+<;%4’27";’7*)"=8;=!

A!":$"2$)")$84*"=8;="6*+2"03)8,+"’-")8,2+("$2"$,";$$."(’,+4);>"

%)";’)"=8;=!

B!"C++<"D%55%=;+"5%)+,’%;-"%6%>"/,$5";’)"=8;=!

 !"#$%&&’(#)*+%,-#./*0# 1"

 !1"#2/34%*0#)*+%,-#./*0# 1"

 !5"#6*+%,-#78*0.# 1"

 9"#$%&&’(#./*0#:# 1"

 ;"#$%&&’(#./*0#<# 1"

 ="#>/*0#,%4# ?"

 @"#;*+77#AB*# 1"

 2"#9+3#78*0.# 5"

 6"#C03,%4# 5"

>!DD!6@E#FG>#H#I#9J<9$

DKL@#$M;N@DE#@15

 !"#$%&’(!)*’!+,,-.#/!%,++0&

 !.#$’&)!)*’!*,,-!.#),!)*’!%0#,12

 !$%&’(!)*’!+,-.#/!%,++0&!30%-

$’’!30%-!,4!)*’!10/’!4,&!5’)0.+$

 !"#$%&’()%*+,%-./(% !.()01+2-)%.$!,

*.%$.(%2-"%&#("+0#! )..!%.+%#$,%*"("+3"$(

 !"#$%&&’(#&%%)# *"

 +"###$’,%)-# *"

 ."#$%&&’(#(/,0# *"

 1"#$2’/,# *"

 3"#4/567(8#92’/,# *"

 :"#3%%)# *"

 ! " #$%!!

BONITA 6 LTS CHANDELIER

- UNSCREW THE COLLAR RING (J)

- INSERT THE COLLAR LOOP (H) INTO THE CANOPY (I)

- SCREW THE COLLAR RING (J) BACK

SEE BACK OF THE PAGE FOR DETAILS

(N) Long glass drop (7)

N

replacement parts assembly:

- INSERT WIRE CLIP IN TO THE HOLE ON THE

IRON FRAME. TWIST THE WIRE TO CLOSE

THE LOOP AND SECURE IT IN PLACE.

LA CAGE 1LT TABLE LAMP

#66636L0574

wattage: 1 x 60W

type of socket: E26

- Insert the polarized plug in the polarizet outlet.

- To replace glass sphere (A) insert wire clip  

into the hole on the iron frame. Bend the wire 

and secure it.

Clean with dry soft cloth/brush only. 

Do not use water/alcohol or any detergent

A



WARNING
– PORTABLE LAMP N. #65636L0574 
– TO BE USED ONLY WITH SHADE MODEL N. #65636L0574
– ALWAYS USE AN OPEN-TOP AND OPEN-BOTTON SHADE, AND MAKE SURE THAT THE TOP AND 

THE BOTTOM DIAMETER IS AT LEAST 4 1/2 INCHES WIDE.
– MAKE SURE THAT THE HORIZONTAL DISTANCE FROM THE CENTRE OF THE BULB TO THE 

SHADE IS AT LEAST 2 1/2 INCHES.

MAX 60 WATT
TYPE B LAMP    MODEL N.#65636L0574 

CAUTION
IMPORTANT SAFETY

INSTRUCTION
THIS  PORTABLE  LAMP HAS  A POLARIZED  PLUG  (ONE  BLADE  IS  WIDER  THAN  THE  OTHER).AS  A
FEATURE TO REDUCE THE RISK OF ELECTRIC SHOCK. THIS PLUG WILL FIT IN A POLARIZED OUTLET
ONLY ONE WAY. IF THE PLUG STILL DOES NOT FIT FULLY IN THE OUTLET, REVERSE THE PLUG. IF IT
STILL DOES NOT FIT, CONTACT A QUALIFIED ELECTRICIAN.NEVER USE WITH AN EXTENSION COR
UNLESS PLUG CAN BE FULLY INSERTED. DO NOT ALTER THE PLUG. IN CASE OF CHANGE OF THE
ARTICLE,  NOT  PREVIOUSLY  AUTHORIZED,  THE  UL  CERTIFICATION  WILL  BE  TERMINATED,
IMMEDIATELY.

ATTENTION

•  LAMPE PORTABLE N. #65636L0574
•  À UTILISER UNIQUEMENT AVEC LE MODÈLE SHADE N. #65636L0574
•  UTILISEZ TOUJOURS UNE TÔLE D'OUVERTURE ET D'OUVERTURE DE BOTTON ET ASSUREZ-

VOUS QUE LE DIAMÈTRE SUPÉRIEUR ET LE DIÉMETRE INFÉRIEUR EST D'AU MOINS 4 1/2 
POUCES DE LARGEUR.

• S'ASSURER QUE LA DISTANCE HORIZONTALE DU CENTRE DE L'AMPOULE VERS L'OMBRE EST 
AU MOINS 2 1/2 POUCES.

MAX 60 WATT
CATÉGORIE B LAMPE                              MODÈLE N. #65636L0574

AVERTISSEMENT
 IMPORTANTE

INSTRUCTION DE SÉCURITÉ
CETTE LAMPE PORTABLE A UNE FICHE POLARISÉE (UNE LAME EST PLUS LARGE QUE 
L'AUTRE).COMME CARACTÉRISTIQUE DE RÉDUIRE LE RISQUE DE CHOC ÉLECTRIQUE. CETTE 
PLAQUE SERA FIXEE DANS UNE SORTIE POLARISEE UNIQUEMENT. SI LA FICHE N'EST PAS ENCORE EN
FONCTIONNEMENT INTEGREE DANS LA SORTIE, INVERSER LA FICHE. SI CELA NE S'APPLIQUE PAS, 
CONTACTEZ UN ÉLECTRICIEN QUALIFIÉ.
N'UTILISEZ JAMAIS AVEC UN COR EXTENSION, A MOINS QUE LA FICHE PEUT ÊTRE INSÉRÉE 
ENTIÈREMENT. NE PAS MODIFIER LA FICHE. EN CAS DE CHANGEMENT DE L'ARTICLE, NON AUTORISE'
PRECEDENT, LA CERTIFICAION UL SERA TERMINE', IMMÉDIATEMENT. 
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Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636H248CN LA CAGE 12.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H141CN LA CAGE 12.5 CM CANOPY - BRNZ
     BRONZE SM CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H102CN LA CAGE 12.5 CM CANOPY - GOLD
     GOLD CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H365CN LA CAGE 14.5 CM CANOPY
     SILVER CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H103CN LA CAGE 14.5 CM CANOPY - GOLD
     GOLD CLAY CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H139CN LA CAGE 14.5 CM CANOPY- BRNZ
     BRONZE LG CANOPY W/ HARDWARE

A PT-LACAGE PART

LIGHTING 91636H140CN LA CAGE 16.5 CM CANOPY- BRNZ
     BRONZE OVAL CANOPY W/ HDWR

A PT-LACAGE PART

LIGHTING 91636H248CH LA CAGE 4 MM 12 FT CHAIN
     4 MM X 3.7 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H102CH LA CAGE 4 MM 12 FT CHAIN -GOLD
     4 MM X 3.7 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H141CH LA CAGE 4 MM 12 FT CHAIN- BRNZ
     4 MM X 3.7 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H248CH6 LA CAGE 4 MM 6 FT CHAIN
     4 MM X 1.8 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H102CH6 LA CAGE 4 MM 6 FT CHAIN - GOLD
     4 MM X 1.8 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H141CH6 LA CAGE 4 MM 6 FT CHAIN-BRONZE
     4 MM X1.8 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H365CH LA CAGE 5 MM 12 FT CHAIN
     5 MM X 3.7 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H103CH LA CAGE 5 MM 12 FT CHAIN -GOLD
     5 MM X 3.7 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H139CH LA CAGE 5 MM 12 FT CHAIN- BRNZ
     5 MM X 3.7 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H365CH6 LA CAGE 5 MM 6 FT CHAIN
     5 MM X 1.8 MT SILVER CLY CHAIN

A PT-LACAGE PART

LIGHTING 91636H103CH6 LA CAGE 5 MM 6 FT CHAIN - GOLD
     5 MM X 1.8 MT GOLD CLAY CHAIN

A PT-LACAGE PART

LIGHTING 91636H139CH6 LA CAGE 5 MM 6 FT CHAIN-BRONZE
     5 MM X 1.8 MT OIL RUB BRNZ CH

A PT-LACAGE PART

LIGHTING 91636H248CR LA CAGE CRYSTAL -SILVER/BRONZE
     30 MM CRYSTAL W/ NICKEL WIRE

A PT-LACAGE PART

LIGHTING 91636H367CN LA CAGE RECT CHAND CANOPY
     SILVER CLAY OVAL CANOPY W HDWR

A PT-LACAGE PART

PARTS INVENTORY



- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 5 X 60 W

type socket: E26

- To replace glass sphere (R) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE BRONZE 9-LT 
RECT 
#66636H409 
 

R
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 3 x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

LA CAGE BRONZE12-LT 
CHANDELIER 
#66636H411 
 
 
 
 

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

N





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  1x 40W
type of socket: E12

LA CAGE 1LT TALL PENDANT  
OIL RUBBED BRONZE  
#66636H589 
 

- To replace glass sphere (N) insert wire clip into the hole 
on the iron frame. Bend the wire and secure it.

N





N

- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  1x 40W
type of socket: E12

LA CAGE 1LT DRUM PENDANT  
OIL RUBBED BRONZE  
#66636H591 
 

- To replace glass sphere (N) insert wire clip into the hole 
on the iron frame. Bend the wire and secure it.

N





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 5 X 60 W

type socket: E26

- To replace glass sphere (R),insert wire clip  into the hole 
on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE OVAL BRONZE 
CHANDELIER   
#66636H413 
  

R





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 5 X 60 W

type socket: E26

- To replace glass sphere (R),insert wire clip  into the hole 
on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE OVAL SILVER/CLAY 
CHANDELIER  
#66636H412 
  

R





- Disassemble cross bar (C) and metal oval plate (F) from 
back of the oval canopy (L)
- Unscrew the locking plastic nut (P) from canopy (L)
- Insert wire cord through the locking plastic nut (P) and 
feed it through the hole in the canopy (L)
- Tighten the locking plastic nut (P)
- Tie the black wires as shown (Q).
- Attach cross bar (C) to the ceiling Junction box using the 
cross bar screws (C2).
- Attach the metal oval plate (F) to the cross bar (C) using 
the central cross bar screw(C1), washer(G) and hexnut (H).
- Attach the oval canopy (L) to the metal oval plate (F) 
using the canopy screws (L1).
- Attach chandelier chains to canopy hook (M).

See back of the page for wiring connection details.

C2) cross bar screws (2)
E) wirenut (3)
L) oval canopy (1)
P) Locking plastic nut (1) wattage: 5 X 60 W

type socket: E26

- To replace glass sphere (R) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

replacement parts assembly:

LA CAGE SILVER CLAY 9-LT  
RECT 
#66636H408 
 
 

R
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 3 x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the flushmount.
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B).
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D).
- Attach the box of the flushmount (E) to the metal box 
cover (C) using the screws (F).

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

LA CAGE SILVER CLY 12-LT 
CHANDELIER 
#66636H410 
 
 
 
 

- To replace glass sphere (N) insert wire clip  into the 
hole on the iron frame. Bend the wire and secure it.

N





- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  1x 40W
type of socket: E12

LA CAGE 1LT TALL PENDANT  
SILVER/CLAY  #66636H588 
 

- To replace glass sphere (N) insert wire clip into the hole 
on the iron frame. Bend the wire and secure it.

N





N

- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage:  1x 40W
type of socket: E12

LA CAGE 1LT DRUM PENDANT  
SIVER/CLAY  #66636H590 
 

- To replace glass sphere (N) insert wire clip into the hole 
on the iron frame. Bend the wire and secure it.
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F

G

H

I

A

B

D

C

J

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2) 

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 6 bulbs.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 25 W 
CONVERSION TO MAX LED WATTAGE: 2-3 W
BULB: 6 X B-10 (NOT INCLUDED)

LAILA 37” RECTANGLE CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

protective coverings.

be installed.

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

lint free cloth.



E

F

G

H

I

A

B

D

C

J

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2) 

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 6 bulbs.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 25 W 
CONVERSION TO MAX LED WATTAGE: 2-3 W
BULB: 6 X B-10 (NOT INCLUDED)

LAILA 49” RECTANGLE CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

protective coverings.

be installed.

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

lint free cloth.



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.
A

B

C
D
E

F

G

HI

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 4 bulbs. 

lint free cloth.



HI

A
B

C
D
E

F

G

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 8 X A-19 (NOT INCLUDED)

LAILA LARGE CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 8 bulbs. 

lint free cloth.



C

A

B

E

D

C. Anchors (2)

A. Mounting screw (2)
B. Wire connector (2) 

mounting screws (A).  Note: Anchors are used for concrete
wall, for wooden wall only screws can be used.

for all 2 bulbs.

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 2 X A-19 (NOT INCLUDED)

LAILA WALL SCONCE

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

8. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 
    

4. Pull wire from wall outlet box and attach ground wire  
    (usually green or bare wire) to the ground wire of fixture.
5. Attach hot wire from wall box (usually black) to hot wire of

fixture with a plastic wire connector (B) and wrap this 

 

7. Insert the bulb (D) into socket (E) as shown in picture. Repeat

3. Drill two holes on the wall corresponding to the key hole 

    

protective coverings.

be installed.

of lamp then knock the anchors (C) into the holes and fix

connection with an electrical tape.
6. Attach neutral wire from wall box (usually white) to neutral
    wire of plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

lint free cloth.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912082H0322CH LAILA CHAND 6 FT CHAIN
     2 METERS PER BOX/ CSV PARTS

A PT-LAILA PART

LIGHTING 912082H0322CN LAILA CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-LAILA PART

LIGHTING 912082H0355H LAILA CHAND CHAIN HOOK
     CHAIN HOOK

A PT-LAILA PART

LIGHTING 912082H134CH LAILA PENDANT 12 FT CHAIN
     ANTIQUE COPPER HANGING CHAIN

A PT-LAILA PART

LIGHTING 912082H134C6 LAILA PENDANT 6 FT CHAIN
     ANTIQUE COPPER HANGING CHAIN

A PT-LAILA PART

LIGHTING 912082H134CN LAILA PENDANT CANOPY
     ANTIQUE COPPER CANOPY

A PT-LAILA PART

PARTS INVENTORY



1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. ross  Drill holes on the ceiling corresponding with holes in c
    bar (D) then knock the anchors (C) into the holes. Attach 

protective coverings.

be installed.

ceiling only screws can be used.

knob (J). Do not over tight the knob.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with    

9. Restore power to the junction box and test lamp fixture.

    

4. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
5. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

7.  Insert the bulb (F) into socket (G) as shown in picture. Repeat

 

8. Flush the lamp shade (H) into the canopy (I) and screw the

    the cross bar (D) to the ceiling with mounting screws (A).  

    for all 4 bulbs.  

Note: Anchors are used for concrete ceiling, for wooden   

connection with an electrical tape.
6. Slide canopy (I) up and hold flush against cross bar (D) then
    screw the side screw (E) to the corresponding holes of cross

bar (D) to hang the fixture.

soft, lint free cloth.

662082H597

parts enclosed: important safety instructions:

warnings:

to assemble:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (4)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 4 X A-19 (NOT INCLUDED)

LAILA FLUSHMOUNT

C. Anchors (4)

J



662082H596

C. Anchors (6)
D. Screw (6) 

A. Mounting screw (4)
B. Wire connector (2)

parts enclosed: important safety instructions:

warnings:

to assemble:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 25 W 
CONVERSION TO MAX LED WATTAGE: 2-3 W
BULB: 8 X B-10 (NOT INCLUDED)

LAILA 70" RECTANGULAR CHANDELIER

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    any unnecessary links from the chain (G), if desired.

protective coverings.

be installed.

E

F

G

H

I

A

B

D

C

J

the ceiling plate (E) to the ceiling with screws (D) and 
mounting screws (A). Note: Anchors are used for concrete 
ceiling, for wooden ceiling only screws can be used.

for all 8 bulbs.

care instructions:
Do not use polishes or cleaners on your lamp. Just wipe with    

10. Restore power to the junction box and test lamp fixture.

    

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on ceiling plate (E) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Attach the canopy (F) with ceiling plate (E) and tighten the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat

4. Drill holes on the ceiling corresponding with holes in ceiling

    round screws (J).  

plate (E) then knock the anchors (C) into the holes. Attach 

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

soft, lint free cloth.

K



HI

A
B

C
D
E

F

G

parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. Professional installation recommended.
2. To avoid the risk of fire, do not exceed the recommended 

wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.

2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.

3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.

4. Keep flammable materials away from lit bulb.

A. Mounting screw (2)
B. Wire connector (2)

UL NO: E340057, UL RATING: DRY, MAX BULB WATTAGE: 40 W 
CONVERSION TO MAX LED WATTAGE: 4-5 W
BULB: 8 X A-19 (NOT INCLUDED)

LAILA LARGE CHANDELIER 

Do not use polishes or cleaners on your lamp. Just wipe with soft,   

10. Restore power to the junction box and test lamp fixture.

1. Carefully remove all parts from the box and remove all 

2. Turn OFF power to the junction box where the lamp will 

3. Measure desired drop of fixture from ceiling, and remove 
    links from chain (G), if desired.any unnecessary 

5. Pull wire from ceiling box and attach ground wire (usually 
    green or bare wire) on cross bar (D) with a screw. 
6. Attach hot wire from ceiling box (usually black) to hot wire
    on plastic wire connector (B) and wrap this fixture with a 

8. Slide canopy (E) up and hold flush against ceiling. Screw the 

 

9. Insert the bulb (I) into socket (H) as shown in picture. Repeat 

4. Attach cross bar (D) to ceiling outlet box using mounting 

    to the threaded tube (C) to hang the fixture. chain hook (F) 

protective coverings.

be installed.

screws (A).

connection with an electrical tape.
7. Attach neutral wire from ceiling box (usually white) to neutral
    wire on plastic wire connector (B) and wrapfixture with a 

this connection with an electrical tape.

for all 8 bulbs. 

lint free cloth.



 

parts enclosed: 
 

 

 

 

 
 

 
 
 

Lancia Brass Floor Lamp 66230L187KT 
 
 
 
 
 

 
important safety instructions: 

Never use with an extension cord unless plug can 
be fully inserted. Do not alter plug. 
 

to assemble: 
1. Remove all packing contents and parts from the 

cartons carefully 
2. Please be sure you have all parts indicated before 

you begin assembly. 
3. Pull excess wire through the base before 

assembling the lamp 
4. Place the lamp base (a) on a flat surface 
5. Screw the column (b) onto the base (a) until tight.  
6. Unscrew the socket ring (d) off the socket (c), 

attach shade (taken from another carton) to the 
socket, then tighten it with socket ring. 

7. Insert 1 type A 100W bulb (or suitable CFL 26W/ 
LED 20W bulb, not included) into the socket. 

 
DO NOT EXCEED SPECIFIED WATTAGE 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of chemicals or abrasive 

cleaners as they may cause damage to finish on the 
lamp.  

 

 

 
                                                         Made in China 

 

 



 

parts enclosed: 
 

 

 

 

 
 

 
 
 

Lancia Bronze Table Lamp 66230L189KT 
 
 
 
 
 

 
important safety instructions: 

Never use with an extension cord unless plug can 
be fully inserted. Do not alter plug 
 

to assemble: 
1. Remove all packing contents and parts from the 

cartons carefully 
2. Please be sure you have all parts indicated before 

you begin assembly. 
3. Pull excess wire through the base before 

assembling the lamp 
4. Place the lamp base (a) on a flat surface 
5. Screw the column (b) onto the base (a) until tight.  
6. Insert the harp (d) into the saddle 
7. Place the shade (e) taken from another carton) on 

top of harp (d). then tighten finial (f) clockwise to 
secure the shade 

8. Insert 1 type A 60W bulb (or suitable CFL 16W/ 
LED 13W bulb, not included) into the socket. 

 
DO NOT EXCEED SPECIFIED WATTAGE 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of chemicals or abrasive 

cleaners as they may cause damage to finish on the 
lamp.  

 

 

 
                                                         Made in China 

 

 



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 91230LANF LANCIA FLOOR LAMP FINIAL

     4 INCH BRONZE FINIAL
A PT-LANCIA PART

LIGHTING 91230LANS LANCIA FLOOR LAMP SHADE
     GREY LINEN COTTON SHADE

A PT-LANCIA

LIGHTING PARTS SKUS



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LANISTER LARGE MESH PENDANT
652036L046

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Adjust the height of cable and safety steel (E) wire you
need.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
7. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
8. Installation is complete , turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LANISTER MEDIUM MESH PENDANT
652036L045

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Adjust the height of cable and safety steel (E) wire you
need.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
7. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
8. Installation is complete , turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LANISTER SMALL MESH PENDANT
652036L044

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Adjust the height of cable and safety steel (E) wire you
need.
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Affix the mounting bracket (B) on the outlet box.
6. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
7. Attach the canopy (D) to the mounting bracket (B) and
secure with screws (A).
8. Installation is complete , turn on power at fuse or circuit
breaker.



Parts Enclosed:

A) Finial
B) Harp

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended

wattage for this fixture.    

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.    

2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.    

3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.    

4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
    the protective coverings.
2. Turn OFF the power to the circuit breaker where the lamp will 

be installed.     
3. Attach the Harp (B) to the Saddle  (C).

S  h  4. Unscrew Finial (A) and place hade on arp (B) and tighten
    f hinial (A) to arp (B).
5. Restore the power to the circuit breaker and test lamp fixture.

DO NOT use polishes or cleaners on your lamp.
wipe with soft, lint free cloth.

 

 

(A)

 ( C)

(B)

662889L669B LARGO TABLE LAMP BASE



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 912036H142CH LARKYN CHANDELIER 12 FT CH

     .16" X 12 FT BRONZE HANGING CH
A PT-LARKYN PART

LIGHTING 912036H142C6 LARKYN CHANDELIER 6 FT CH
     .16" X 6 FT BRONZE HANGING CH

A PT-LARKYN PART

LIGHTING 912036H142C LARKYN CHANDELIER CANOPY
     ANTIQUE BRONZE CANOPY

A PT-LARKYN PART

LIGHTING 912036H142SK LARKYN CHANDELIER GLASS STICKK
     NO K GLASS STICK

A PT-LARKYN PART

LIGHTING 912036H142SL LARKYN CHANDELIER GLASS STICKL
     NO L GLASS STICK

A PT-LARKYN PART

LIGHTING 912036H142SM LARKYN CHANDELIER GLASS STICKM
     NO M GLASS STICK

A PT-LARKYN PART

LIGHTING PARTS SKUS



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LARKYN CHANDELIER
662036H142

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain as needed using a
pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. According to the illustration, install the glass sticks
clusters (M) firstly, then install the glass sticks (K) secondly
and install the glass sticks (L) lastly.
11. Installation is complete, turn on power at fuse or circuit
breaker.

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.



Parts Enclosed:

A) Finial- 1 Pc
B) Harp- 1 Pc

Important Safety Instruction:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommended
wattage for this fixture.

UL NO-E194404, UL Rating: Dry, Bulb Wattage: 100 W
conversion to max 23W SBCFL OR 9W SBLED
Bulb: 1x Type A (Not included)

Warnings:

To Assemble:

Care Instructions:

Lathe Alabaster Table Lamp Base

1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing the light bulb.
3. Do not touch the bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable material away from lit bulb

1. Carefully remove all the parts from the box and remove all 
the protective coverings.
2. Turn OFF the power to the circuit breaker where the lamp will 
be installed.
3. Attach the Harp (B) to the Saddle ( C).
4. Unscrew Finial (A) and place the shade (Not included) on 
Harp (B) and tighten the Finial (A) to the Harp (B).
5. Restore the power to the circuit breaker and test lamp fixture.

DO  NOT  use  polishes  or  cleaners  on  your  lamp.Wipe  with 
soft, lint free cloth.



 

LATHE BLACK  

FLOOR LAMP BASE 
 
 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP-  1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 

UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
Bulb: 1xType A (Not included) 

 
 
 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 
 

       Care instructions: 
DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  



 

LATHE BLACK TABLE 

LAMP BASE 

 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP- 1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 
UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
Bulb: 1xType A (Not included) 

 
 
 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 
 

 Care instructions: 
DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  



 

LATHE NATURAL 

FLOOR LAMP BASE  
 
 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP- 1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 

UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
Bulb: 1xType A (Not included) 

 
 
 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 

      Care instructions: 
DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  



 

LATHE NATURAL 

TABLE LAMP BASE 
 
 
 

 
Parts enclosed:  

A- FINIAL- 1 PIECE 
B-  HARP- 1 PIECE 

 
 

 
Important safety instructions: 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the 
recommended     wattage for this fixture. 

 
UL NO-E492403, UL RATING: DRY, BULB WATTAGE-
100W CONVERSION TO MAX 23W SBCFL OR 9W 
SBLED 
Bulb: 1xType A (Not included) 

 
 
 

 

Warning:- 

1. Do not remove the lamp from its packaging by 
pulling on the power cord, as a bad connection may 
result. 

2. To avoid the risk of fire, electrical shock, or personal 
injury, turn off lamp and allow it to cool prior to 
replacing light bulb. 

3. Do not touch bulb when fixture is turned on or look 
directly at lit bulb. 
4. Keep flammable materials away from lit bulb. 

 
 
 
 

 

To assemble: 

1. Carefully remove all part from the box and remove 
all protective coverings. 

2. Turn OFF power to the circuit breaker where the 
lamp will be installed. 

3. Attach Harp (B) to the Saddle(C). 

4. Unscrew Finial (A) & place shade on Harp (B) and 
tighten finial (A) to harp (B). 

5. Restore Power to the circuit breaker and test lamp 
fixture.  

 
 
 

Care instructions: 
DO NOT use polishes or cleaners on your lamp. 
Wipe with soft, lint free cloth.  





Leaf Table Lamp

parts enclosed:   important safety instructions:

(A.) Finial (1)    1. To avoid the risk of fire, do not exceed the  
(B.) Harp (1)     recommended wattage for this fixture. 

                   
   MAX BULB WATTAGE: 250 W
   BULB: 1 x A-19 (NOT INCLUDED)

   warnings:                                                 

   1. Do not remove the lamp from its packaging by pulling 
       on the power cord, which could cause a bad connection.  
    2. To avoid the risk of fire, electrical shock, or personal
        injury, turn off lamp and allow it to cool prior to 
        replacing light bulb. 
   3. Do not touch bulb when fixture is turned on or look
        directly at lit bulb. 
   4. Keep flammable materials away from lit bulb.

    to assemble:

   1. Remove lamp parts from carton.
   2. Place the lamp base (D) on a flat surface.
   3. Insert the harp (B) into the harp saddle (C).
   4. Place the shade (not included) on to the harp (B).
   5. Gently tighten the finial (A) and affix the shade in place.

    care instructions:

   Dust with a dry or dampened cloth or with a vacuum 
   cleaner attachment



      
 
 
 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 

 
 

 
 

 

 

 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 care instructions:  

UL RATING: DRY, BULB WATTAGE MAX 40W  
(BULB NOT INCLUDED) 

to assemble:  

warnings:  

Clean with a dry, soft cloth only. Do not use any 
harsh abrasives or chemical agents.  
 

Carefully crafted by Italian artisans, this product is 
entirely made by hand. Individual pieces may vary 
in color, pattern, shape, and texture, making each 
truly unique. 
 



       
 
 
 
 
 

 
 

 
 

 
 

 
 

 
 

 
 

 

 

 
 

 
 

 

 

 
 

 
 

 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

UL RATING: DRY, BULB WATTAGE MAX 40W  
(BULB NOT INCLUDED) 

care instructions:  

to assemble:  

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents.  
 

warnings:  

Carefully crafted by Italian artisans, this product is entirely 
made by hand. Individual pieces may vary in color, pattern, 
shape, and texture, making each truly unique. 
 





      
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
care instructions:  

Carefully crafted by Italian artisans, this product is 
entirely made by hand. Individual pieces may vary in 
color, pattern, shape, and texture, making each truly 
unique. 
 

UL RATING: DRY, BULB WATTAGE MAX 40W  
(BULB NOT INCLUDED) 

to assemble:  

 warnings:  

Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents.  
 



       
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
care instructions:  
Clean with a dry, soft cloth only. Do not use any harsh 
abrasives or chemical agents.  
 

Carefully crafted by Italian artisans, this product is 
entirely made by hand. Individual pieces may vary in 
color, pattern, shape, and texture, making each truly 
unique. 
 

UL RATING: DRY, BULB WATTAGE MAX 40W  
(BULB NOT INCLUDED) 

to assemble:  

warnings:  





UL RATING: DRY, BULB WATTAGE 40W 
BULB: 1x TYPE (NOT INCLUDED)



 

parts enclosed: 
 

 

 

 

 
 

 
 
 

Lennon Double Sconce Trim Shades 
66230H191 
 
 
 
 

 
important safety instructions: 

WE RECOMMENED INSTALLATION BY A 
LICENSED ELECTRICIAN. 
 

to assemble: 
1. Remove all packing contents and parts from the 
carton(s)carefully 
2. Please be sure you have all parts indicated before you 
begin assembly. 
3.turn off power to the junction box where the lamp will be 
installed. 
4.remove the mounting plate (a) from the back plate of 
sconce(b) by loose plate screws(d). 
5.pull the electrical cord of "j box” through the exit hole of 
the mounting plate(a). 
6. Attach the ground wire from the fixture to the ground 
junction box wire from the outlet (usually green or bare 
wire). Fasten each together with a plastic wire connector 
(c) and wrap the connection with electrical tape. If your 
outlet box does not have a ground wire, insert the green 
ground screw into the mounting plate (a) facing down, and 
wrap the fixture's bare ground wire around the ground 
screw. It is imperative that the outlet box in your home be 
properly grounded.   
7. Connect the neutral fixture wire to the neutral junction 
box wire (usually white). Fasten each together   with a 
wire connector (c) and wrap the connection with electrical 
tape. Be sure no strands are exposed.  
8.connect the hot fixture wire to the hot junction box wire 
(usually black). Fasten each together    with a plastic wire 
connector (c) and wrap the connection with electrical 
tape. Be sure no wire strands   are exposed.  Do not 
reverse the hot and neutral connections or safety will be 
compromised. 
9. Gently tuck the wire connections neatly into the wall 
junction box. 
10.attach the mounting plate (a) to the outlet box using 
the mounting screws(b), tighten with a screwdriver. 
11.attach the back plate to the mounting plate(a) using 
the enclosed plate screws(d).      Tighten screws with a 
screwdriver 
12.install two type t 5w led bulb (f, not included) into 
threaded socket. 
       Do not exceed specified wattage. 
13.take the shade(g)from another carton, then place the 
shade cover the bulb till secure. 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of chemicals or abrasive 

cleaners as they may cause damage to finish on the 
sconce.  

 

 

 
                                                         Made in China 

 

 



 

parts enclosed: 
 

   
 

 

 

   
   

 
 

 
 
 

Lennon Swing Arm Sconce White Shade 
66230H192 
 
 
 
 

 
important safety instructions: 

WE RECOMMENED INSTALLATION BY A 
LICENSED ELECTRICIAN. 
 

to assemble: 
1. Remove all packing contents and parts from the 
carton(s)carefully 
2. Please be sure you have all parts indicated before you 
begin assembly. 
3.turn off power to the junction box where the lamp will be 
installed. 
4.remove the mounting plate (a) from the back plate of 
sconce(b) by loose plate screws(d). 
5.pull the electrical cord of "j box” through the exit hole of 
the mounting plate(a). 
6. Attach the ground wire from the fixture to the ground 
junction box wire from the outlet (usually green or bare 
wire). Fasten each together with a plastic wire connector 
(c) and wrap the connection with     electrical tape. If your 
outlet box does not have a ground wire, insert the green 
ground screw into the mounting plate (a) facing down, and 
wrap the fixture's bare ground wire around the ground 
screw.    It is imperative that the outlet box in your home 
be properly grounded.   
7. Connect the neutral fixture wire to the neutral junction 
box wire (usually white). Fasten each together   with a 
wire connector (c) and wrap the connection with electrical 
tape. Be sure no strands are exposed.  
8.connect the hot fixture wire to the hot junction box wire 
(usually black). Fasten each together    with a plastic wire 
connector (c) and wrap the connection with electrical 
tape. Be sure no wire strands   are exposed.  Do not 
reverse the hot and neutral connections or safety will be 
compromised. 
9. Gently tuck the wire connections neatly into the wall 
junction box. 
10.attach the mounting plate (a) to the outlet box using 
the mounting screws(b), tighten with a screwdriver. 
11.attach the back plate to the mounting plate(a) using 
the enclosed plate screws(d).      Tighten screws with a 
screwdriver12.install one type t 5w led bulb (f, not 
included) into threaded socket. 
       Do not exceed specified wattage. 
13.take the shade(g)from another carton, then place the 
shade cover the bulb till secure. 
*PLEASE NOTE THE SCONCE CAN BE SWIWEL AS 
THE DOTTED LINES SHOWN 
 
care instructions: 
1. Wipe clean with a soft, dry cloth or static duster. 
2. Always avoid the use of chemicals or abrasive 

cleaners as they may cause damage to finish on the 
sconce.  

 

 

 
                                                         Made in China 

 

 



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND 1-TIER BRONZE CHAND
662036H201

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the screws (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable(H) and naked earth cable (I) through
the chain(E) in every 3-4 rings until through the ceiling loop
(J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C) , push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the crystals (K) on the lamp body according to the
illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND 6 LT BRASS CHANDELIER
760LEY6LTC

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Install the top part (M) on the screw nipple (N).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the bulbs on the sockets.
11. Install the crystal sticks (K) / (L) in the right places
according to the illustration.
12. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND 11 LT BRASS CHANDELIER
760LEY11CB

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Install the top part (K) on the screw nipple (L).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED
OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the bulbs on the sockets.
11. Install the crystal sticks (M) / (N) in the right places
according to the illustration.
12. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND 22 LT BRASS CHANDELIER
760LEY22LC

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.
3. Chandeliers weighing more than 50 lbs. cannot be
mounted alone to a standard outlet box and require
additional bracing above the ceiling where they are to be
installed. Professional installation is required.

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Install the top part (K) on the screw nipple (L).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED
OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the bulbs on the sockets.
11. Install the crystal sticks (M) in the right places according
to the illustration.
12. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL FLUSH MOUNT
760LEYFMNK

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (C) from the base by
loosening the screws (D).
3. Affix the mounting bracket (C) on the outlet box with the
mounting screws (B).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Hold the lamp body and wrap both safety cable with
nipples (A).
6. Attach the base to the mounting bracket (C) and then fix
it with push the cable into the outlet box.
7. Install the bulbs on the sockets side screws (D) with a
screwdriver.
8. Install the crystals (E) on the lamp body according to the
illustration.
9. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL RECT CHANDELIER
652036H378-2

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the rectangular
base (C) by loosening the screws (D).
3. Taking off the open ring (F) and use the dimensions of the
fixture as a guide, shorten the chain as needed using a pair
of chain pliers.
4. Use the open ring (F) to link the chain and the loop (J),
then put the cable (G) and naked earth cable (H) through the
chain in every 3-4 rings until through the ceiling loop (E).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Hold the lamp body and wrap both safety cable with
nipples (A), push the cable into the outlet box.
8. Attach the rectangular base (C) to the mounting bracket
(B) and secure with screws (D).
9. Install the bulbs on the sockets.
10. Install the crystals (I) on the lamp body according to the
illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL TABLE LAMP
760LEYTBLN

1. Carefully remove all parts from the box.
2. Install the top part (A) in the screw nipple (B).
3. Install the bulbs on the sockets.
4. Install the crystals (C) /(D) on the lamp body according
to the illustration.
5. Plug the lamp into wall outlet.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036BR4CH LEYLAND 4MM BRS 12 FT CHAIN
     .16" X 12 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BR4CH6 LEYLAND 4MM BRS 6 FT CHAIN
     .16" X 6 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ4CH LEYLAND 4MM BRZ 12 FT CHAIN
     .16" X 12 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ4CH6 LEYLAND 4MM BRZ 6 FT CHAIN
     .16" X 6 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK4CH LEYLAND 4MM NIK 12 FT CHAIN
     .16" X 12 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK4CH6 LEYLAND 4MM NIK 6 FT CHAIN
     .16" X 6 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036BR6CH LEYLAND 6MM BRS 12 FT CHAIN
     .24" X 12 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BR6CH6 LEYLAND 6MM BRS 6 FT CHAIN
     .24" X 6 FT BRASS CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ6CH LEYLAND 6MM BRZ 12 FT CHAIN
     .24" X 12 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036BZ6CH6 LEYLAND 6MM BRZ 6 FT CHAIN
     .24" X 6 FT BRONZE CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK6CH LEYLAND 6MM NIK 12 FT CHAIN
     .24" X 12 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036NK6CH6 LEYLAND 6MM NIK 6 FT CHAIN
     .24" X 6 FT NICKEL CHAIN

A PT-LEYLAND PART

LIGHTING 912036BRCN LEYLAND BRASS ROUND CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-LEYLAND PART

LIGHTING 912036L482F LEYLAND BRONZE LAMP FINIAL
     BRONZE LAMP FINIAL-TBL OR FLR

A PT-LEYLAND PART

LIGHTING 912036BZCN LEYLAND BRONZE ROUND CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-LEYLAND PART

LIGHTING 65LEYFLRBASE LEYLAND FLOOR LAMP - BASE ONLY
     REPLACEMENT BASE

T PT-LEYLAND PART

LIGHTING 912036LEYCRL LEYLAND LARGE CRYSTAL
     8" CRYSTAL

A PT-LEYLAND PART

LIGHTING 912036NKCN LEYLAND NICKEL ROUND CANOPY
     4.75" DIAM CANOPY W/ HRDWR

A PT-LEYLAND PART

LIGHTING 912036BRCNR LEYLAND RECT BRASS CANOPY
     32" X 4.75" RECT CANOPY

A PT-LEYLAND PART

LIGHTING 912036BZCNR LEYLAND RECT BRONZE CANOPY
     32" X 4.75" RECT CANOPY

A PT-LEYLAND PART

LIGHTING 912036NKCNR LEYLAND RECT NICKEL CANOPY
     32" X 4.75" RECT CANOPY

A PT-LEYLAND PART

LIGHTING 912036LEYCL LEYLAND S/10 BRONZE CLIPS
     SET OF 10 BRONZE CLIPS

A PT-LEYLAND PART

LIGHTING 912036LEYCRS LEYLAND SMALL CRYSTAL
     5" CRYSTAL

A PT-LEYLAND PART

PARTS INVENTORY



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRASS 5- TIER CHAND
662036H264

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the crystal sticks (K) in the right places according
to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRASS FLOOR LAMP
760LEYFLBR

1. Carefully remove all parts from the box.
2. Install the centre pole (D) on the base (G) first, then
install the centre pole (C) on the top body, then adjust the
cable at bottom of the base (G) and link the centre pole
(C) and the centre pole (D) together.
3. Adjust the length of the cable again and lock the cable
with screwing the buckle (H).( see the illustration).
4. Peel off the yellow paper on the flannelette (I) and then
stick it on the bottom base (G).
5. Install the top part (A) to the screw nipple (B) together.
6. Install the bulbs on the sockets.
7. Install the crystals (E)/(F) on the lamp body according
to the illustration.
8. Plug into a proper electrical outlet and test the fixture.
9. Installation is complete.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRASS WALL SCONCE
760LEYSCNE

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the base (D) by
loosening the nuts (C).
3. Affix the mounting bracket (B) on the outlet box with the
screws (A).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cable (E) with nipples (D), push the
base on the bracket (B) and then affix it with the nuts (C).
6. Install the bulbs on the sockets and then put the crystal
sticks (F)/(G) on the lamp body.
7. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRONZE 5- TIER
CHAND 662036H266

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the crystal sticks (K) in the right places according
to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRONZE FLOOR LAMP
652036L0483

1. Carefully remove all parts from the box.
2. Install the centre pole (D) on the base (G) first, then
install the centre pole (C) on the top body, then adjust the
cable at bottom of the base (G) and link the centre pole
(C) and the centre pole (D) together.
3. Adjust the length of the cable again and lock the cable
with screwing the buckle (H).( see the illustration).
4. Peel off the yellow paper on the flannelette (I) and then
stick it on the bottom base (G).
5. Install the top part (A) to the screw nipple (B) together.
6. Install the bulbs on the sockets.
7. Install the crystals (E)/(F) on the lamp body according
to the illustration.
8. Plug into a proper electrical outlet and test the fixture.
9. Installation is complete.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND BRONZE WALL SCONCE
652036H0273

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the base (D) by
loosening the nuts (C).
3. Affix the mounting bracket (B) on the outlet box with the
screws (A).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cable (E) with nipples (D), push the
base on the bracket (B) and then affix it with the nuts (C).
6. Install the bulbs on the sockets and then put the crystal
sticks (F)/(G) on the lamp body.
7. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL 5- TIER CHAND
662036H265

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
3. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
4. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Affix the mounting bracket (B) on the outlet box.
7. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
8. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
9. Install the bulbs on the sockets.
10. Install the crystal sticks (K) in the right places according
to the illustration.
11. Installation is complete, turn on power at fuse or circuit
breaker.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND NICKEL FLOOR LAMP
652036L0547

1. Carefully remove all parts from the box.
2. Install the centre pole (D) on the base (G) first, then
install the centre pole (C) on the top body, then adjust the
cable at bottom of the base (G) and link the centre pole
(C) and the centre pole (D) together.
3. Adjust the length of the cable again and lock the cable
with screwing the buckle (H).( see the illustration).
4. Peel off the yellow paper on the flannelette (I) and then
stick it on the bottom base (G).
5. Install the top part (A) to the screw nipple (B) together.
6. Install the bulbs on the sockets.
7. Install the crystals (E)/(F) on the lamp body according
to the illustration.
8. Plug into a proper electrical outlet and test the fixture.
9. Installation is complete.



parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LEYLAND WALL NICKEL SCONCE
652036H0376

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the base (D) by
loosening the nuts (C).
3. Affix the mounting bracket (B) on the outlet box with the
screws (A).
4. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
5. Wrap both safety cable (E) with nipples (D), push the
base on the bracket (B) and then affix it with the nuts (C).
6. Install the bulbs on the sockets and then put the crystal
sticks (F)/(G) on the lamp body.
7. Installation is complete, turn on power at fuse or circuit
breaker.



1. Carefully remove all parts from the box.
2. Install the centre part (K) on the screw nipple( L) firmly.
3. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the metal sticks (R) / (S) in each latitude circle
holes firmly on the metal ball in alternate way.
11. Take off the ball screws (M) and rubber rings (N) and
then install the glass ornaments (O) / (P) on the metal sticks
which on each latitude circle in alternate way according to
the illustration. And then affix them with the rubber rings (N)
and the ball screws (M).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY 24" CHANDELIER
662036H109



1. Carefully remove all parts from the box.
2. Install the centre part (K) on the screw nipple( L) firmly.
3. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the metal sticks (R) / (S) in each latitude circle
holes firmly on the metal ball in alternate way.
11. Take off the ball screws (M) and rubber rings (N) and
then install the glass ornaments (O) / (P) on the metal sticks
which on each latitude circle in alternate way according to
the illustration. And then affix them with the rubber rings (N)
and the ball screws (M).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY 32" CHANDELIER
662036H108



CATEGORY SKU DESCRIPTION STATUS COLLECTION ROUTE
LIGHTING 912036H108CH LILY CHAND 12 FT CHAIN

     12 FT CHAIN
A PT-LILY PART

LIGHTING 912036H108SS LILY CHAND 12.25" BRASS STICK
     12.25" BRASS STICK

A PT-LILY PART

LIGHTING 912036H108SL LILY CHAND 13.38" BRASS STICK
     13.38" BRASS STICK

A PT-LILY PART

LIGHTING 912036H109FS LILY CHAND 4.38" GLASS FLOWER
     4.38" LILY PAD

A PT-LILY PART

LIGHTING 912036H108FM LILY CHAND 5.13" GLASS FLOWER
     5.13" LILY PAD

A PT-LILY PART

LIGHTING 912036H108FL LILY CHAND 5.88" GLASS FLOWER
     5.88" LILY PAD

A PT-LILY PART

LIGHTING 912036H108CH6 LILY CHAND 6 FT CHAIN
     6 FT CHAIN

A PT-LILY PART

LIGHTING 912036H109SS LILY CHAND 8.5" BRASS STICK
     8.5" BRASS STICK

A PT-LILY PART

LIGHTING 912036H109SL LILY CHAND 9.5" BRASS STICK
     9.5" BRASS STICK

A PT-LILY PART

LIGHTING 912036H108B LILY CHAND BRASS SCREW BALL
     BRASS SCREW BALL

A PT-LILY PART

LIGHTING 912036H108CN LILY CHAND ROUND CANOPY
     CANOPY W/ HARDWARE

A PT-LILY PART

LIGHTING 912036H108W LILY CHAND SILICON WASHER
     SILICON WASHER REPLACEMENT

A PT-LILY PART

LIGHTING 912036H108F LILY CHANDELIER FINIAL
     0.7" BRASS PLATED FINIAL

A PT-LILY PART

LIGHTING PARTS SKUS



1. Carefully remove all parts from the box.
2. Install the centre part (K) on the screw nipple ( L) firmly.
3. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the metal sticks (R) / (S) in each latitude circle
holes firmly on the metal ball in alternate way.
11. Take off the ball screws (M) and rubber rings (N) and
then install the glass ornaments (O) / (P) on the metal sticks
which on each latitude circle in alternate way according to
the illustration. And then affix them with the rubber rings (N)
and the ball screws (M).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY BLACK 8-LIGHT CHANDELIER
662036H430



1. Carefully remove all parts from the box.
2. Install the centre part (K) on the screw nipple ( L) firmly.
3. Remove the mounting bracket (B) from the canopy (D) by
loosening the lock collar (A).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the metal sticks (R) / (S) in each latitude circle
holes firmly on the metal ball in alternate way.
11. Take off the ball screws (M) and rubber rings (N) and
then install the glass ornaments (O) / (P) on the metal sticks
which on each latitude circle in alternate way according to
the illustration. And then affix them with the rubber rings (N)
and the ball screws (M).
12. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY BLACK 10-LIGHT CHANDELIER
662036H431



1. Carefully remove all parts from the box.
2. Install the bulbs on the sockets.
3. Install the metal sticks (E) (F) in each latitude circle holes
firmly on the metal ball in alternate way.
4. Loosen the side screws (C) and take the mounting
bracket (B) from the base. Then fix the bracket (B) with
screws (A) to the wall.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Connect the 2 power wires (black and white color) with
connectors (D) and earth wire according to their colors.
7. Attach the base to the bracket (B) and secure with side
screws (C) again.
8. Take off the ball screws (I) and rubber rings (H) and then
install the glass ornaments (G)/ (J) (big and small) on the
metal sticks (E) (F) which on each latitude circle in alternate
way according to the illustration. And then affix them with
the rubber rings (H) and the ball screws (I). NOTE: big glass
on the long metal stick while small glass on the short metal
stick, and one clear washer at the bottom and two washers
on the top.
9. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY BLACK FLUSHMOUNT
662036H432



1. Carefully remove all parts from the box.
2. Install the bulbs on the sockets.
3. Install the metal sticks (E) (F) in each latitude circle holes
firmly on the metal ball in alternate way.
4. Loosen the side screws (C) and take the mounting
bracket (B) from the base. Then fix the bracket (B) with
screws (A) to the wall.
5. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
6. Connect the 2 power wires (black and white color) with
connectors (D) and earth wire according to their colors.
7. Attach the base to the bracket (B) and secure with side
screws (C) again.
8. Take off the ball screws (I) and rubber rings (H) and then
install the glass ornaments (G)/ (J) (big and small) on the
metal sticks (E) (F) which on each latitude circle in alternate
way according to the illustration. And then affix them with
the rubber rings (H) and the ball screws (I). NOTE: big glass
on the long metal stick while small glass on the short metal
stick, and one clear washer at the bottom and two washers
on the top.
9. Installation is complete, turn on power at fuse or circuit
breaker.

parts enclosed: important safety instructions:
1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LILY FLUSHMOUNT
662036H274



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

(A) Lamp body (1)
(B) Shade  (1)
(C) Shade Finial (1) ETL NO: ETL5018481,ETL RATING: DRY, MAX BULB WATTAGE: 

120W CONVERSION TO MAX LED WATTAGE: 24W
BULB: (2) A-19 [BULBS NOT INCLUDED]

1. Remove lamp parts from carton.
2. Place the lamp base (A) on a flat surface.
3. Remove the shade finial (C) from the lamp 
base (A).
5. Screw (2) bulbs into the sockets completely.
6. Place the shade (B) onto the lamp body (A).
7. Screw the shade finial (C) and adjust the 
shade as required to sit level.
8. Plug in the lamp.

Wipe with a clean, dry cloth. Do not use polishes 
or cleaners on your lamp.

(C)

(B)

(A)

LINDEN BRASS FLOOR LAMP



parts enclosed: important safety instructions:

warnings:

to assemble:

care instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded 
wattage for this fixture.

1. Do not remove the lamp from its packaging by pulling on 
the power cord, as a bad connection may result.
2. To avoid the risk of fire, electrical shock, or personal injury, 
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly 
at lit bulb.
4. Keep flammable materials away from lit bulb.

ARHAUS NAME AND SKU OF PRODUCT

LINDEN BRASS TABLE LAMP

(A) Harp  (1)
(C) Shade  (1)
(D) Shade Finial (1) ETL NO: ETL5018481,ETL RATING: DRY, MAX BULB WATTAGE: 

120W CONVERSION TO MAX LED WATTAGE: 24W
BULB: (1) A-19 [BULB NOT INCLUDED]

1. Remove lamp parts from carton.
2. Place the lamp base (E) on a flat surface.
3. Place the harp (A) on the lamp base (E).
4. Remove the shade finial (D) from the harp (A).
5. Screw the bulb into the socket completely.
6. Place the shade (C) onto the harp (A).
7. Screw the shade finial (D) and adjust the 
shade as required sit level.
8. Plug in the lamp.

Wipe with a clean, dry cloth. Do not use polishes 
or cleaners on your lamp.

(D)

(A)

(C)

(B)

(E)



parts enclosed: important safety instructions:

1. We recommend installation by a licensed electrician.
2. To avoid the risk of fire, do not exceed the recommeded
wattage for this fixture.

warnings:
1. Do not remove the lamp from its packaging by pulling on
the power cord, as a bad connection may result.
2. Toavoid the risk of fire, electrical shock, or personal injury,
turn off lamp and allow it to cool prior to replacing light bulb.
3. Do not touch bulb when fixture is turned on or look directly
at lit bulb.
4. Keep flammable materials away from lit bulb.

to assemble:

care instructions:
Clean with a dry, soft cloth only. Use no harsh abrasives
or chemical agents.

LOUISE CHANDELIER
652036H0274

1. Carefully remove all parts from the box.
2. Remove the mounting bracket (B) from the canopy (D)
by loosening the lock collar (A).
3. Install the top part (K) on the screw nipple (L).
4. Taking off the open ring (F) and use the dimensions of
the fixture as a guide, shorten the chain (E) as needed
using a pair of chain pliers.
5. Use the open ring (F) to link the chain (E) and the loop
(G), then put the cable (H) and naked earth cable (I)
through the chain (E) in every 3-4 rings until through the
ceiling loop (J).
6. INSURE THE ELECTRICITY SUPPLY IS TURNED OFF.
7. Affix the mounting bracket (B) on the outlet box.
8. Wrap both safety cable with nipples (C), push the cable
into the outlet box.
9. Attach the canopy (D) to the mounting bracket (B) and
secure with lock collar (A).
10. Install the ornaments (M) / (N) / (O) in the right places
according to the illustration.
11. Install the bulbs on the sockets.
12. Installation is complete, turn on power at fuse or circuit
breaker.



Super
Category

Product ID Description Stat Collection Route

LIGHTING 912036H274CH LOUISE CHAND 12 FT CHAIN
     .16" X 12 FT CHAIN

A PT-LOUISE PART

LIGHTING 912036H274CH6 LOUISE CHAND 6 FT CHAIN
     .16" X 6 FT CHAIN

A PT-LOUISE PART

LIGHTING 912036H274CN LOUISE CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-LOUISE PART

LIGHTING 912036H274CRC LOUISE CHAND CRYSTAL STRAND
     WOODEN BEAD STRAND

A PT-LOUISE PART

LIGHTING 912036H274CRL LOUISE CHAND LG CRYSTAL
     WOOD DROP W/ STRAND

A PT-LOUISE PART

LIGHTING 912036H274CL LOUISE CHAND S/10 CLIPS
     SET OF 10 CLIPS

A PT-LOUISE PART

LIGHTING 912036H274CRS LOUISE CHAND SM CRYSTAL
     WOOD DROP BEAD

A PT-LOUISE PART

PARTS INVENTORY





 
   

  
 

 

 

ITEM

Wire Connectors

Mounting Screw

Canopy

1

Bulb (not included)

Socket

(H)

(B)

(A)

(C)

(D)

(E)

(F)

(G)

Glass Shade 1

1

2

1

3

QTY

3

1

DIAGRAM DESCRIPTION

Canopy Screw

green ground screw
Mounting Plate &

Cable Tie 1(I)

B
A

C

DE

F

G

H

I
Screw Driver

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of one 9-watt 

Type B LED lightbulb (60-watt incandescent bulb equivalent) for this fixture. 

 

warnings: 
1. Do not remove the fixture from packaging by pulling on the power cord as a 

bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

 

to assemble: 
1. Shut off power at the outlet box where the fixture will be installed  
2. Carefully remove all parts from the box and remove all plastic coverings. Take 

care not to lose any small parts. 
3. Determine the desired hanging height, unlock the screw at the Cable Tie (I) 

with a screwdriver, pull the wire gently to desired length, and tighten the 
screws on the Cable Tie (I).  

4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws (C) 
and tighten the Mounting Screws (C) with a screwdriver. Ensure the side of 
the Mounting Plate (B) marked “GND” is facing out. 

5. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (A). 
Connect the white wire from fixture to the neutral wire (usually white or ribbed) 
from the outlet box using a wire connector (A). DO NOT REVERSE THE HOT 
AND NEUTRAL WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

6. If the outlet box has a ground wire (green or bare copper), connect the green 
ground wire from the fixture to it using a wire connector (A). If the outlet box 
does not have a ground wire, connect the green ground wire from the fixture 
to the green ground screw provided on the Mounting Plate (B).  

7. Tuck these wire connections neatly into the outlet box, align the three holes of 
the Canopy (E) with the corresponding holes on the Mounting Plate (B), 
secure the Canopy (E) with the Canopy Screws (D) until the fixture is secured 
to the ceiling. 

8. Install the Light Bulb (G) (not included) in accordance with the fixture’s 
specifications (DO NOT EXCEED THE SPECIFIED WATTAGE RATING) onto 
the Socket (F). 

9. Screw Glass Shade (H) over Socket (F). 
10. Installation is completed. Turn on the power at the circuit breaker or fuse box. 

Turn the light switch to activate the fixture. 

parts enclosed: 

LUCENS BRASS 1‐LT PENDANT 6610031H653 

care instructions: 
Wipe all surface with a soft, dry cloth. Do not use any 

harsh cleaners (including ammonia-based products) or 

abrasives on the fixture as they will damage the surface. 



 
   

  
 

 
 

 
 

ITEM

(A)

(B)

(C)

(D)

(E)

(F)

(G)

Mounting Plate &
green ground screw

DIAGRAM

1

Canopy Screw 2

Wire Connectors

2Mounting Screw

3

1

3

Canopy

3

Light Bulb (not included)

Glass Shade

(H)

(I)
4*6"
4*12"
3*24"

Pivot Joint 1

Pipe

DESCRIPTION QTY

B

D

A

G

E

F

C

D

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT 
BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. To avoid the risk of fire, do not exceed the recommended wattage of three 9-

watt Type B LED lightbulb (60-watt incandescent bulb equivalent) for this 
fixture. 

 

warnings: 
1. All wires are connected. Do not remove the fixture from packaging by pulling 

on the wires as a bad connection may result. 
2. To avoid the risk of fire, electrical shock, or personal injury, always turn off 

fixture and allow it to cool prior to replacing the lightbulb. 
3. Do not touch bulb when fixture is turned on or look directly at lit bulb.  
4. Keep flammable materials away from lit bulb. 

to assemble as semi flush: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Attach the Mounting Plate (B) to outlet box using the Mounting Screws (C), 

tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked “GND” is facing out. 

4. Assemble one 12”Length Pipe (I) to the fixture body. Feed the wire 
through Pipe (I) and Canopy (E) 

5. While holding the fixture, connect the black wire from fixture to the hot wire 
(usually black or smooth) from the outlet box using a wire connector (A). 
Connect the white wire from fixture to the neutral wire (usually white or 
ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

6.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(B).  

7. Tuck these wire connections neatly into the outlet box, align the two holes 
of the Canopy (E) with the corresponding holes on the Mounting Plate (B), 
secure the Canopy (E) with the Canopy Screws (D) until the fixture is 
secured to the ceiling. 

8. Install the proper light bulbs (G) (not included) in accordance with the 
fixture’s specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

9. Install the Glass Shades (F) onto Sockets by screwing clockwise. 
10. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 

parts enclosed: 

LUCENS BRASS 3‐LT SEMI FLUSH 6610031H652 
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to assemble as pendant: 
1. Carefully remove all parts from the box and remove all protective 

coverings. Take care not to lose any small parts. 
2. Turn OFF power at the outlet box where the fixture will be installed. 
3. Determine desired hanging height, feed the wires though Pipes (I), Pivot 

Joint (H) and Canopy (E), and assemble the Pipes (I) onto the fixture 
body. 

4. Attach the Mounting Plate (B) to outlet box using the Mounting Screws 
(C), tighten with a screwdriver. Ensure the side of the Mounting Plate (B) 
marked “GND” is facing out. 

5. While holding the fixture, connect the black wire from fixture to the hot 
wire (usually black or smooth) from the outlet box using a wire connector 
(A). Connect the white wire from fixture to the neutral wire (usually white 
or ribbed) from the outlet box using a wire connector (A). DO NOT 
REVERSE THE HOT AND NEUTRAL WIRE CONNECTIONS; 
OTHERWISE, SAFETY WILL BE COMPROMISED. 

6.  If the outlet box has a ground wire (green or bare copper), connect the 
green ground wire from the fixture to it using a wire connector (A). If the 
outlet box does not have a ground wire, connect the green ground wire 
from the fixture to the green ground screw provided on the Mounting Plate 
(B).  

7. Tuck these wire connections neatly into the outlet box, align the two holes 
of the Canopy (E) with the corresponding holes on the Mounting Plate 
(B), secure the Canopy (E) with the Canopy Screws (D) until the fixture is 
secured to the ceiling. 

8. Install the proper light bulbs (G) (not included) in accordance with the 
fixture’s specifications (DO NOT EXCEED THE SPECIFIED WATTAGE 
RATING). 

9. Install the Glass Shades (F) onto Sockets by screwing clockwise. 
10. Installation is completed. Turn on the power at the circuit breaker or fuse 

box. Turn the light switch to activate the fixture. 
 

care instructions: 
Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on the fixture as they will 

damage the surface. 

 

LUCENS BRASS 3‐LT SEMI FLUSH 6610031H652 
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1

4

Wire Connector 3

Mounting Screw 2

1Canopy

Wood screw 2

Ground Wire

2Hex Nut

2Internal Star Washer

1Spring Washer

(A)

(B)

(C)

(D)

(E)

(F)

(G)

(H)

DIAGRAM DESCRIPTION

(I)

(J)

(K)

(L)

(M)

(N)

(O)

(P)

(Q)

Anchor 2

1

1

5

5

2

Reinforce Plate

Pivot Joint

Pipe with Nipple

Frame

Light Bulb (not included)

Glass Shade

QTYITEM

Mounting Plate &
green ground screw

1

Canopy Screw

18"*8

6"*8
12"*8

(R) Fiberglass Sleeve 1

parts enclosed: 

LUCENS BRASS 5‐LT LINEAR CHANDELIER 6610031H654 
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6. Place the Spring Washers (G) and Hex Nuts (F) over one nipple in 
sequence; place one Internal Star Washer (H), the Ground Wire (I), 
another Internal Star Washer (H) and Hex Nut (F) over the other 
nipple in sequence. Tighten all the Hex Nuts (F).  

7. Drill two holes into the ceiling for inserting the Anchors (A). Insert an 
anchor into each hole in the ceiling.  

8. Attach the Mounting Plate (B) to the outlet box with the Mounting 
Screws (E). Insert the Wood Screws (C) through the corresponding 
holes on the Mounting Plate (B) into the Anchors (A), tighten the 
Wood Screws (C) using screwdriver. 

9. While holding the fixture, connect the black wire from fixture to the 
hot wire (usually black or smooth) from the outlet box using a wire 
connector (D). Connect the white wire from fixture to the neutral 
wire (usually white or ribbed) from the outlet box using a wire 
connector (D). DO NOT REVERSE THE HOT AND NEUTRAL 
WIRE CONNECTIONS; OTHERWISE, SAFETY WILL BE 
COMPROMISED. 

10.  If the outlet box has a ground wire (green or bare copper), connect 
the green ground wire from the fixture to it using a wire connector 
(D). If the outlet box does not have a ground wire, connect the 
green ground wire from the fixture to the green ground screw 
provided on the Mounting Plate (B).  

11. Tuck these wire connections neatly into the outlet box, align the four 
holes of the Canopy (K) with the corresponding holes on the 
Mounting Plate (B), secure the Canopy (K) with the Canopy Screws 
(M) until the fixture is secured to the ceiling. 

12. Install the proper light bulbs (P) (not included) in accordance with 
the fixture’s specification (DO NOT EXCEED THE SPECIFIED 
WATTAGE RATING). 

13. Install the Glass Shades (Q) onto sockets by screwing clockwise. 
14. Installation is completed. Turn on the power at the circuit breaker or 

fuse box. Turn the light switch to activate the fixture. 
 
 
 
 
 

care instructions: 

Wipe all surfaces with a soft, dry cloth. Do not use any harsh cleaners 

(including ammonia-based products) or abrasives on our lamp, as they 

will damage the finish.  

LUCENS BRASS 5‐LT LINEAR CHANDELIER 6610031H654 

important safety instructions: 
CONSULT A QUALIFIED ELECTRICIAN TO ENSURE 
CORRECT BRANCH CIRCUIT CONDUCTOR. 
1. We recommend installation by a licensed electrician. 
2. This fixture has been rated for five 5 watt type B LED lightbulb (60-

watt incandescent bulb equivalent). To avoid the risk of fire, do not 
exceed the recommended wattage. 

 

warnings: 
1. All wires are connected. When unpacking, be carefully not to 

remove the fixture from packaging by pulling on the power cord 
as a bad connection may result. Do not connect electricity until 
the fixture is fully assembled. 

2. To reduce the risk of fire, electrical shock, or personal injury, 
always turn off fixture and allow it to cool prior to replacing the 
light bulb. 

3. Do not touch bulb when fixture is turned on or look directly at lit 
bulb.  

4. Keep flammable materials away from lit bulb. 

 
to assemble and install: 
1. Shut off power at the outlet box where the fixture will be installed.
2. Carefully remove all parts from the box and remove all plastic 

coverings. Take care not to lose any small parts. 
3. Determine the desired hanging height, and connect the numbers 

of Pipes (N) needed for proper hanging height. While connecting 
the pipes, feed the fixture wire through the Pipes (N), the Pivot 
Joint (L) and Canopy (K). 

4. Disassemble the Hex Nuts (F), the Spring Washers (G), the 
Internal Star Washers (H) and the Reinforce Plate (J) from the 
Pivot Joint (L). Feed the fixtures wires through the Fiberglass 
Sleeves (R) and the Reinforce Plate (J), let the nipples that are 
pre-assembled on Pivot Joint (L) exit from the holes of the 
Reinforce Plate (J).  

Page 2 of 2 
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(B) Cross bar screws (2)
(H) wire nuts (3)

wattage: 2 x 40W
type of socket: E12

- Disassemble metal box cover(C) and cross bar(A) from 
back of the sconce
- Attach the cross bar(A) to the electrical box using the 
cross bar screws (B)
- Attach the metal box cover (C) to the cross bar (A) using 
the metal box cover screws (D)
- Attach the box of the sconce (E) to the metal box cover 
(C) using the screws (F)

See back of the page for wiring connection details

replacement parts assembly:

Clean with dry soft cloth/brush only. 
Do not use water/alcohol or any detergent.

LUCREZIA-2 LTS WALL SCONCE
#65636H0305

- To replace the glass drops (G), (H) insert wire clip  into 
the hole on the iron frame. Twist the wire to close loop 
and secure it in place.

H

G





Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636H305CRL LUCREZIA SCONCE LG CRYSTAL
     50 MM CRYSTAL W/ OCTAGON

A PT-LUCREZI PART

LIGHTING 91636H305CRS LUCREZIA SCONCE SM CRYSTAL
     38 MM CRYSTAL W/ OCTAGON

A PT-LUCREZI PART

PARTS INVENTORY



- Attach cross bar (E) to the ceiling junction box using the 
cross bar screws (F).
- Unscrew the collar ring (J).
- Insert the collar loop (H) into the canopy (I).
- Screw the collar ring (J) back.
- Attach the chandelier chain (L) to the collar loop (H) 
with the quick link (K).

See back of the page for wiring connection details.

(D) wire nuts (3)
(E) cross bar set (1)
(F) cross bar screws (2)
(I) canopy (1)

replacement parts assembly:

- To replace the glass drop (N) insert wire clip into the 
hole on the iron bud. Twist the wire around bud to 
secure glass part in place.
- To replace the finial glass sphere (O) screw the finial 
ball in the threaded part of the chandelier bottom.

Clean with dry soft cloth/brush only.
Do not use water/alcohol or any detergent.

wattage: 9 x 40W
type of socket: E12

LUISA CHANDELIER 9LTS 
NEW GREY/SILVER
#66636H055

NO





Super
Category

Product ID Description Stat Collection Route

LIGHTING 91636LSACH LUISA HRT CHAND 12 FT CHAIN
     NEW GREY/ SILVER CHAIN

A PT-LUISA PART

LIGHTING 91636LSACH6 LUISA HRT CHAND 6 FT CHAIN
     NEW GREY/ SILVER CHAIN

A PT-LUISA PART

LIGHTING 91636LSACN LUISA HRT CHAND CANOPY
     CANOPY W/ HARDWARE

A PT-LUISA PART

LIGHTING 91636LSAFS LUISA HRT CHAND FINAL SPHERE
     30 MM GLASS SPHERE

A PT-LUISA PART

LIGHTING 91636LSAGD LUISA HRT CHAND GLASS DROP
     38 MM GLASS DROP

A PT-LUISA PART

PARTS INVENTORY


	ABILENE LARGE PENDANT
	ADELA BRASS 8-LT CHANDELIER 6610031H656
	ADRANO 02 TABLE AI
	Page 1

	ADRANO 03 PARTS
	AMOROSO 02 5LT CLUSTER CHANDELIER AI
	AMOROSO 02 6LT LINEAR CHANDELIER AI
	AMOROSO 02 CAROUSEL CHANDELIER AI
	AMOROSO 02 PENDANT AI
	AMOROSO FLOOR LAMP 6610031L262
	AMOROSO TABLE LAMP 6610031L261
	AMOROSO WALL SCONCE 6610031H263
	ANABELLA 02 CHANDELIER AI
	parts enclosed:
	warnings:

	ANABELLA 02 FLOOR LAMP AI
	parts enclosed:
	warnings:

	ANABELLA 02 LARGE CHANDELIER AI
	parts enclosed:
	warnings:

	ANABELLA 02 PENDANT AI
	parts enclosed:
	warnings:

	ANABELLA 02 RECT CHANDELIER AI
	parts enclosed:
	warnings:

	ANABELLA 02 TABLE LAMP AI
	parts enclosed:
	warnings:

	ANABELLA 03 PARTS
	ANCEL TABLE LAMP KIT 663289L667KT
	ANDALUCIA 02 3-TIER CHANDELIER AI
	parts enclosed:
	warnings:

	ANDALUCIA 02 6LT ROUND CHANDELIER AI
	parts enclosed:
	warnings:

	ANDALUCIA 02 RECTANGLE CHANDELIER AI
	parts enclosed:
	warnings:

	ANDALUCIA 03 PARTS
	ANDALUCIA 35 INCH CHANDELIER 662036H566
	parts enclosed:
	warnings:

	ANDALUCIA SILVER 16 INCH FLUSHMOUNT 662036H567
	parts enclosed:
	warnings:

	ANDALUCIA SILVER 56 INCH RECT CHAND 662036H568
	parts enclosed:
	warnings:

	ANDALUCIA SILVER WALL SCONCE 662036H569
	parts enclosed:
	warnings:

	ANDI INLAY TABLE LAMP 663507L245KT
	Page 1

	ANDRA TABLE LAMP BASE 662889L668B
	ANDREAS 02 5LT LINEAR CHANDELIER AI
	ANDREAS 02 7LT LINEAR CHANDELIER AI
	ANDREAS 02 10LT CHANDELIER AI
	ANDREAS 02 12LT CHANDELIER AI
	ANDREAS 02 PENDANT AI
	ANDREAS 02 WALL SCONCE AI
	ANDREAS 03 PARTS
	ANDREAS BRASS 5LT LINEAR CHANDELIER 6610031H332
	ANDREAS BRASS 7 LT LINEAR CHANDELIER 6610031H333
	ANDREAS BRASS 10 LT CHANDELIER 6610031H330
	ANDREAS BRASS 12 LT CHANDELIER 6610031H331
	ANDREAS BRASS DOUBLE SCONCE 6610031H337
	ANDREAS BRASS FLUSHMOUNT 6610031H339
	ANDREAS BRASS PENDANT 66610031H334
	ANDREAS BRASS WALL SCONCE 6610031H335
	ANDREAS BRONZE & BRASS 8LT LINEAR CHAND 6610031H608-6610031H609
	ANDREAS BRONZE 5LT LINEAR CHANDELIER 6610031H119
	ANDREAS BRONZE 7 LT LINEAR CHANDELIER 6610031H120
	ANDREAS BRONZE 10 LT CHANDELIER 6610031H117
	ANDREAS BRONZE 12 LT CHANDELIER 6610031H118
	ANDREAS BRONZE DOUBLE SCONCE 6610031H336
	ANDREAS BRONZE FLUSHMOUNT 6610031H338
	ANDREAS BRONZE PENDANT 6610031H121
	ANDREAS BRONZE WALL SCONCE 6610031H122
	ANDREAS BRS 5LT LINEAR CHANDELIER 6610031H332
	ANDREAS BRS 7 LT LINEAR CHANDELIER 6610031H333
	ANDREAS BRZ 5LT LINEAR CHANDELIER 6610031H119
	ANDREAS BRZ 7 LT LINEAR CHANDELIER 6610031H120
	ANKARA BRONZE 10IN PENDANT 66594H612
	ANTOINETTE 03 PARTS
	APOLLO 02 CHANDELIER AI
	parts enclosed:
	warnings:

	APOLLO 03 PARTS
	APOLLO BRASS 12-LT CHAND 662036H415
	parts enclosed:
	warnings:

	APOLLO BRASS 15-LT CHANDELIER 662036H352
	parts enclosed:
	warnings:

	APOLLO BRASS 18-LT CHANDELIER 662036H353
	parts enclosed:
	warnings:

	APOLLO BRASS FLUSHMOUNT 662036H578
	parts enclosed:
	warnings:

	APOLLO BRONZE 12-LT CHAND 662036H414
	parts enclosed:
	warnings:

	APOLLO BRONZE 18-LT CHANDELIER 662036H351
	parts enclosed:
	warnings:

	APOLLO BRONZE FLUSHMOUNT 662036H577
	parts enclosed:
	warnings:

	APOLLO CHANDELIER 662036H1283
	parts enclosed:
	warnings:

	ARC 02 FLOOR LAMP DRUM SHADE KIT AI
	parts enclosed:
	warnings:

	ARC 02 FLOOR LAMP GLASS SHADE KIT AI
	parts enclosed:
	warnings:

	ARC 03 PARTS
	ARC BRASS DRUM SHADE KIT 662036L16KT2
	parts enclosed:
	warnings:

	ARC BRASS GLASS SHADE KIT 662036L15KT2
	parts enclosed:
	warnings:

	ARC BRONZE DRUM SHADE KIT 662036L14KT2
	parts enclosed:
	warnings:

	ARC BRONZE GLASS SHADE KIT 662036L13KT2
	parts enclosed:
	warnings:

	ARCADIA 02 FLOOR LAMP AI
	ARCADIA 02 TABLE LAMP AI
	ARCADIA BLACK FLOOR LAMP 6610059L159KT
	ARCADIA BRONZE FLOOR LAMP 6610059L160KT
	ARCHARD_BRASS_TABLE_LAMP 663507H307
	Page 1

	ARCHARD_BRONZE_TABLE_LAMP 663507H306
	Page 1

	ARIANA BR FLOOR LAMP BASE 662889L673B
	ARIANA BR TABLE LAMP BASE 662889L671B
	ARIANA NK FLOOR LAMP BASE 662889L674B
	ARIANA NK TABLE LAMP BASE 662889L672B
	ARNO BLACK 2-LT SCONCE 663507H447
	Page 1

	ARNO BLACK 3-LT CHANDELIER 663507H449
	ARNO BLACK 4-LT CHANDELIER 663507H451
	ARNO BLACK WALL SCONCE 663507H445
	Page 1

	ARNO WHITE 2-LT SCONCE 663507H446
	Page 1

	ARNO WHITE 3-LT CHANDELIER 663507H448
	ARNO WHITE 4-LT CHANDELIER 663507H450
	ARNO WHITE WALL SCONCE 663507H444
	Page 1

	ARROW BRASS FLUSHMOUNT 6610031H420
	ARROW BRASS SCONCE 6610031H416
	ARROW BRONZE SCONCE 6610031H417
	ARROW CHANDELIER 6610031H317-H318
	ARROW PENDANT 6610031H319-H320
	ASUL 02 TABLE LAMP AI
	ATTICUS 2 LT VANITY 7910121H078
	ATTICUS VANITY 3 LT SCONCE 7910121H079
	AUBREY 02 5 LTS CHANDELIER AI
	AUBREY 02 8 LTS CHANDELIER AI
	AUBREY 02 FLOOR LAMP AI
	AUBREY 02 LG RECT CHANDELIER AI
	AUBREY 03 PARTS
	AUBREY BRASS 4-TIER CHAND 66636H583
	AUBREY BRASS 5-LT CHAND 66636H580
	AUBREY BRASS 7-LT OVAL CHAND 66636H587
	AUBREY BRASS 8-LT CHAND 66636H584
	AUBREY BRASS 14IN PENDANT 66636H579
	AUBREY BRASS 20IN FLUSHMOUNT 66636H585
	AUBREY BRASS 47IN RECT CHAND 66636H582
	AUBREY BRASS 60IN RECT CHAND 66636H586
	AUBREY BRASS WALL SCONCE 66636H581
	AUBREY BRONZE 7-LT OVAL CHAND 66636H422
	AUBREY BRONZE 60 RECT.CHAD 66636H401
	AUBREY BRONZE FLUSHMOUNT 66636H404
	AUBREY RUST 60 RECT.CHAD 66636H400
	AUBREY RUST FLUSHMOUNT 66636H405
	AUBREY SILVER 7-LT OVAL CHAND 66636H423
	AUBREY SILVER 60 RECT.CHAD 66636H402
	AUBREY SILVER FLUSHMOUNT 66636H403
	AVENTURE SCONCE LARGE 6610204H651 & 6610204H652
	AVENTURE SCONCE SMALL 6610204H649 & 6610204H650
	AVERY 02 BUFFET LAMP BASE AI
	AVERY 02 COLUMN FLOOR LAMP BASE AI
	AVERY 02 COLUMN TABLE LAMP BASE AI
	AVERY 02 FLOOR LAMP BASE AI
	AVERY 02 TABLE LAMP BASE AI
	AXLE 02 TASK FLOOR LAMP AI
	AXLE 02 TASK TABLE LAMP AI
	BAUER CLEAR FLARE PENDANT 6610031H428
	BAUER CLOCHE PENDANT CLEAR GLASS 6610031H322
	BAUER CLOCHE PENDANT MILK GLASS 6610031H427
	BAUER DOME PENDANT CLEAR GLASS 6610031H321
	BAUER DOME PENDANT MILK GLASS
	BAUER MILK FLARE PENDANT 6610031H429
	BEACON 2‐TIER PENDANT 6610031H312
	BEACON MEDIUM PENDANT 6610031H310
	BEACON SMALL PENDANT 6610031H311
	BEADED 02 FLOOR LAMP AI
	parts enclosed:
	warnings:

	BEADED 02 TABLE LAMP AI
	parts enclosed:
	warnings:

	BELLEGARDE SCONCE 6610204H653 & 6610204H654
	BICYCLE 02 DESK LAMP AI
	Page 1

	BONITA 02 3 LTS CHANDELIER AI
	BONITA 02 CHANDELIER AI
	BONITA 02 WALL SCONCE AI
	BONITA 03 PARTS
	BREA BRASS WALL SCONCE 663507H650
	Page 1

	BRIAR 02 FLOOR LAMP AI
	CABELLO LARGE PENDANT 663284H562
	CABELLO MEDIUM PENDANT 663284H561
	CABELLO SMALL PENDANT 663284H560
	CABELLO XL PENDANT 663284H563
	CAMERON 2-TIER CHANDELIER 662036H439
	parts enclosed:
	warnings:

	CAMERON 3-TIER CHANDELIER 662036H438
	parts enclosed:
	warnings:

	CAMERON 4-TIER CHANDELIER 662036H437
	parts enclosed:
	warnings:

	CAMERON 49 RECT CHANDELIER 662036H436
	parts enclosed:
	warnings:

	CAMERON 59 RECT CHANDELIER 662036H441
	parts enclosed:
	warnings:

	CAMERON WALL SCONCE 662036H440
	parts enclosed:
	warnings:

	CAPIZ CHANDELIER 662036H118
	parts enclosed:
	warnings:

	CARRAWAY 02 CHANDELIER AI
	CARRAWAY 03 PARTS
	CASCADE 02 CHANDELIER AI
	CASCADE 02FLUSHMOUNT AI
	CASCADE 03 PARTS
	CAYDON BLACK TABLE LAMP 663928L61NKT 663928L61BKT
	Page 1

	CAYDON WHITE TABLE LAMP 663928L60BKT 663928L60NKT
	Page 2

	CELINE CHANDELIER 66594H282
	CLARENCE 02 FLOOR LAMP AI
	CLAUDETTE 02 12LT CHANDELIER AI
	CLAUDETTE 03 PARTS
	COLLIER 02 6 AW AI
	COLLIER 02 8 AW AI
	COLLIER 02 8 LTS CHANDELIER AI
	COLLIER 03 PARTS
	CORTENNA 02 TASK FLOOR LAMP AI
	Page 1

	CORTENNA 02 TASK TABLE LAMP AI
	Page 1

	COUNTESS 02 TABLE AI
	COUNTESS 02
	COUNTESS 03 PARTS
	DANDELION 02 LARGE CHANDELIER AI
	parts enclosed:
	warnings:

	DANDELION 02 SMALL CHANDELIER AI
	parts enclosed:
	warnings:

	DANDELION BRASS 22” CHANDELIER 662036H345
	parts enclosed:
	warnings:

	DANDELION BRASS 32” CHANDELIER 662036H346
	parts enclosed:
	warnings:

	DANDELION BRASS FLUSHMOUNT 662036H347
	parts enclosed:
	warnings:

	DANDELION FLUSHMOUNT 662036H273
	parts enclosed:
	warnings:

	DAWSON BRASS TABLE LAMP 66594L284
	Dawson Nickel Table Lamp 66594L283
	DELUCA FLOOR LAMP 6610031L324
	DELUCA TABLE LAMP 6610031L323
	DIVYA 02 TABLE LAMP AI
	Page 1

	DIVYA BLACK TABLE LAMP 663507L246KT
	Page 1

	DYER 2 LT WALL SCONCE 667198H231
	DYER 10LT CHANDELIER 667198H229
	DYER 12LT LINEAR CHANDELIER 667198H230
	ELENORA CHARCOAL 2-LT SCONCE 6610146H562
	ELENORA CHARCOAL 3-LT SCONCE 6610146H563
	ELENORA CHARCOAL 8-LT CHAND 6610146H561
	ELENORA SILVER 2-LT SCONCE 6610146H565
	ELENORA SILVER 3-LT SCONCE 6610146H566
	ELENORA SILVER 8-LT CHAND 6610146H564
	ELIANA GOLD 9IN PENDANT 660954H598
	Page 3

	ELIANA LANTERN PENDANT 66954H104
	Page 1

	FARIDA 02 CHANDELIER AI
	Page 1

	FARIDA 02 PENDANT AI
	Page 1

	FARIDA 03 PARTS
	FARRAH RATTAN FLOOR LAMP 66594L214
	FARRAH RATTAN WALL SCONCE 66594H215
	FARROW CHARCOAL TABLE LAMP 663289L328KT
	FARROW WHITE TABLE LAMP 663289L329KT
	FERDINAND FLOOR LAMP 6610109L244KT
	FERDINAND TABLE LAMP 6610109L243KT
	FERRIS 02 CHANDELIER 40
	FERRIS 02 RECT CHANDELIER 52
	FERRIS 03 PARTS
	FIELDING 02 TABLE AI
	FIELDING 03 PARTS
	FINNEGAN TASK FLOOR LAMP 6610071H443
	FINNEGAN TASK TABLE LAMP 6610071H442
	FORSYTHE 02 CHANDELIER AI
	FOTINI 02 PENDANT AI
	FOTINI 02 WALL SCONCE AI
	FOTINI 03 PARTS
	FRAMED FLARE 02 INDUSTRIAL PENDANT AI
	FRAMED FLARED 13  PENDENT 6610031H253
	FRAMED FLARED 17  PENDENT 6610031H254
	GARNET 02 CHANDELIER AI
	parts enclosed:
	warnings:

	GARNET 02 MEDIUM CHANDELIER AI
	parts enclosed:
	warnings:

	GARNET 02 PENDANT AI
	parts enclosed:
	warnings:

	GARNET 02 RECT CHANDELIER AI
	parts enclosed:
	warnings:

	GARNET 02 SCONCE AI
	parts enclosed:
	warnings:

	GARNET 03 PARTS
	GARNET BRASS 21 INCH CHANDELIER 662036H561
	parts enclosed:
	warnings:

	GARNET BRASS 35INCH PENDANT 662036H267
	parts enclosed:
	warnings:

	GARNET BRASS 51INCH CHANDELIER 662036H270
	parts enclosed:
	warnings:

	GARNET BRASS 54 INCH RECT CHAND 662036H563
	parts enclosed:
	warnings:

	GARNET BRONZE 21 INCH CHANDELIER 662036H560
	parts enclosed:
	warnings:

	GARNET BRONZE 35INCH PENDANT 662036H268
	parts enclosed:
	warnings:

	GARNET BRONZE 51INCH CHANDELIER 662036H271
	parts enclosed:
	warnings:

	GARNET BRONZE 54 INCH RECT CHAND 662036H565
	parts enclosed:
	warnings:

	GARNET SILVER 21 INCH CHANDELIER 662036H562 - Copy
	parts enclosed:
	warnings:

	GARNET SILVER 21 INCH CHANDELIER 662036H562
	parts enclosed:
	warnings:

	GARNET SILVER 35INCH PENDANT 662036H269
	parts enclosed:
	warnings:

	GARNET SILVER 51INCH CHANDELIER 662036H272
	parts enclosed:
	warnings:

	GARNET SILVER 54 INCH RECT CHAND 662036H564
	parts enclosed:
	warnings:

	GEODE BRASS 1-LT PENDANT 662036H570
	parts enclosed:
	warnings:

	GEODE BRASS 3-LT PENDANT 662036H573
	parts enclosed:
	warnings:

	GEODE BRASS FLUSHMOUNT 662036H349
	parts enclosed:
	warnings:

	GEODE BRONZE 1-LT PENDANT 662036H572
	parts enclosed:
	warnings:

	GEODE BRONZE 3-LT PENDANT 662036H575
	parts enclosed:
	warnings:

	GEODE BRONZE FLUSHMOUNT 662036H348
	parts enclosed:
	warnings:

	GEODE NICKLE FLUSHMOUNT662036H350
	parts enclosed:
	warnings:

	GEODE SILVER 1-LT PENDANT 662036H571
	parts enclosed:
	warnings:

	GEODE SILVER 3-LT PENDANT 662036H574
	parts enclosed:
	warnings:

	GHENT 02 TABLE AI
	GHENT 03 PARTS
	GIULIANA 6-LT CHANDELIER 6610149H545
	GIULIANA FLOOR LAMP KIT 6610149547KT
	GIULIANA FLUSHMOUNT 6610149H548
	GIULIANA TABLE LAMP KIT 6610149546KT
	GLASS COLUMN 02 FLOOR LAMP AI
	GLASS COLUMN 02 TABLE LAMP AI
	GLASS TEARDROP 02 INDUSTRIAL PENDANT AI
	GLOBE 02 LARGE PENDANT AI
	Page 1

	GLOBE 02 SMALL PENDANT AI
	Page 1

	GLOBE 03 PARTS
	GRAND 02 9 LTS CHANDELIER AI
	GRAND 02 12 LTS CHANDELIER AI
	GRAND 02 28LTS CHANDELIER AI
	GRAND 03 PARTS
	GRAND 28LTS CHANDELIER 65636H0210
	HAYLEN WALL SCONCE 663507H452KT
	Page 1

	HEALDSBURG 02 LARGE PENDANT AI
	parts enclosed:
	warnings:

	HEALDSBURG 02 MEDIUM PENDANT AI
	parts enclosed:
	warnings:

	HEALDSBURG 02 SMALL PENDANT AI
	parts enclosed:
	warnings:

	HEMISPHERE 02 GEODE CHANDELIER AI
	parts enclosed:
	warnings:

	HEMISPHERE 02 LARGE GEODE CHANDELIER AI
	parts enclosed:
	warnings:

	HEMISPHERE 02 PRISM CHANDELIER AI
	parts enclosed:
	warnings:

	HEMISPHERE 03 PARTS
	HENRI 02 SWAG AI
	HORSE HEAD 02 TABLE LAMP AI
	HOWELL TABLE LAMP BASE 662889L670B
	INDUSTRIAL CLOCHE 02 PENDANT AI
	IVY 02 5LT CHANDELIER AI
	IVY 03 PARTS
	JACARRA 48 INCH ROUND CHANDELIER 6610184H558
	Sheets and Views
	6610184H558


	JACARRA 50 INCH LINEAR CHANDELIER 6610184H559
	Sheets and Views
	6610184H559


	JACARRA PENDANT 6610184H557
	Sheets and Views
	6610184H557


	JADA 02 9LT CHANDELIER AI
	parts enclosed:
	warnings:

	JADA 02 15LT CHANDELIER AI
	parts enclosed:
	warnings:

	JADA 02 WALL SCONCE AI
	parts enclosed:
	warnings:

	JAMES 02 TABLE AI
	JAMES 03 PARTS
	JAXTYN EASEL FLOOR LAMP 663507L342
	Page 1

	JAXTYN EASEL TABLE LAMP 663507L341
	Page 1

	JEUNET 2-TIER RING CHANDELIER 662082H333
	Page 1
	Page 2

	JEUNET 24 INCHES RING CHANDELIER 662082H331
	Page 1
	Page 2

	JEUNET 42 RING CHANDELIER 662082H332
	Page 1
	Page 2

	JEUNET 49 INCHES RECTANGULAR CHANDELIER 662082H334
	Page 1
	Page 2

	JEUNET 60 INCHES RECTANGULAR CHANDELIER 662082H335
	Page 1
	Page 2

	JEUNET FLOOR LAMP 662082L337
	Page 1

	JEUNET TABLE LAMP 662082L336
	Page 1

	JEUNET WALL SCONCE 662082H330
	Page 1

	JOLEEN_BLACK_FLOOR_LAMP 663507H305B
	Page 1

	JOLEEN_BRASS_FLOOR_LAMP 663507H304B
	Page 1

	JULIETTE 02 CHANDELIER AI
	Page 1

	JULIETTE 03 PARTS
	KARSON TASK FLOOR LAMP 6610071H425
	KARSON TASK TABLE LAMP 6610071H424
	KATYA 32 INCH PENDANT 6610184H556
	Sheets and Views
	6610184H556


	KEAGAN TABLE LAMP KIT 661384L355KT
	Page 2

	LA CAGE 02 6 LTS CHANDELIER AI
	LA CAGE 02 8 LTS CHANDELIER AI
	LA CAGE 02 FLOOR AI
	LA CAGE 02 FLUSHMOUNT AI
	LA CAGE 02 LG RECT CHANDELIER AI
	LA CAGE 02 PENDANT AI
	LA CAGE 02 SQ CHANDELIER ORB AI
	LA CAGE 02 TABLE AI
	LA CAGE 02 WALL SCONCE AI
	LA CAGE 03 PARTS
	LA CAGE BRONZE 9-LT RECT 66636H409
	LA CAGE BRONZE 12-LT CHAND 6636H411
	LA CAGE BRONZE 15IN PENDANT 66636H589
	LA CAGE BRZ 16IN DRUM PEND 66636H591
	LA CAGE OVAL BRONZE CHAND 66636H413
	LA CAGE OVAL SILVER CLAY CHAND 66636H412
	LA CAGE SILVER CLAY 9-LT RECT 66636H408
	LA CAGE SILVER CLY 12-LT CHAND 66636H410
	LA CAGE SVR CLAY 15IN PEND 66636H588
	LA CAGE SVR CLAY 16IN DRUM PEND 66636H590
	LAILA 02 37 RECTANGLE CHANDELIER AI
	Page 1

	LAILA 02 49 RECTANGLE CHANDELIER AI
	Page 1

	LAILA 02 CHANDELIER AI
	Page 1

	LAILA 02 LARGE CHANDELIER AI
	Page 1

	LAILA 02 WALL SCONCE AI
	Page 1

	LAILA 03 PARTS
	LAILA 20IN FLUSHMOUNT 662082H597
	Page 1

	LAILA 70IN RECT CHANDELIER 662082H596
	Page 1

	LAILA LARGE CHANDELIER 652082H0355
	Page 1

	LANCIA 02 FLOOR LAMP AI
	LANCIA 02 TABLE LAMP AI
	LANCIA 03 PARTS
	LANISTER 02 LARGE MESH PENDANT AI
	parts enclosed:
	warnings:

	LANISTER 02 MEDIUM MESH PENDANT AI
	parts enclosed:
	warnings:

	LANISTER 02 SMALL MESH PENDANT AI
	parts enclosed:
	warnings:

	LARGO TABLE LAMP BASE 662889L669B
	LARKIN 03 PARTS
	LARKYN 02 CHANDELIER AI
	parts enclosed:
	warnings:

	LATHE ALABASTER TABLE LAMP 662889L553KT
	Page 1

	LATHE BLACK FLOOR LAMP 6610109L552KT
	LATHE BLACK TABLE LAMP 6610109L551KT
	LATHE NATURAL FLOOR LAMP 6610109L550KT
	LATHE NATURAL TABLE LAMP 6610109L549KT
	LEAF  6 LIGHTS CHANDELIER GOLD 6610149H358
	LEAF 02 TABLE LAMP AI
	LEAF 3 LIGHTS WALL SCONCE GOLD 6610149H361
	LEAF 3 LIGHTS WALL SCONCE SILVER 6610149H365
	LEAF 6 LIGHTS CHANDELIER SILVER 6610149H362
	LEAF 8 LIGHT FLUSHMOUNT SILVER 6610149H363
	LEAF 8 LIGHTS FLUSHMOUNT GOLD 6610149H359
	LEAF 12 LIGHTS CHANDELIER GOLD 6610149H360
	LEAF 12 LIGHTS CHANDELIER SILVER 6610149H364
	LENNON 02 DOUBLE SCONCE AI
	LENNON 02 SWING ARM SCONCE AI
	LEYLAND 02 1-TIER CHAND AI
	parts enclosed:
	warnings:

	LEYLAND 02 6 LT CHANDELIER AI
	parts enclosed:
	warnings:

	LEYLAND 02 11 LT CHANDELIER AI
	parts enclosed:
	warnings:

	LEYLAND 02 22 LT CHANDELIER AI
	parts enclosed:
	warnings:

	LEYLAND 02 FLUSH MOUNT AI
	parts enclosed:
	warnings:

	LEYLAND 02 RECT CHANDELIER AI
	parts enclosed:
	warnings:

	LEYLAND 02 TABLE LAMP AI
	parts enclosed:
	warnings:

	LEYLAND 03 PARTS
	LEYLAND BRASS 5-TIER CHAND 662036H264
	parts enclosed:
	warnings:

	LEYLAND BRASS FLOOR LAMP 760LEYFLBR
	parts enclosed:
	warnings:

	LEYLAND BRASS WALL SCONCE 760LEYSCNE
	parts enclosed:
	warnings:

	LEYLAND BRONZE 5-TIER CHAND 662036H266
	parts enclosed:
	warnings:

	LEYLAND BRONZE FLOOR LAMP 652036L0483
	parts enclosed:
	warnings:

	LEYLAND BRONZE WALL SCONCE 652036H0273
	parts enclosed:
	warnings:

	LEYLAND NICKEL 5-TIER CHAND 662036H265
	parts enclosed:
	warnings:

	LEYLAND NICKEL FLOOR LAMP 652036L0547
	parts enclosed:
	warnings:

	LEYLAND NICKEL WALL SCONCE 652036H0376
	parts enclosed:
	warnings:

	LILY 02 24IN CHANDELIER AI
	parts enclosed:
	warnings:

	LILY 02 32IN CHANDELIER AI
	parts enclosed:
	warnings:

	LILY 03 PARTS
	LILY BLACK 8-LT CHANDELIER 662036H430
	parts enclosed:
	warnings:

	LILY BLACK 10-LT CHANDELIER 662036H431
	parts enclosed:
	warnings:

	LILY BLACK FLUSHMOUNT 662036H432
	parts enclosed:
	warnings:

	LILY FLUSHMOUNT 662036H274
	parts enclosed:
	warnings:

	LINDEN 02 FLOOR LAMP AI
	LINDEN 02 TABLE LAMP AI
	LOUISE 02 CHANDELIER AI
	parts enclosed:
	warnings:

	LOUISE 03 PARTS
	LOWMAN TABLE LAMP BASE 6610114L325B
	LUCENS BR 1 LT PENDANT 6610031H653
	LUCENS BR 3-LT SEMI FLUSH 6610031H652
	LUCENS BR 5 LT LINEAR CHAND 6610031H654
	LUCREZIA 02 WALL SCONCE AI
	LUCREZIA 03 PARTS
	LUISA 02 CHANDELIER 9 LTS AI
	LUISA 03 PARTS
	MARGOLIS 02 PENDANT AI
	MARGOLIS 03 PARTS
	MARGOLIS SM GLASS PENDANT 66594H651
	MARLOW 02 WIRE CHANDELIER AI
	parts enclosed:
	warnings:
	to assemble:
	care instructions:

	MARLOW 03 PARTS
	MARQUEE 02 TASK FLOOR LAMP AI
	MARQUEE 02 TASK TABLE LAMP AI
	MARQUEE BRONZE TASK FLOOR LAMP 6610071L155
	MARQUEE BRONZE TASK TABLE LAMP 6610071L154
	MARQUEE WALL SCONCE 6610031H340
	MATILDA TABLE LAMP 663289L327KT
	MERCURY RISING 02 FLOOR AI
	Page 1

	MERCURY RISING 02 TASK LAMP AI
	Page 1

	MERCURY RISING 03 PARTS
	MICHA SQUARE TABLE LAMP 6610109L557KT
	MICHA TALL TABLE LAMP KIT 6610109L556KT
	MINA 02 FLOOR AI
	Page 1

	MYLES 02 FLOOR LAMP AI
	Page 1

	MYLES 03 PARTS
	NOELLA 02 CHANDELIER AI
	NOELLA BRASS 3 LT FLUSHMT 6610031H599
	NOELLA BRASS CHANDELIER 6610031H182
	NOELLA BRONZE 3 LT FLUSHMT 6610031H600
	NOELLA BRONZE CHANDELIER 6610031H325
	OAKLEY TABEL LAMP 66627L357B
	Sheets and Views
	Model


	ODIN 2-LIGHT ISLAND PENDANT 667198H281
	ODIN TABLE LAMP 667198L280
	ODIN TASK FLOOR LAMP 667198L135
	OHLSON 02 SWAG AI
	OLIVER FLOOR LAMP 663507H303
	Page 1

	OLIVER TABLE LAMP 663507H302
	Page 1

	OMBRA_NATURAL_TABLE_LAMP 663507H309
	Page 1

	OMBRA_WHITE_TABLE_LAMP 663507H308
	Page 1

	ORGANIC 02 PENDANT AI
	ORGANIC CLEAR 16IN PENDANT 6610031H607
	PALLADIAN SCONCE LARGE 6610204H645 & 6610204H646
	PALLADIAN SCONCE SMALL 6610204H647 & 6610204H648
	PALOMA 3-ARM FLOOR LAMP 66594L218
	PALOMA LARGE CHANDELIER 66594H622
	PETALS 02 CHANDELIER AI
	PETALS 02 FLOOR LAMP AI
	PETALS 02 TABLE LAMP AI
	PETALS 02 WALL SCONCE AI
	PETALS BRILLIANT CHANDELIER 6610022H221
	PETALS BRILLIANT FLOOR LAMP 6610022L224
	PETALS BRILLIANT TABLE LAMP 6610022L223
	PETALS BRILLIANT WALL SCONCE 6610022H222
	PETALS FROST CHANDELIER 6610022H225
	PETALS FROST FLOOR LAMP 6610022L228
	PETALS FROST TABLE LAMP 6610022L227
	PETALS FROST WALL SCONCE 6610022H226
	PETRA SHORT TABLE LAMP BASE 662065L613B
	PETRA TALL TABLE LAMP BASE 662065L614B
	PETRA X TABLE LAMP BASE 662065L615B
	PIERCE 02 FLOOR AI
	PIERCE 03 PARTS
	POPPY 02 LARGE CHANDELIER AI
	parts enclosed:
	warnings:

	POPPY 02 SMALLCHANDELIER AI
	parts enclosed:
	warnings:

	POPPY 03 PARTS
	POPPY 18 INCH ROUND FLUSHMOUNT 662036H576
	parts enclosed:
	warnings:

	PORTOBELLO TABLE LAMP 663507L105KT
	Page 1

	RAECHELLE GLOBE CHANDELIER 667198H257
	RAMSEY 3 LT ROUND CHANDELIER 6610182H623
	RAMSEY 5 LT ROUND CHANDELIER 6610182H624
	RAMSEY 6 LT LINEAR CHANDELIER 6610182H625
	RAMSEY FLOOR LAMP 6610182H626
	RAMSEY SWING ARM SCONCE 6610182H629
	RAMSEY TABLE LAMP 6610182H627 - Copy
	RAMSEY TABLE LAMP 6610182H627
	RAMSEY WALL SCONCE 6610182H628
	RATTAN SWING ARM SCONCE 7910110H128
	REEDED GLASS 02 FLOOR AI
	REEDED GLASS 02 TABLE AI
	REEDED GLASS 03 PARTS
	RETRO 02 FLOOR LAMP AI
	Page 1

	RETRO 03 PARTS
	RETRO WHITE FLOOR LAMP KIT 663507L453KT
	Page 1

	RHYS 02 TABLE LAMP AI
	Page 1

	RHYS BRASS FLOOR LAMP 663507L248KT
	Page 1

	RHYS BRASS WALL SCONCE-663507H251KT
	Page 1

	RHYS BRONZE FLOOR LAMP 663507L249KT
	Page 1

	RHYS BRONZE WALL SCONCE 663507H252KT
	Page 1

	RHYS NICKEL FLOOR LAMP 663507L247BKT
	Page 1

	RHYS NICKEL FLOOR LAMP 663507L247KT
	Page 1

	RHYS NICKEL WALL SCONCE-SA BRASS 663507H250KT
	Page 1

	ROSALIND BLACK CHANDELIER 66594H560
	ROSALIND BRASS CHANDELIER 66594H559
	ROSALIND RATTAN BLACK CHANDELIER 66594H558
	ROSCOE 02 GLOBE CHANDELIER AI
	parts enclosed:
	warnings:

	ROSCOE GLOBE CHANDELIER 662036H177
	parts enclosed:
	warnings:

	ROSCOE TASK FLOOR LAMP 662036L434
	parts enclosed:
	warnings:

	ROSCOE TASK TABLE LAMP 62036L433
	parts enclosed:
	warnings:

	ROSCOE WALL SCONCE 662036H435
	parts enclosed:
	warnings:

	RYLAND TABLE LAMP KIT 661384L356KT
	Page 1

	SANTA BARBARA 02 TABLE LAMP AI
	SANTIAGO TABLE LAMP KIT 66627L567KT
	Santiago cast iron lamp base
	Parts enclosed:
	Important safety instructions:
	Warnings:
	To assemble:
	Care instructions:

	SARDINIA 02 ROUND CHANDELIER AI
	parts enclosed:
	warnings:

	SARDINIA 03 PARTS
	SAYRE 1-LIGHT WALL SCONCE 6610031H258
	SAYRE 02 LINEAR CHANDELIER AI
	SAYRE 02 TASK FLOOR LAMP AI
	SAYRE 02 TASK TABLE LAMP AI
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