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How to mount tubeless tires on American Classic Road Tubeless wheels. 
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1. Inspect clear amber colored tape 
to make sure it will hold air and seal 
against the tire bead.

1 2

3

4. Spread the beads apart at the valve, to 
make sure the air will enter between them. 
You should not see the red valve base. 

Pump air into tire. 

IMPORTANT: 

Tools Needed:

Do not

All repairs should be performed by a professional bicycle mechanic.

Very Important!

bead, start at the rim seam, 

toward the valve. 

sidewall, make sure it is sitting at the 
Repeat to 

get remaining tire bead onto rim.

a compressor. Sometimes the valve 
core needs to be removed to allow a 

made with a stout string wrapped 
around the tire tread and tightened, or 

the tire well. 

A. Use the plastic con
toured spacer to protect 
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knurled nut. 

Very Important!

the tire on the rim, 
use soap, a little 
water and a rag to 
heavily lather up 

inside and out. Also 
lather up the inside 

it will help the beads 
Do not
tire installation.

Some tires will not install as the bead 
diameter is too small and will not go 
over the bead barb.

OK BAD
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back into the tire and seat the tire beads.  

a compressor. Repeat the method that 

7. Reinstall the valve core. Hand tighten 
not use a wrench or pliers. use a wrench or pliers.
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beads are not seated at this point, return 

to install sealant. There are two options 

removing the valve core.
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beads are still seated, unthread and remove 
valve core. 
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rides. 

All repairs should be performed by a professional bicycle mechanic.


