
Specifications

Key Features

Description

Motor Type
DC Motor

Max Motor Performance
1000 m3/hr

Power Levels
10

Control Type
Slide Touch + Gesture Control

Light
2 x 2W LED 
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ROBINHOOD 90CM WALL CANOPY GESTURE CONTROL DC MOTOR 
RHWC90TBWDC

Dated 02/08/2023

Colour/Finishing Stainless Steel with black glass panel 
Voltage/ Frequency 220-240V/ 50Hz
Filter 3 x Baffle filters
Recirculating Mode To be ducted only
Oil Catchment Yes. Stainless Steel.
Ducting Outlet Ø150mm 
Power Cord Length 1.6m
Flue Height 480mm+480mm
Product Dimensions (WxDxH) 900 x 485 x (550-1020)mm
Carton Dimensions (WxDxH) 950 x 380 x 540mm
Gross/ Net Weight 18.5/16Kg 

Air Flow & Noise Level* 

Power Level Air Flow (m3/hr)              
(IEC 61591)

Noise Level (dB)          
(IEC 60704-2-13)

1 305 39

2 360 43

3 390 45

4 455 49

5 555 53

6 595 54

7 630 56

8 705 58

9 805 60

10 910 64 

*Air Flow & Noise Level testing is conducted in a controlled lab environment as per the IEC 
standards.
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