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G Force Performance Products recommends that a 
qualified licensed mechanic experienced in the installation 
of suspension components completes the job. Read the 
instructions thoroughly before starting the installation.

Installation Steps 

1. Start by jacking up the rear end of the vehicle and support with jack stands at the jack points.

2. Remove the rear wheels.

3. Remove the nuts that hold the end links to the anti-way bar.

4. Remove the factory bushings and brackets. Make sure you save the hardware (this will be
reused).

5. Remove stock anti-sway bar from vehicle.

6. Note: Complete on one side of the vehicle at a time. The reinforcement brackets are right and
left-handed. Place the reinforcement bracket over the studs on the sway bar mounting surface
then through the sub frame stud and tighten the stud. You will torque the bolt later.

7. Repeat Step 6 on the other side of the vehicle.

8. Locate the D shaped polyurethane bushing. Snap the bushings over the new sway bar as they
were positioned on the factory sway bar. Mount be new say bar wit the supplied brackets and
the OEM hardware and torque.

9. Attach the end links to the soft setting (end hole) and torque.
Install wheels and torque using the chart below.

Installation Instructions for Rear Anti-Sway Bar 
Recommendation: 

Torque Chart
Rear sway bar bushing brackets         15-18 ft lbs.
Rear end links 32-38 ft lbs.
Rear sub frame nuts 86-106 ft lbs.
Lug nuts 75-90 ft lbs.

It’s highly recommended that your technician sets the end links in the softest setting—on this 
application the softer setting or hole is closest to the end of the sway bar. 

If you change the setting on the sway bar, remember to drive the vehicle carefully and take note 
of the changes that you have made. You will notice a difference in each bar setting. 

It must be noted that this product is sold for “off-road use only” and customer assumes 
all risks.
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G Force Performance Products recommends that a 
qualified licensed mechanic experienced in the installation 
of suspension components completes the job. Read the 
instructions thoroughly before starting the installation.

Installation Steps 

1. Start by jacking up the front end of the vehicle and support with jack stands at the jack points.

2. Remove the front wheels.

3. Remove the lower splash trays and lower fender splash guards.

4. Remove the end link from the sway bar and leave it attached to the lower control arm. Repeat
this step on the other side.

NOTE: The steering rack will need to be moved to install the sway bar. The wiring can remain
attached. Make sure you support the rack throughout these steps.

5. Loosen the bolts that hold the rack in the subframe but do not remove. Leave the bolts loose.

6. Locate the steering linkage at the point it connects to the steering rack. With a paint marker
draw a line across the coupler and splines before removing the steering shaft. This will make
the reassembly process much easier. The steering shaft will slide out once the rack is lowered.

7. Remove the wiring harness from the housing and the wire that interfere with the removal of the
sway bar. NOTE: Do not unplug the harness.

8. Remove the bolts and remove the rack from the mounts. NOTE: Always support the rack and do
not pull on the wiring harness.

9. Remove both bushing brackets from the chassis. NOTE: New energy suspension bushings are
included and will be installed later.

10. Rotate the sway bar forward and remove the bar on the driver’ side.

11. Install the new sway bar in reverse order. Make sure you install the new bushings during this
step. NOTE: Once installed tighten the sway bar mounting bolts to 32-38 ft lbs.

12. Attach the end links to the center hole and torque to 32-38 ft lbs.

13. Reverse the steps when installing the steering rack and splash guards.

14. Reinstall the front wheels and torque to 78-90 ft lbs.

Installation Instructions for Front Anti-Sway Bar 
Recommendation: 
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Installation Instructions for Front Anti-Sway Bar Continued 

         Torque Chart

Front sway bar bushing brackets     
Front end links
Front rack mounts
Steering coupler pinch bolt             
Lug nuts

32-38 ft lbs.
32-38 ft lbs.
82-102 ft lbs.
15-18 ft lbs.
75-90 ft lbs.
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It’s highly recommended that your technician sets the end links in the center position. On 
this application the softer setting or hole closest to the end of the sway bar will increase 
oversteer. 

If you change the setting on the sway bar, remember to drive the vehicle carefully and take 
note of the changes that you have made. You will notice a difference in each bar setting. 

It must be noted that this product is sold for “off-road use only” and customer 
assumes all risks.
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