
Boost your solar power capabilities with Maple Leaf Canada 4 Panel Goose Adjustable Ground 
Mount. Featuring high-purity monocrystalline silicon cells and advanced lamination, these 

panels deliver superior performance and efficiency.  

The corrosion-resistant aluminum frame ensures durability, withstanding high winds and snow 
loads for decades. The waterproof junction box resists dirt and debris, while advanced 

lamination technology ensures high airtightness and superior durability. Elevate  
your energy solution with Maple Leaf Canada Goose 4 Panel Ground Mount. 

Crafted for peak performance in the Canadian climate, this solar panel is certified and built to 
endure wind speeds up to 105mph. Its sturdy design supports solar panels up to 89.9in in 

length with a max of 4 Solar Panels per mount.  
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Maple Leaf Canada 4 Panel Goose Adjustable  
Ground Mount | 25 years Warranty 

Introducing the Maple Leaf Canada 4 Panel Goose Adjustable Ground Mount. Our unique tilting
structure  collects  as  much  as  70%  percent  additional solar energy than typical configurations, 
ensuring  outstanding  performance  in  all  seasons.  This  adjustable  mounting bracket, which is 
appropriate  with  all types of solar panel’s brands, is the gateway to off-grid power perfectionism, 
with a maximum width that can accommodate distinct setups.

The mounting system is adaptable and straightforward to install, making it ideal allowing boats, 
roofs  that  are  flat,  farms, and other applications. It features stainless steel fasteners for speedy 
assembling  and  exact  hole  placement.  Also  constructed  from rust-free alloy to withstand the 
environment, assuring longevity and dependability regardless of the environment.

www.MapleLeafPowerSystems.com
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Item/Model 4 Panel Goose Adjustable Ground Mount
Dimension(L*W*H)mm/in

Weight

Panel

Wind Pressure

Snow Load

Max Panel Size Compability 

2285*1134*35 mm/ 89.96*44.64*1.377 in

343.82 kg (758.0 Lb)

4

105 mph

860bs per column

2278mm x 1134mm x 35mm

Unit Array

Warranty

Solar Array Tilt

1*4 (4 Pcs)

25 years

30°- 60°

TECH & SPECS

www.MapleLeafPowerSystems.com


