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ATTENTION!
Your MAGNUSON SUPERCHARGER kit 
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the intercooler system as well.
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INSTALLATION MANUAL
Magnuson SuperCharger Kit 
Radix Intercooled Supercharger System
GM 6.0 liter engines
We encourage you to read this manual thoroughly before you begin work, for a few reasons:
A quick parts check to make certain your kit is complete (see shipper parts list in this manual).  If you 
discover shipping damage or shortage, please call our offi ce immediately.
Take a look at exactly what you are going to need in terms of tools, time, and experience.
Review our limited warranty with care.
Before installing your supercharger system, make sure that your vehicle has Before installing your supercharger system, make sure that your vehicle has ONLYONLY 91 octane or higher  91 octane or higher 
fuel in the fuel tank.fuel in the fuel tank.

 Use only premium gasoline fuel, 91 octane or better. Use only premium gasoline fuel, 91 octane or better.
When unpacking the supercharger kit DO NOT lift the supercharger assembly by the black plastic 
bypass actuator.  This is pre-set from the factory and can be altered if used as a lifting point!

Tools Required
 Safety glasses

Metric wrench set 

1/4” drill bit

1/4”,  3/8”, & 1/2” drive metric socket set (standard and deep)

8mm hex (Allen) wrench

3/8” and 1/2” drive, foot pound and inch pound torque wrenches

Belt tensioner wrench or  1/2” breaker bar

 7/32” socket

Drill and 5/16” drill bit

 Phillips and fl at head screwdrivers

Fuel quick disconnect tools (included in kit)

E5 internal Torx socket

Small or angled 3/8” drill motor

 Drain pan

 Compressed air

Helpful tools:

Pulley wrench (for removal of fan)

Torque angle Meter



Please remember to follow all safety rules that apply when working, including:

Wear eye protection at all times.

Do not work on a hot engine.

Be careful around fuel - use shop towels to catch any spills and dispose of towels 
properly. 

Important
Our Magnuson SuperCharger kits are designed for stock engines, with stock components, in good 
mechanical condition only.  Installation on worn or damaged engines is not recommended and may 
result in engine failure, for which we can’t be responsible.  Magnuson Products LLC is not responsible 
for the engine or consequential damages.

Magnuson Products supercharger kits are designed for use on stock vehicles.  To that end, the al-Magnuson Products supercharger kits are designed for use on stock vehicles.  To that end, the al-
teration or modifi cation of the fuel system, drive train, engine, and/or supercharger outside of stock teration or modifi cation of the fuel system, drive train, engine, and/or supercharger outside of stock 
parameters in any way can result in engine damage or failure for which Magnuson Products is NOT parameters in any way can result in engine damage or failure for which Magnuson Products is NOT 
responsible and will void Magnuson Products warranty.  Aftermarket engine recalibration devices that responsible and will void Magnuson Products warranty.  Aftermarket engine recalibration devices that 
modify fuel and spark curve (including, but not limited to programmers) are not recommended and may modify fuel and spark curve (including, but not limited to programmers) are not recommended and may 
cause engine damage or failure. Use of non-Magnuson Products approved programming will void all cause engine damage or failure. Use of non-Magnuson Products approved programming will void all 
warranties. If you have any questions, call us.warranties. If you have any questions, call us.

         Caution: Relieve the fuel system pressure before servicing fuel system components in or-
der to reduce the risk of fi re and personal injury.  After relieving the system pressure, a small amount 
of fuel may be released when servicing the fuel lines or connections.  In order to reduce the risk of 
personal injury, cover the regulator and fuel line fi ttings with a shop towel before disconnecting.  This 
will catch any fuel that may leak out.  Place the towel in an approved container when the job is com-
plete, and of course, no smoking.

Magnuson Products strongly recommends the following:

• Clean your engine compartment before starting any engine disassembly.

• You must have a clean fuel fi lter - check and replace as needed before installation.

• OE type / Stock spark plugs and stock plug gap is recommended.

• Start with and use only 91 octane gasoline fuel or higher.Start with and use only 91 octane gasoline fuel or higher.



1. If your kit has a provided handheld tunerIf your kit has a provided handheld tuner
follow the instructions in the providedfollow the instructions in the provided
pamphlet to install your tune.pamphlet to install your tune. Your handheldYour handheld
tuner may not match the one shown.tuner may not match the one shown.

Download the latest HPTuners fi les for theDownload the latest HPTuners fi les for the
RTD device from the following internet location:RTD device from the following internet location:
https://files.hptuners.com/rtd%20flasher/
rtd%20fl asher.msi

2. With an 8mm wrench disconnect the negative
(-) battery cable and wrap the terminal end
with electrical tape.  Ensure that the cable is
far enough away from the battery, that it does
not accidentally touch the battery and make
contact during the installation.

3. Relieve the pressure in the fuel tank by
removing the fuel fi ller cap.

4. On the right (passenger) side of the intake
manifold, locate the fuel pressure test port.
CAUTION!  The fuel in the system is underCAUTION!  The fuel in the system is under
pressure!  Relieve the pressure in the fuelpressure!  Relieve the pressure in the fuel
system by depressing the check valve withsystem by depressing the check valve with
a screwdriver and collecting the fuel with aa screwdriver and collecting the fuel with a
shop towel.  Magnuson Products stronglyshop towel.  Magnuson Products strongly
recommends the use of safety goggles.recommends the use of safety goggles.
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5. When the engine is cool, remove the radiator 
reservoir cap.  Do not remove the cap if the Do not remove the cap if the 
engine is still hot or serious injury may result.engine is still hot or serious injury may result.

6. Remove the engine cover wing bolt fasteners.

7. Remove the engine cover completely, as it will 
not be reused.

8. Loosen the air tube clamp with a 8mm nut 
driver.
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9. Loosen the Mass Air Flow meter (MAF) clamp 
with a 8mm nut driver.

10. Remove the PCV vent pipe from the front, top 
barb of the passenger (right) side valve cover. 

11. Remove the Air tube complete with the PCV 
vent pipe from the vehicle.  It will not be re-
used.

12. Unplug the Mass Air Flow meter (MAF) 
connector by pulling up on the gray release 
trigger and the squeezing the connector.
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13. Disconnect the eight fuel injector connections 
by gently pulling up on the gray (or green, 
depending on model year) plastic release 
trigger on the connector and then pulling fi rmly 
on the connector itself.  Disconnect the coil 
pack connector and then the four wire harness 
clips that secure the harness to the right side 
of the engine.

14. Disconnect Electric Throttle Control (ETC) 
connector from the throttle body by removing 
the gray plastic locking tab fi rst, then squeeze 
and pull free the ETC connector itself.

15. Disconnect Manifold Absolute Pressure (MAP) 
connector from the sensor on the top of the 
intake manifold and pull the connector free.

16. Disconnect the evaporative purge solenoid 
EVAP connector located on the top of the driver 
(left) side fuel rail, by raising the black plastic 
retaining clip and then pull free the connector 
itself.  
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17. Disconnect the Air Conditioning (A/C) pressure 
connector from the pressure switch and from 
the clip on the cylinder head. 

18.  THIS STEP IS IMPORTANT!  Cover the THIS STEP IS IMPORTANT!  Cover the 
Air Conditioning (A/C) pressure switch Air Conditioning (A/C) pressure switch 
with masking tape to protect it during the with masking tape to protect it during the 
supercharger installation process.supercharger installation process.

19. Disconnect the EVAP vent tube from the 
solenoid by squeezing the retainer, then 
release the tube from the solenoid located on 
the top of the fuel rail on the driver (left) side.  
Follow the same procedure on the other end 
of the vent tube at the fi rewall and remove the 
tube from the vehicle.

20. Remove the Positive Crankcase Vacuum 
(PCV) hose from the barb at the rear of the 
valve cover on driver side.
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21. Remove the power brake hose and check 
valve from the brake booster.

22. With the fuel line disconnect tool supplied, 
remove the fuel lines from the fuel rail.  For 
best results with the tool, fi rst push the fi tting 
onto the hard-line barb, then insert the tool and 
press it into the fuel line, then pull the fuel line 
from the hard-line barb.  Caution!  The system  Caution!  The system 
may be under pressure.  Avoid open fl ame or may be under pressure.  Avoid open fl ame or 
other sources of ignition. other sources of ignition. 

23. Using a 8mm socket wrench remove the ten 
intake manifold bolts.

24. Carefully remove the intake manifold assembly 
and set aside.
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25. Using a vacuum cleaner, remove any dirt or 
debris from the intake port area.  (Be careful  (Be careful 
not to get any dirt in the intake ports.) not to get any dirt in the intake ports.) 

26. Cover the intake ports with tape or clean rags to 
keep dirt and objects from entering the engine.  
(Remember, be clean.)(Remember, be clean.)

27. As it will be necessary to drain the cooling 
system and most SS trucks have no drain on 
the radiator, loosen the two bolts that secure 
the thermostat assembly with a 10mm socket 
wrench.  Catch the coolant in a drain pan for 
reuse.  Re-tighten the thermostat bolts after 
draining is complete.

28. Remove the steam vent hose from the steam 
pipe by squeezing the clamp with a pair of 
pliers and pulling the hose free.
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29. Using a 10mm socket wrench remove the two 
coolant vent pipe bolts.

30. Remove the vent pipe assembly.  (Make sure  (Make sure 
that the O-ring gaskets did not stick to the that the O-ring gaskets did not stick to the 
cylinder heads, if so remove them.)cylinder heads, if so remove them.)

31. Using a 15mm tensioner wrench or breaker 
bar, remove the stock serpentine belt from the 
vehicle.  The belt will not be reused.

32. Using a 15mm socket wrench remove the three 
bolts holding the factory belt tensioner to the 
bracket and remove the tensioner.  Bolts will 
be used in a later step.
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33. Disconnect the positive (+) battery cable from 
the back of the alternator with a 10mm wrench.  
Disconnect the Alternator control plug at this 
time as well. 

34. Use a 15mm socket wrench to remove the two 
bolts holding the alternator to the alternator 
bracket and then remove the alternator.

Alt. control plugAlt. control plug

35. It will be necessary to make clearance on the 
alternator mount casting for the new manifold to 
fi t properly.  The new manifold should not touch 
the alternator mount.  These modifi cations can 
be easily done with the mount in place.

36. For clarity this mount is shown removed from 
the engine.  Using a marking pen and a straight 
edge, mark a line as shown on the top surface 
of the alternator mount.  Start the line at the 
drivers (left) rear corner of the idler mount and 
then to the right rear corner of the alternator 
mount.  Continue the line at an angle for a 
distance of about 1-1/4” to the back edge of 
the casting behind the alternator mount.  Using 
a suitable grinder and eye protection, remove 
the material up to the line.
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Approx. 3/8”Approx. 3/8”37. On the back surface of the alternator mount, 
remove the shaded area as shown.

38. Here is what your fi nished alternator mount 
should look like.

39. Install the new O-ring gaskets onto the coolant 
vent pipe bases using some of the lubricant 
supplied.

40. Using the stock bolts previously removed, 
install the new coolant vent pipe supplied.  
Ensure that the O-ring gaskets are installed 
correctly.  Torque the bolts with a torque Torque the bolts with a torque 
wrench and 10mm socket to 106 lb-in. wrench and 10mm socket to 106 lb-in.  Verify Verify 
your torque wrench settings.   your torque wrench settings.   
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41. Using the supplied 3/8” hose, connect a 14” 
length to the PCV valve as shown on the driver 
side valve cover.  Lay the other end of the hose 
off to the driver side, out of the way.  (To be 
connected in a later step.)

42. If your connector has one, remove the rubber 
cover and then unplug the electrical connector 
from the Oil Pressure Transmitter.

43. Remove the Oil Pressure Transmitter with a 
27mm (1-1/16”) socket wrench. 

44. Remove the engine valley cover and gasket by 
removing the eleven bolts with a ratchet and 
13mm socket.
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45. The gasket will be re-used, the original valley 
cover and bolts will not.  Inspect the gasket for 
any damage and then reinstall.  Note: It will Note: It will 
only fi t correctly in one position.only fi t correctly in one position.

46. Using a small straight blade screwdriver, 
remove the 8 O-rings from the underside of the 
engine valley cover and transfer them to the 
grooves in the bottom of the new cover.

47. Install the new engine valley cover and fl athead 
bolts supplied with a 5mm Allen socket and 
torque the bolts to 18 lb-ft.torque the bolts to 18 lb-ft.  Verify your torque 
wrench settings.  Insert the six new O-rings 
supplied in kit in the recesses in the new valley 
cover.

48. Install the Oil Pressure Transmitter in the new 
valley cover with a 27mm (1-1/16”) socket and 
torque it to 15 lb-ft.torque it to 15 lb-ft.  Verify your torque wrench Verify your torque wrench 
settings. settings. 
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49. If your vehicle comes with this stud-nut mount 
by your valley cover, cut the stud off fl ush with 
the top of the nut, or replace the stud with a bolt.  
(For a closer view of the stud-nut explained 
above, please look at the next step/image.)   
This is extremely important, if not followed the This is extremely important, if not followed the 
intake manifold will have a huge vacuum leak.intake manifold will have a huge vacuum leak.

50. This close-up image points to the possible 
stud-nut location by the valley cover.

51. Re-connect the oil pressure transmitter 
electrical connector.

52. Remove the steel bracket on the rear of the 
left cylinder head with a 15mm wrench.  The 
bracket will not be re-used.
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53. On each side of the engine, disconnect the 
main coil bracket plug.

54. Disconnect all eight plug wires from the coil 
packs.

55. Use a 10mm wrench to remove the bolts 
holding the coil packs to the valve covers.

56. Remove both coil brackets from the engine 
compartment.
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57. The coil packs will need to be modifi ed to 
accommodate the new supercharger system.  
Use a small screwdriver to unclip the top 
and bottom halves of the plastic wire covers.  
Remove these covers from the coil packs 
completely.

58. Remount the coil packs to the valve cover 
using a 10mm wrench.

59. Replace the plug wires on the coil packs on 
both sides of the engine.

60. Reconnect the main coil plug on both sides of 
the engine.
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61. Remove the upper radiator hose at the upper 
water pump outlet.

62. The fan and fan shroud need to be removed for 
access to the crank pulley.  Use a belt wrench 
to wrap around the water pump pulley to anchor 
it for removing the fan.

63. Use a large wrench to loosen the fan-clutch 
mounting nut.

64. Unscrew the fan nut from the water pump shaft.
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65. Use a 10mm wrench to remove the two bolts 
holding the fan shroud to the radiator, these 
are on the top, one on each side.

66. On the bottom of the fan shroud on each side 
is a fabric defl ector.  Pull the defl ector off the 
mounting pins on the fan shroud.

67. On the passenger side, forward of the air box 
is a hard plastic defl ector.  Pull the push-rivet 
out as shown and lift the defl ector out of the 
vehicle.

68. Carefully pull the fan shroud and fan together 
out of the engine compartment.
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69. Use a 15/16 (24mm) impact wrench to remove 
the factory crank bolt from the crank pulley.  
You may need to heat the pulley around the 
bolt.  Be extremely careful when using fl ame in 
and around the engine compartment.

70. Install the provided drill guide using the 
provided temporary crank bolt.

71.  Torque the temporary bolt to 35 ft-lbs.Torque the temporary bolt to 35 ft-lbs.  Verify Verify 
your torque wrench settings.your torque wrench settings.

72. Use the provided drill bit, a small angled drill, 
and the drill guide to drill two holes to tie the 
crank and pulley together.  Drill all the way to 
the second step in the bit for both holes.
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73. Use compressed air to blow out the two holes.  
Make sure you are wearing eye protection, and 
that no openings to the engine are contaminated 
with the metal shavings.

74. Use the provided reaming bit to clean out the 
two holes.

75. Once again.  Use compressed air to blow out 
the two holes.  Make sure you are wearing eye 
protection, and that no openings to the engine 
are contaminated with the metal shavings.  Use 
an impact wrench and 15/16” (24mm) socket 
to remove the temporary Crank bolt and drill 
guide.

76. Coat the two pins provided with green Loctite 
680, and push them into the two holes you just 
prepared.
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77. Tap the pins in using a hammer and punch.  
Make sure they are seated in far enough so as 
to not touch the crank bolt being installed next.

78.  Install the provided new harmonic damper Install the provided new harmonic damper 
crank bolt and torque to General Motors crank bolt and torque to General Motors 
specifi cations of 50 N-M (37 ft-lbs) then tighten specifi cations of 50 N-M (37 ft-lbs) then tighten 
an additional 140° using a torque angle meter.an additional 140° using a torque angle meter.

79. Replace the fan shroud and fan into the engine 
compartment.

80. Use a 10mm wrench to bolt the fan shroud 
back to the radiator using the bolts removed 
earlier.
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81. Pull the lower fabric defl ectors back onto the 
lower mounting pins.

82. Place the hard plastic defl ector back on the 
passenger side upper mount in front of the air 
box and secure with the OEM push rivet as 
shown.

83. Wrap a belt wrench around the water pump 
pulley.

84. Use a large wrench to bolt the fan clutch 
assembly back onto the water pump.
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85. Remove the stock Idler pulley from the 
mounting bracket and set aside for later use.

86. Using a soft hammer, knock the factory bolt 
loose from the idler pulley.  The bolt retainer 
and stand-off pictured here on the right side of 
the pulley, will not be re-used.  Note:  The bolt, Note:  The bolt, 
dust cover and idler will mount to new tensioner dust cover and idler will mount to new tensioner 
bracket.  bracket.  

87. The existing Alternator bracket will have to be 
modifi ed for clearance with the new Tensioner 
bracket.  Make sure that all openings are 
covered, using a fi le, die-grinder or suitable 
sanding disc, remove enough material for 
clearance with the new bracket.  

88. Here are the new components for the tensioner 
assembly.  
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89. In the original tensioner location, mount the 
new tensioner assembly.  Use one long factory 
bolt and one short factory bolt and the hardware 
provided. 

90.  Torque all the bolts to 40ft-lbs with a 15mm Torque all the bolts to 40ft-lbs with a 15mm 
socket wrench.socket wrench.  Verify your torque wrench Verify your torque wrench 
settings.settings.

   06-08 Model year            2009 Model Year   06-08 Model year            2009 Model Year

                                                                          

                                      Lever then slide tab-lock                                      Lever then slide tab-lock

91. Reinstall the upper radiator hose and clamp 
onto the stock water pump outlet.

92. Remove the stock MAP sensor by removing 
the retaining clip with a screwdriver and then 
gently pulling up the sensor.  Be careful not 
to damage the O-ring seal.  NOTE:  On 2009 NOTE:  On 2009 
model year this connector may have changed. model year this connector may have changed.  
To remove, insert a small screwdriver into the 
slot opposite the slide-tab lock.  Lever the 
locking tab outward to release the lock, then 
slide the lock to remove.
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93. For 2009+ MAP Sensor, skip to the next step.  
If you have the 99-08 style MAP Sensor, 
you will need to install the provided bushing.  
YOU MUST install the bushing with sealant to YOU MUST install the bushing with sealant to 
prevent a vacuum leak.  prevent a vacuum leak.  We recommend black 
silicone RTV or green Loctite 680.  Be sure to 
wipe off any excess sealant inside the bushing.  
Allow sealant to cure before starting engine.

94. Put some lubricant on the MAP sensor seal 
and press the MAP sensor into the provided 
hole in the supercharger manifold as shown.

95. Using a 4mm Allen wrench, install the MAP 
sensor retaining clip with the provided 6mm 
button head screw as shown.

96. Install the intake manifold gaskets supplied 
into the recesses on the supercharger manifold 
face.  Ensure that the gaskets are fully seated.
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97. Assemble the solenoid bracket and bolts onto 
the fuel manifold.

98. Using some of the lubricant supplied, install the 
O-ring into the recess on the fuel rail.  Install 
the fuel manifold and bracket onto the fuel rail.  
Take care not to pinch the O-ring. Take care not to pinch the O-ring. 

O-ringO-ring

99.  Torque the fuel manifold bolts to 106 in-lbs Torque the fuel manifold bolts to 106 in-lbs 
using a 10mm socket and torque wrench.   
Verify your torque wrench settings.Verify your torque wrench settings.

100. Using a 10mm socket  wrench remove 
the stock throttle body from the stock intake 
manifold.  
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101. Next, using a #5 internal Torx socket 
remove the mounting studs from the stock 
intake manifold.

102. Remove the throttle body O-ring from the 
intake manifold. 

103. Install the throttle body O-ring into the inlet 
manifold groove on the supercharger assembly.

104. Install the studs removed in the stock 
intake manifold into the new supercharger inlet 
manifold using a #5 internal Torx socket and 
wrench (lightly tighten).
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105. Connect the Throttle Body removed from 
the stock manifold to the new supercharger 
intake using a 10mm socket wrench.  Torque Torque 
the fasteners to 106 in-lbs.the fasteners to 106 in-lbs.  Verify your torque Verify your torque 
wrench settings.wrench settings.

106. Remove tape from the cylinder head 
port faces and lubricate the surfaces with 
silicone spray or soapy water.  Do not use any  Do not use any 
petroleum-based products that could damage petroleum-based products that could damage 
the port gaskets.the port gaskets.

107. Using an assistant, carefully lower the 
supercharger and manifold assembly into 
place.  Ensure that hoses and wires are out of 
the way.  Do not use the black bypass canister 
to lift the assembly by or damage will result.  
Use care not to damage the port gaskets.Use care not to damage the port gaskets.

108. Start all ten bolts of the manifold to the 
cylinder heads by hand to ensure proper 
alignment of the manifold.  Then, torque all ten torque all ten 
bolts that secure the manifold to the cylinder bolts that secure the manifold to the cylinder 
heads gradually and evenly to a torque of 106 heads gradually and evenly to a torque of 106 
In-lbs.In-lbs.  Use a 10mm socket and torque wrench.  
Verify your torque wrench settings.Verify your torque wrench settings.
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109. Push the fuel line connector on to the fuel 
manifold.  Ensure that the fuel line is pushed all 
the way on.  Pull on the connector to check that 
it is secure, you should not be able to remove 
the connector unless you use the removal tool.  
Reinstall the factory supplied retainer clip. 

110. Remove the EVAP solenoid from the 
mounting bracket on the driver side fuel rail 
by pushing down on the locking tabs before 
pulling. 

111. Install EVAP solenoid onto new bracket 
installed in the previous step.

112. Re-connect the electrical connection to the 
EVAP Solenoid that was disconnected earlier.  
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113. Locate the vent tube previously removed  
from the vehicle.

114. Using a sharp knife cut the plastic tube at 
the ends to free the two EVAP fi ttings.  Be sure Be sure 
to only cut the hose not the fi tting.to only cut the hose not the fi tting.

115. Assemble a new EVAP hose using the 
fi ttings and a 10” long piece of the 5/16” vapor 
hose with the #4 hose clamps supplied.

116. Here is an EVAP hose layout showing the 
confi guration of hoses in the following steps.
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117. Connect the newly assembled EVAP line 
to the end of the solenoid with the electrical 
connection.

118. Place a cap on the lower right side hose 
barb on the supercharger inlet manifold as 
shown, this barb will not be used.

119. Connect the other end of the solenoid to 
the center barb of the “T” connector using 7” 
length of the 5/16” Vapor hose and a #4 clamp.

120. At the front of the “T” fi tting, connect a 19-
1/2” length of 3/8” vapor hose.  This hose will 
form the Positive Crankcase Vent (PCV) line.  
Connect this other end to the middle barb of 
the inlet manifold.
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121. To the remaining (rear) barb of the “T” fi tting, 
connect the PCV line installed in a previous 
step from the rear of the driver (left) side valve 
cover.  

122. Insert the new vacuum check valve into the 
end of the new 11/32” vacuum hose. 

123. Install the new check valve and vacuum 
hose onto the brake booster. 

124. Connect the other end of the vacuum hose 
to the remaining barb on the side of the inlet 
manifold.
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125. Connect the 1/4” steam vent to the barb on 
the steam pipe.  Secure this end with the new 
#6 clamp supplied.

126. Install alternator on the stock bracket and 
torque the fasteners to 40 ft-lb.torque the fasteners to 40 ft-lb.  Verify your 
torque wrench settings. 

127. Re-attach the battery cable to the alternator 
terminal and cover it with the rubber boot.

128. Use a 15mm tensioner wrench to compress 
the tensioner and then install the new drive belt 
using the diagram shown.

Gates Belt P/N K061098
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129. Remove the fi ve fasteners that secure the 
plastic radiator shroud.  Two of the fastener 
can be removed with a 7mm wrench.  The 
remaining three are push rivets and can be 
removed as shown in the following step.

130. Remove the two plastic push-lock rivets 
from the air fi lter apron.  Do this by gently 
prying the center of the rivet up with a straight 
blade screwdriver and then removing the rivets 
completely. 

131. Remove the front grille assembly by 
CAREFULLY pulling out on it in the locations 
shown.

132. Remove the grille from the vehicle and set 
it aside.
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Pull up

133. Remove the headlamp assemblies by 
pulling up on the release latches in the locations 
shown.  Note:  The outer most latch on each 
side is just under the “eyebrow” of the fender

134. Pull up on the inner headlamp release latch 
as shown.

Pull up

135. Located just under the “eyebrow” of the 
fender is the outer headlamp release latch.  
Pull up on the outer release latch with a large 
fl at blade screwdriver. 

136. Remove the three electrical connections 
from the back of the headlamp units and then 
remove the headlamp assemblies.
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137. Start to remove the front fascia by removing 
the ten fascia fasteners with a 10mm socket 
wrench.

138. Remove the plastic push-lock rivet in the 
center of the front fascia.  Do this by gently 
prying the center of the rivet up with a straight 
blade screwdriver and then removing the rivets 
completely.

139. Remove the four plastic push-lock rivets 
from the front license plate mount.  Do this by 
gently prying the center of the rivets up with a 
straight blade screwdriver and then removing 
the rivets completely.

140. There are four large push rivets that secure 
the top edge of the air inlet opening in the front 
fascia. These four rivets have no center “core” 
like the others, but are diffi cult to remove.  Their 
locations are shown here from the inside of the 
front fascia for clarity.
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Use a screw 
driver to pry 
down

Remove 
push rivet

141. To remove the four large push rivets from 
the top edge of the air inlet opening in the front 
fascia, pass a large straight blade screwdriver 
through the grille and pry the rivets free.

142. Remove the push rivet securing the fascia 
located at the bottom, front edge of the wheel 
opening.

Pull forward

143. At the top edge of the fascia near the 
headlamp opening, pull fi rmly to unclip the 
fascia from the vehicle.

144. Once the fascia is loose, disconnect the 
two front fog light electrical connectors.
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145. Remove the fascia and set it aside.

146. With the front fascia removed, you can now 
remove the plastic headlight frame from the 
vehicle.

Battery bar

147. Remove the battery bar that passes over 
the top of the battery, by removing the three 
fasteners with a 10mm wrench.

148. Remove the fastener that secures the 
battery bar strut where it attaches at the bottom 
of the battery platform with a 10mm wrench.
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149. Remove the tubular front cross member 
that mounts the hood latch assembly.  Remove 
the four fasteners and spacers that secure it 
with a 13mm wrench.

150. The lower “legs” of the cross member are 
secured by a single bolt in the middle at the 
bottom.  Remove this bolt with a 12mm wrench.  
This bolt will be replaced with a provided 
shorter bolt at re-installation.

151. Remove the cross member and latch 
assembly. Note:  The hood release cable is still 
attached!  Place the cross member on the left 
(driver) side of the vehicle with the cable intact.

152. Locate the four gray clips that secure the 
wiring harness to the back edge of the lower 
cross member.
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153. Use a small straight blade screw driver to 
open the clips to free the harness, then remove 
the four clips from the cross member. Allow the 
wiring harness to hang down and secure it with 
the tie straps supplied to the wiring harness 
directly below the cross member.

154. Remove the two upper bolts that secure 
the A/C condenser to the radiator with a 10mm 
wrench. 

Remove these
bolts

Vent fi tting

155. Apply the adhesive backed rubber strip to 
the back of the lower tank of the intercooler 
heat exchanger by removing the paper backing.  
The lower tank of the heat exchanger is the 
one with the two hose connection barbs.  Apply 
the strip to the side of the lower tank without 
the barbs.

156. Install the heat exchanger on the front of 
the A/C condenser.  The two mounting brackets 
will align with the two bolts previously removed.  
Note: The location of the vent fi tting on the top 
tank of the heat exchanger.
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157. Attach the heat exchanger to the front of 
the A/C condenser with the two new bolts 
supplied. Tighten these bolts securely with a 
10mm wrench.

158. Connect one end of the vent hose supplied 
to the vent fi tting on the top of the heat 
exchanger.  Route the hose over the top of the 
radiator and into the engine compartment.  The 
remaining end of the hose will be connected in 
a later step.

159. Replace the front cross member and latch 
assembly with its fi ve fasteners.  Do not forget 
to install the spacers under the top four bolts.  
Tighten all fasteners securely.

160. Replace the battery bar with its three 
fasteners.   Tighten all fasteners securely.
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3/8”

161. Locate the head light frame.  At the top of 
the center section vertical legs, measure 3/8” 
from the back edge and draw a line across the 
top surface as shown.

162. Next, make a diagonal line from the top 
surface to the bottom surface as shown.  Using 
a fi le or small grinder, remove the material 
below the line drawn.

Remove this material

3/8”

1/8”clearance between 
H.E. and frame

163. Temporarily set the head light frame back 
into place and check that there is at least 1/8” 
clearance between the headlight frame and 
the heat exchanger.  Additional trimming may 
be necessary.

164. Once there is clearance between the 
headlight frame and the heat exchanger, 
replace the headlight frame and re-install its 
ten fasteners.
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165. Route the small black electrical plug for 
each head light over the top corners of the 
frame.

166. Here is the intercooler pump with its 
mounting and wiring hardware.

3-5/8”

3-3/4”
1-1/2”

167. On the outside of the passenger side front 
frame rail, just ahead of the front wheel, drill 
two 3/16” holes to mount the intercooler pump.  
Measure 3-5/8” from the backside of the body 
mount and draw a vertical line.  Measure 1-1/2” 
and 3-5/8”down from the top of the frame rail 
drill a 3/16” hole at these points on the vertical 
line.

168. Install the mounting clamps around the 
body of the intercooler pump and pass the self-
tapping bolts supplied through the holes in the 
clamps and into the holes in the frame rail.
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169. The intercooler pump will mount in this 
position with the pump outlet barb pointing 
towards the front of the vehicle.  Tighten the 
self-tapping mounting bolts with a 10mm 
wrench securely.

Pump inlet

Pump outlet

170. This is the intercooler reservoir bottle with 
its mounting hardware.

Mounting clampsMounting clamps

Reservoir bottle

171. On the passenger (right) side of the engine 
compartment locate the large A/C line next to 
the engine. Place the two-intercooler reservoir 
bottle mounting clamps around the line as 
shown.

172. Install the intercooler reservoir bottle on 
the A/C line by passing the two mounting bolts 
through the mounting clamps and into the two 
holes in the bottle.
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Pump inlet

173. Locate one of the two 60”x 4” “Elbow” hoses 
supplied with the system and cut 18” from the 
long, 60” length.  Connect the short 4” end to 
the intercooler pump inlet.  Route the free end 
of the hose into the engine compartment by 
passing it beside the radiator on the passenger 
(right) side.

174. Connect the remaining end of the elbow 
hose to the front barb of the reservoir bottle.  
Secure the reservoir end using a provided 
worm gear clamp.  Secure the other end of the 
hose with a clamp supplied (this clamp may be 
spring or worm gear type).

3”

175. Locate the 36”x 4” “Elbow” hose and the 
remaining 60”x4” elbow hose supplied with 
the system.  Trim 3” from the short 4” ends as 
shown.

176. Connect the shortened end of the 36”elbow 
hose to the driver side barb of the heat 
exchanger.  Connect the remaining end to the 
pump outlet barb.  Secure both ends of the 
hose with the spring clamps provided.
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177. Cut 15” off of the 60” x ¾” x 90° elbow hose.  
Install the short end of the “Elbow” hose onto 
the passenger barb of the heat exchanger 
using the provided clamp.  Route the free end 
of the hose into the engine compartment by 
passing it beside the radiator on the passenger 
(right) side.

178. Use the provided clamps to connect the 
other end of the elbow hose to the provided 
hose coupling (hose mender).  Cut a piece of 
the provided ¾” hose to 23” in length.  Use 
a provided clamp to connect one end to the 
remaining barb on the hose coupling (mender).

179. Use the provided clamps to connect the 
other end of the extended hose to the driver 
side barb of the water manifold.  Secure all ends 
of the hoses with the spring clamps supplied.

180. Cut a section of hose to 14” in length.  
Connect one end to the remaining (passenger 
side) hose barb of the supercharger water 
manifold.
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Vent barb

181. Connect the other end of the hose to the 
supercharger reservoir using the supplied #10 
worm gear clamp.

182. Connect the remaining end of the heat 
exchanger vent hose to the front barb on the 
reservoir bottle.

Battery 
cable

I/C Relay
Red wire

B+connection

183. Plug the harness connector into the end of 
the intercooler pump.

184. Remove battery positive (+) cable 
connection at the fuse/Relay center with a 
7mm wrench.  Place the ring connector of Red 
wire from the I/C relay under the cable and re-
install it.  Tighten the connection securely.
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I/C Relay
Black wire

Ground 
connection

185. Remove ground connection on the inner 
fender well behind the battery with a 10mm 
wrench.  Place the ring connector of Black wire 
from the I/C relay under the cable and re-install 
it.  Tighten the connection securely. 

186. Remove the outer and inner covers of the 
fuse/relay center.  Locate the #22 “IGN E” 10 
Amp fuse and remove it.

Remove 
this fuse

187. Locate the 15 Amp fuse and “fuse-tap” 
supplied. Install the fuse-tap onto the fuse as 
shown by passing one of the legs of the fuse 
through the slot in the fuse-tap.

188. Install the new 15 Amp fuse and fuse-tap 
into the #22 IGN E slot as shown.
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189. Route the Yellow wire from the I/C relay to 
the fuse/relay center.  Remove the insulation 
from the end of the wire and install the small 
female spade connector supplied onto it.

190. Route the Yellow wire so the wire passes 
over the battery positive (+) terminal as it exits 
the fuse/relay center.

Notch
Here

191. If your vehicle has one, re-install the inner 
cover of the fuse/relay center.  Note the position 
of the yellow wire.

192. On the under-side of the fuse/relay center 
outer cover, use a small grinder or a sharp knife 
to create a notch for the Yellow wire to pass the 
inner seal in the area of the B+ terminal.
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193. Replace the outer cover on the fuse/Relay 
center. Ensure that the Yellow wire from the I/C 
relay is not crimped or damaged with the cover 
installed.

194.   The following steps describe modifi cations to the wiring harness necessary to install the The following steps describe modifi cations to the wiring harness necessary to install the 
supercharger.  Additional diagrams are located in the back of this instruction manual showing these supercharger.  Additional diagrams are located in the back of this instruction manual showing these 
modifi cations. modifi cations. 

195. Remove the wiring harness mounting 
bracket from the harness.

196. Locate the MAF connector on the wiring 
harness.  The MAF connector is located at the 
front of the passenger (right) side branch that 
supplies the fuel injectors and ETC and AC.  
Remove the black tape and split loom from the 
MAF connector and wires.
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197. Locate the Tan and the Black wires that 
are next to each other on the connector, these 
are the Intake Air Temperature (IAT) circuit.  
Approximately 1” back from the MAF connector 
cut these wires.

198. Cut the supplied white wire in half.  Using the 
new IAT harness and crimp/shrink connectors 
supplied, connect the white wires to the tan 
wire and the black wire that run to the vehicles 
computer.  The wires to the MAF connector will 
no longer be used.  Strip about 1/4” of insulation 
from the ends of the black and tan wires to the 
computer and the IAT harness, when done, 
crimp the connectors on.  

199. Using a heat gun or blow dryer set on HIGH; 
shrink the insulation on the connectors so 
that it contracts around the wires completely.  
You must shrink the insulation, as crimping 
the connectors alone is not enough to secure 
them!  Re-cover the remaining MAF wires with 
the 1/4” split loom and tape.  

200. If your vehicle had one, re-secure the 
harness to the mounting clamp near the 
drivers-side coil pack.
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201. At the rear of the supercharger on the driver 
side, plug in the new MAP and IAT connections. 

202. On the driver (left) side of the engine, re-
connect the alternator, injector #1, coil pack, 
injector #3, #5, #7, and EVAP connectors. 

203. On the passenger (right) side of the engine, 
re-connect the coil pack, injectors #2, #4, #6, #8 
and MAF connectors.  Remove the previously 
installed tape on the Air Conditioning (A/C) 
pressure switch and re-install connector.

204. Reconnect the Electric Throttle Control 
(ETC) on the throttle body.
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205. Here is the new air tube and mounting 
components.

206. Assemble the air tube as shown.  Note: The  Note: The 
PCV barb located on the side of the air tube.PCV barb located on the side of the air tube.

PCV barb

207. Install the air tube between the throttle body 
and the MAF unit.  Note:  Place the hump hose  Note:  Place the hump hose 
coupling on the Throttle Body side.coupling on the Throttle Body side.

208. Tighten all the clamps at this time.
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Push
rivet

209. Remove the four screws and one push-rivet 
that secure the air fi lter cover with a crosshead 
screwdriver. 

210. Remove the air fi lter cover.

211. Use an 8mm nut driver to remove the 
stock air fi lter and replace it with the K&N fi lter 
supplied.  Replace the cover and push rivet, 
tighten the cover screws securely.

212. Connect one end of the 12” length of 3/8” 
hose to the barb on the passenger (right) side 
valve cover.
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213. Connect the remaining end of the 3/8” hose 
to the PCV barb on the air tube.

214. Replace the battery negative (-) cable on 
to the battery.  Tighten the clamp with a 8mm 
wrench.

Latches

215. Replace the front fascia with its original 
fasteners.  Note: That access to replace the  Note: That access to replace the 
four push rivets that secure the top edge of the four push rivets that secure the top edge of the 
air inlet can gained by pulling the bottom edge air inlet can gained by pulling the bottom edge 
of the fascia forward to create a gap so you of the fascia forward to create a gap so you 
can reach them.can reach them.

216. Re-install the headlight assemblies by re-
attaching the three electrical connectors, and 
then pushing the assemblies into position.  Be 
sure to lock the assemblies into position by 
pushing the latches down.

Make sure that you have followed step #1 in Make sure that you have followed step #1 in 
this manual to load the proper supercharger this manual to load the proper supercharger 
calibration to your vehicle’s ECM.calibration to your vehicle’s ECM.
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217. Carefully snap the front grille assembly into 
it original position.

218. Replace the front license plate mount with 
its four plastic push-lock rivets.

219. Replace the radiator shroud.  Secure it with 
the original push-rivets and bolts. 

220. Install the RADIX SS Vacuum Routing 
Diagram, Intercooler/Belt routing information 
and Premium Fuel stickers on the radiator 
shroud.

2006-2009 6.0L Trailblazer SS

07/19 Page 58 www.magnusonsuperchargers.com



221. Re-fi ll the radiator reservoir and then fi ll the 
intercooler system with GM approved coolant 
mixture.  Check system periodically for fl uid 
level. 

222. Start the vehicle for 5 seconds and shut 
off, once again check for fuel leaks and fan-
supercharger belt alignment.  Check radiator 
and intercooler reservoir levels.

223. Test-drive the vehicle for the fi rst few 
miles under normal driving conditions (do not (do not 
perform any wide open throttle runs at this perform any wide open throttle runs at this 
time)time), listen for any noises, vibrations, engine 
misfi re or anything that does not seem normal.  
The supercharger does have a slight whining 
noise under boost conditions, which is normal.

224. Re-check the intercooler reservoir coolant 
level regularly over the fi rst 1000 miles. 
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225. After the initial test drive gradually work 
the vehicle to wide open throttle runs, listen 
for any engine detonation (pinging).  If engine 
detonation is present let up on the throttle 
immediately.  Most detonation causes are low Most detonation causes are low 
octane gasoline still in the tank. octane gasoline still in the tank. 

226. If you have questions about your vehicles performance, please check with your installation 
facility.

* PREMIUM GASOLINE FUEL REQUIRED ** PREMIUM GASOLINE FUEL REQUIRED *

After you fi nish your installation and road After you fi nish your installation and road 
test your vehicle, please fi ll out the warranty test your vehicle, please fi ll out the warranty 
registration. This can be found on our website.registration. This can be found on our website.
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NOTES
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NOTES

2006-2009 6.0L Trailblazer SS

07/19 Page 63 www.magnusonsuperchargers.com



Please enjoy your “Magna Charged” 
performance responsibly.  



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




