
SPECIFICATION SHEET

Standartpark Canada Inc. 
855 Matheson Blvd E, Unit 3, Mississauga, ON L4W 4L6 • Phone: 905-238-1771 • Email: info@standartpark.ca  

THE COMPLETE DRAINAGE SYSTEM SHALL BE BY STANDARTPARK CANADA INC. ANY DEVIATION OR 
PARTIAL SYSTEM DESIGN AND/OR IMPROPER INSTALLATION WILL VOID ANY AND ALL WARRANTIES 
PROVIDED BY STANDARTPARK CANADA INC. 

SPECIFY (CHECK) APPROPRIATE OPTIONS: 

CHANNEL SET WITH GRATE: 
___ 088208 4” S’PARK 3 POLYMAX TRENCH DRAIN W/ GALVANIZED STEEL GRATE A15 
___ 088201 4” S’PARK 3 POLYMAX TRENCH DRAIN W/ PLASTIC GRATE  A15 
___ 088203 4” S’PARK 3 POLYMAX TRENCH DRAIN W/ DUCTILE CAST IRON GRATE A15 
___ 0882033 4” S’PARK 3 POLYMAX TRENCH DRAIN W/ DUCTILE CAST IRON GRATE C250 

CATCH BASINS & ACCESSORIES: 
___ 0888081 4” S’PARK POLYMAX INLINE CATCH BASIN W/ PLASTIC GRATE A15 
___ 0888011 4” S’PARK POLYMAX INLINE CATCH BASIN W/ GALVANIZED STEEL GRATE A15 
___ 0888031 4” S’PARK POLYMAX INLINE CATCH BASIN W/ DUCTILE CAST IRON GRATE A15 
___ 083720-1 10”X10” S’PARK POLYMAX ROUND CATCH BASIN W/ PLASTIC GRATE A15 
___ 08670814-1 10”X10” S’PARK POLYMAX CATCH BASIN W/ PLASTIC GRATE A15 
___ 0867081 10”X10” S’PARK POLYMAX CATCH BASIN W/ PLASTIC GRATE (SNOWFLAKE) A15 
___ 0867031 10”X10” S’PARK POLYMAX CATCH BASIN W/ DUCTILE CAST IRON GRATE A15 
___ 6829 4” S’PARK END CAP 
___ 682909 4” S’PARK END CAP W/ OUTLET 

REVISED: 2021 

4” (100mm) S’PARK 3 POLYMAX TRENCH DRAIN

NOTES:
1. REFER TO STANDARTPARK CANADA WEBSITE FOR DETAILED INSTALLATION INSTRUCTIONS AND

SCHEMES (CATALOGUES SECTION).
2. SPECIFIER IS RESPONSIBLE FOR CONCRETE ENCASEMENT AND REINFORCING BASED UPON

SPECIFICATION: 4” S’PARK 3 POLYMAX TRENCH DRAIN SYSTEM SHALL BE 39.4” (1000mm) LONG AND 
THE NOMINAL CLEAR OPENING SHALL BE 4” (100mm) WITH 5.1” (130mm) OVERALL WIDTH. CHANNELS 
SHALL BE MANUFACTURED FROM UV STABILIZED 100% RECYCLED POLYPROPYLENE. UNITS SHALL HAVE 
A MALE-TO-FEMALE INTERLOCKING JOINTS THAT WILL NOT SEPARATE DURING THE INSTALLATION. 
CHANNELS SHALL HAVE A RADIUSED SELF CLEANING BOTTOM WITH A MANNING’S COEFFICIENT OF 0.009 
AND NEUTRAL 0% BUILT-IN SLOPE. TRENCH DRAIN WILL BE PROVIDED IN A SET AND RATED LOAD CLASS 
(                      ) PER EN1433 LOAD SPECIFICATION. 
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