
LSR-10                                                                 Liquid Haze Remover

General Description

LSR-10 is a liquid ghost/image stain remover that is designed for all 
ink stains. This product cleans mesh of stains with less noticeable 
odor and works better than most paste stain removers. LSR-10    
contains a proprietary mesh protector.  LSR-10 will  also remove 
diazo stains left behind by certain emulsions.

ADVANTAGES

Water-Based
Low Odor
No VOC (Volatile Organic Compound)
High load capacity to reduce usage
Non Flammable
Mesh Safe 

Application

There are three application methods can be used depending on the se-
verity of the stain.

Wet Application:  
1. Apply LSR-10 on both sides of a wet screen.
2. Scrub screen with a non-absorbant pad or brush.  Allow to dwell 3-10 minutes.
3. High pressure water rinse-starting at the bottom.

Dry Application: 
1.  Apply LSR-10 on both sides of a dry screen.
2.  Scrub screen with a non-abrasive pad or brush.  Allow to dwell until the screen is completely dry.
3.  High pressure water rinse-starting at the bottom.

Reactivated Application:
1.  Apply LSR-10 on both sides of a dry screen.
2.  Scrub screen with a non-absorbant pad or brush.  Allow to dwell until the screen is completely dry.
3.  Reactivate LSR-10 by applying a CCI Ink Degradent over the dried LSR-10.
4.  Scrub both sides of the screen until the dried LSR-10 is dissolved.
5.  High Pressure water rinse-starting at the bottom.
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IMPORTANT: 
  The technical data herein is believed to be accurate. It is offered for your consideration, investigation and verification. 
  Buyer assumes all risk of use, storage, and handling of the product. NO WARRANTY, EXPRESS OR IMPLIED IS 
  MADE, INCLUDING, BUT NOT LIMITED TO, IMPLIED WARRANTIES OF MERCHANT ABILITY AND 
  FITNESS FOR A PARTICULAR PURPOSE. Nothing contained herein shall be construed as a license to operate under, 
  or recommendation to infringe any patents.

Packaging
 1 quart    4 x 1 quart     5 gallon pail      30 gallon drum        55 gallon drum

Chemical Consultants 
 I N C O R P O R A T E D

Quick Tip:

Flood rinse (hose 

pressure) the 

screen prior to the 

high pressure step.

  

This will eliminate 

the product from 

being atomized in 

the air (blow back)
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