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Serious Connections®

Ceiling Angle Bracket T45 Torx Impact Driver

® Suitable for 6mm and 8mm Parts see page 73 for full range
Thunderbolt®PRO Pan Head e O

FASTDRIVE

see page 73 for full range

Zinc Yellow - Internal Use

Part No. Description Drill Min. Min. Max. Clearance Drive Torx Max.

; ; ] -
Diamets Drill Anch Fixt Holl T Impact Impact e -
e Degth Er?]?)e%r Thzékﬁcreess in Fi?(tphre e 35’5'& TooT'[Fgrcque el SEISMIC ‘ h e
(mm) (mm) (mm) (mm) (mm) (Torx) Part No. Tmax (Nm) ETA Option Assessment qty qty
SXTBP08060 8 x 60mm 60 50 10 100 600
SXTBP08080 8 x 80mm 8 30 12 T45 | BTI0S0T45 250 | Optionl |C1&C2| 50 200
SXTBP08100 8 x 100mm 75 65 35 50 200

*Max. power output of impact screw gun | Option 1 = ETA Option 1 = AS 5216 Compliant

Excessive torgue during installation may damage the anchor. Training, expertise and good judgment is required. Always adhere to anchor installation max. impact torque tool settings.
(1 Seismic assessment only valid for the following embedment depths: Anchor size 8 -50mm & 65mm

(2 Seismic assessment only valid for the following embedment depths: Anchor size 8- 50mm & 65mm

Ceiling Angle Bracket T45 Torx Impact Driver

see page 73 for full range

Thunderbolt*PRO Pan Head S o e

FASTDRIVE

see page 73 for full range

Galvanised - External Use

Part No. Description Drill Min. Min. Max. Clearance Drive Torx Max.

; ; 3 -
Diamets Drill Anch Fixt Holl T Impact Impact TEwx - -
e Degth Erﬁ)e%r Thzékﬁcreess in Fi?(tphre e B"rf’feﬁ TooT'[Fgrcque 5 SEISMIC ‘ h g
(mm) (mm) (mm) (mm) (mm) (Torx) Part No. Tmax (Nm) ETA Option Assessment qty qty
SXTBP08060G 8 x 60mm 60 50 10 100 600
SXTBP08080G 8 x 80mm 8 30 12 T45 | BTI0S0T45 250 | Optionl ' C1&C2 50 200
SXTBP08100G 8 x 100mm 75 65 35 50 200

*Max. power output of impact screw gun | Option 1 = ETA Option 1 = AS 5216 Compliant

Excessive torgue during installation may damage the anchor. Training, expertise and good judgment is required. Always adhere to anchor installation max. impact torque tool settings.
(1 Seismic assessment only valid for the following embedment depths: Anchor size 8- 50mm & 65mm

(2 Seismic assessment only valid for the following embedment depths: Anchor size 8- 50mm & 65mm

ANCHOR B PRO »))
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Serious Connections®

Ceiling Angle Bracket T30 Torx Impact Driver
Suitable for 6mm and 8mm Parts see page 73 for full range
see page 71

Nautilus® C - Internal Use

Part No. Description Drill Min. Min. Max. Clearance Drive Torx Max.

' d d -~ iy,
Diamets Drill Anch Fixt Holl T Impact Impact b - -~
e De;th a?@fur Th::kﬁtreess in Fi?(t!ijre e Ir;rllj\?:r TooT'l?grcque i SEISMIC ‘ ' e
(mm) (mm) (mm) (mm) (mm) (Torx) Part No. Tmax (Nm) ETA Option Assessment qty qty
SXTBTR06045 6 x45mm 50 40 5 100 1200
SXTBTR06060 6 x60mm 5 Option 1 100 600
6 9 T30 | BTIOS0T30 250 &DRNSS a
SXTBTR06080 6 x80mm 65 55 25 100 600
SXTBTR06100 6 x100mm 45 100 600

*Max. power output of impact screw gun | RNSS = ETA Redundant non-structural systems | Option 1 = ETA Option 1 = AS 5216 Compliant
Excessive torgue during installation may damage the anchor. Training, expertise and good judgment is required. Always adhere to anchor installation max. impact torque tool settings.
(1 Seismic assessment only valid for the following embedment depths: Anchor size 6 - 40 & 55mm

Thunderb0|t®PRo Truss Head Ceiling Angle Bracket T30 Torx Impact Driver

Suitable for 6mm and 8mm Parts see page 73 for full range
see page 71

VAT WY

¢ Ak

Galvanised - External Use

Part No. Descripti Drill Min. Min. Max. a Dri T Max. -
e e vameter | 0l | Acwor | e | Hoe | Twe | et | mect | [REB H ==
Depth Embed. Thickness = in Fixture Driver Tool Torque il SEISMIC g
(mm) (mm) (mm) (mm) (mm) (Torx) Part No. Tmax (Nm) ETA Option Assessment qty qty
SXTBTR06045G = 6 x45mm 50 40 5 100 1200
SXTBTR0O6060G = 6 x60mm 5 Option 1 100 600
6 9 T30 | BTI050T30 250 &DRNSS 1l
SXTBTR06080G = 6 x80mm 65 55 25 100 600
SXTBTR06100G 6 x100mm 45 100 600

*Max. power output of impact screw gun | RNSS = ETA Redundant non-structural systems | Option 1 = ETA Option 1 = AS 5216 Compliant
Excessive torgue during installation may damage the anchor. Training, expertise and good judgment is required. Always adhere to anchor installation max. impact torque tool settings.
(1 Seismic assessment only valid for the following embedment depths: Anchor size 6 - 40 & 55mm

ANCHOR B PRO )
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