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SESTOINTERNAL BRACING SYSTEM

ICCONS® ThunderBolt®Pro with 50x50x3mm Galvanised Washer
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FIXING BOTTOM PLATES;
The ICCONS® ThunderBolt®Pro is the latest design in 
high performance screw-in, self tapping concrete 
anchors for use in a wide range of concrete and 
masonry base materials. The ICCONS® ThunderBolt®-
Pro achieves high loads while generating low expan-
sion forces makiing it ideal for close to edge applica-
tions. Available in a mechanically galvanised finish, the 
The ThunderBolt®Pro is the perfect solution for use as 
a perimeter fixing in accordance with NZ Building Code 
clauses E2 and E3.

FIXING BOTTOM PLATES EXTERNAL - PROPRI-
ETARY SOLUTION
The SXB08140G WHITE SCrewbolt has been indepen-
dendtly tested for fixing Perimeter bottom plates. 
Characteristics Tension load 11.9kN. In Plane Shear 
load 8.2kN and a Out of Plane load of 4.0kN. This is in 
accordance with BRANZ test report No. 125 (2004) 
and the evaluation of the results are in accordance 
with BRANZ evaluation method EMI (1999)

INTERNAL BOTTOM PLATES - PROPRIETARY 
SOLUTION
The SXB08100G Black Screwbolt meets load require-
ments in accordance with NZS3604;2011 were edge 
distance is not a factor.
Refer ICCONS document TDS / 1015.2 (NZ)
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Contact SESTO Fasteners for full independent report details on testing conducted using the SXTB10140G ThunderBolt®Pro
(Report SSL-10009).
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ANCHOR INSTALLATION INSTRUCTIONS

ICCONS® bottom plate fixings must be installed in accordance with 
ICCONS® published installation instructions.

DURABILITY

The SXTB10140G, SXTB10150G and SXTB10200G ThunderBolt®Pro anchors for use as a proprietary bracing solution are coated with a 
proprietary mechanically galvanised coating (NAUTILUS XTEND) designed to achieve 1000 hours in a Neutral Salt spray test (NSS). The life 
expectancy of the SXTB10140G, SXTB10150G and SXTB10200G anchors will depend on the environment where the products are installed, 
for internal dry environments, the SXTB10140G, SXTB10150G and SXTB10200G have a life expectancy of 50 years (minimum). The 
SXTB10140G, SXTB10150G and SXTB10200G also comply with durability requirements for all zones in a closed environment as stipulated in 
NZS 3604-2011, table 4.1.

WARRANTY

This technical document has been prepared to provide guidance for design professionals and trades people in the correct selection and use of 
proprietary bracing systems ICCONS® and SESTO Fasteners shall not be held liable for any claim, damage, demand expense, injury or loss, direct, 
incidental or consequential, based on product misuse and factors outside the control of both ICCONS® and SESTO Fasteners.

MATERIAL SPECIFICATIONS

Using a 8mm drill but, drill a 
hole to the depth of at least 
one diameter deeper that 
the required embedment 
depth.

Clean dust and other 
material from the hole.

Install with either a socket 
or cordless impact driver. 
Apply pressure against the 
fixing and rotate to engage 
the first thread. Continue to 
tighten the anchor until 
flanged head is firmly seated 
against fixture.

Installation complete!

Anchor body

Anchor body

Plating

Heat Treated 10B21

Mechanically Galvanised

Galnavised Coating thickness 45 microns (min).
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Lorem ipsum dolor sit amet, consectetuer adipi-
scing elit, sed diam nonummy nibh euismod 
tincidunt ut laoreet dolore magna aliquam erat 
volutpat. Ut wisi enim ad minim veniam, quis 
nostrud exerci tation ullamcorper suscipit lobor-
tis nisl ut aliquip ex ea commodo consequat. 
Duis autem vel eum iriure dolor in hendrerit in 
vulputate velit esse molestie consequat, vel illum 
dolore eu feugiat nulla facilisis at vero eros et 
accumsan et iusto odio dignissim qui blandit 
praesent luptatum zzril delenit augue duis 
dolore te feugait nulla facilisi.
Lorem ipsum dolor sit amet, cons ectetuer 
adipiscing elit, sed diam nonummy nibh euis-
mod tincidunt ut laoreet dolore magna aliquam 
erat volutpat. Ut wisi enim ad minim veniam, 
quis nostrud exerci tation ullamcorper suscipit 
lobortis nisl ut aliquip ex ea commodo conse-

Lorem ipsum dolor sit amet, consectetuer adipi-
scing elit, sed diam nonummy nibh euismod 
tincidunt ut laoreet dolore magna aliquam erat 
volutpat. Ut wisi enim ad minim veniam, quis 
nostrud exerci tation ullamcorper suscipit lobor-
tis nisl ut aliquip ex ea commodo consequat. 
lobortis nisl ut aliquip ex ea commodo conse-
quat.
Lorem ipsum dolor sit amet, consectetuer adipi-
scing 


