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15 14 78

20 14 84
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20 14 84

32 17 101

mm A B C D

15 28 28 14 14

20 34 34 17 17

32

mm A B C D

15 58 41 27 29

20 60 50 30 28

32

mm A B C D

15 13 65

20 13 67

32

mm A B C D

15 45 28 22 21

20 54 44 27 24

32

mm A B C D

15 21

20 27

32

mm A B C D

15 39 34 19 17

20 39 34 19 17

32

4 HOLE FLANGE

ELBOW

SOCKET

SIDE OUTLET TEE

3 HOLE FLANGE

TEE JUNCTION

CROSS

REDUCING SOCKET



Iron Moa

mm A B C D

15 50 28 26 14

20 55 34 30 17

32

mm A B C D

15 21 21

20 24 26

32

mm A B C D

15 45 42 29 27

20 48 48 28 28

32

mm A B C D

15 19 28

20 20 34

32

mm A B C D

15 58 40 27 25

20 60 47 30 29

32

mm A B C D

15 44 40

20 50 50

32

45 DEGREE ELBOW

PLUG

SIDE OUTLET ELBOW

ENDCAP

5 WAY CROSS

UNION

PIPE AND FITTINGS ASSEMBLY

Firmly tighten pipe and fittings by hand. If connection remains 
loose, use a long pipe to twist fitting into correct position.  Do 
not use excessive force as this may damage surface finish 
and crack malleable iron fittings. 

Optional: Use a high strength thread lock or plumbing tape to 
tighten your pipe and fittings for permanent fixture.

Floor standing products come with adjustable pipe fittings to 
balance uneven surfaces. It is not recommended to remove 
feet as this can lead to floor damage or uneven weight dis-
persion.

Flanges must be properly anchored to the wall, floor or ceil-
ing. Attach to studs, concrete or structural framework using 
screws. Where alternate holes of flange do not align with 
framework due to flange diameter, provided raw plugs may 
be used.

ARE INSTRUCTIONS

Timber: Any timber oil can be used with timber products. Poly-
urethane coatings can be wiped clean with damp rag, howev-
er, do not use excessive moisture with raw timber products.

Pipe and fittings: Surfaces can be wiped with a dry cloth to 
remove dust. Do not rinse or apply water to your product. Do 
not clean electrical components with a damp cloth or while 
connected to power source.

In the event your paint has been damaged due to use you 
can use spray paint to touch up or alternatively apply antirust 
treatment. Note: Small patches of surface rust with use do 
not affect structural integrity.

Vintage, rustic bronze and rusted pipe finishes can be protect-
ed against moisture by applying a rust treatment spray. This 
provides a longer lasting protection that can be reapplied as 
needed.

TIMBER ASSEMBLY

Attach timber to fixings with provided screws when relevant. 
When using reclaimed timber avoid screwing into nail holes 
and blemishes. It is recommended to fix timber to brackets 
and fixings within 7 days of unpacking to avoid warping.

Do not expose timber to direct sunlight or humid conditions. 
Avoid direct contact with water or oil before fixing. Iron Moa is 
not responsible for warping or moving timber due to incorrect 
or extended storage.

Note: Oil stains in packaging are a normal factor when dealing 
with recently oiled and handmade products. This does not af-
fect product functionality or quality.

SUSTAINABILITY EFFORTS

Iron Moa fights to reduce unnecessary waste by promoting 
plastic free packaging when possible. In place of plastic bags, 
styrofoam fillers and plastic tape we use paper, woodshav-
ings and gum tape. Our mail bags are compostable and card-
board boxes recyclable. 

All timber products are sourced in New Zealand while some 
products use reclaimed timber from old villas, barns and 
packing pallets. 

CONTACT AND FEEDBACK

www.ironmoa.co.nz / hello@ironmoa.co.nz / 0275387109

FB: @IRONMOANZ IG: @IRONMOA

M O D U L A R  I N D U S T R I A L  F U R N I T U R E

Iron Moa Product Care Instructions
CONGRATULATIONS ON YOUR IRON MOA PRODUCT

FINDING YOUR ASSEMBLY PLANS

If your product does not come with installation instructions 
or kitset assembly plans, you can find these online at www. 
ironmoa.co.nz under the product description. All instructions 
come in either PDF or video format available for download.
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