


TREND MODULAR SAUNA 
ASSEMBLY INSTRUCTIONS

-2 people (recommended)
Approximate assembling time: 1-2 hours

Tools needed:
- Hammer
- Rubber mallet
- Hammer dril-1/8’’ drill bit

Accesories/Consumables included:
- 16 large staples



Getting started

Diagram 1.A. All parts of the trend sauna.

Grab the large staples 
and hammer them into 
the grooves where the 
frames meet (the 
package contains 8 for 
the back and 8 for the 
f r o n t ) .

Once you have decid-
ed where to place your 
Trend Sauna, the first 
thing you need to do is 
assemble the bottom 

Start by organizing all your sauna parts. For making this easy, each part has been 
labelled indicating the name and orientation of the piece. Your trend sauna 
included:

1. Right back panel
2. Left back panel
3. Right Wall Panel
4. Left Wall panel
5. Right bottom panel
6. Left bottom panel
7. Right top corner
8. Left top corner
9. Ceiling panel
10. Floor panel
11. Glass door
12. Storefronts
13. Inner frame
14. Outer frame
15. Benches (2)
16. Corner glass (2)
17. Wooden pull
18. Heater guard rail
19. stainless Steel
hinges (2)
20. Control box
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Diagram 1.2 Assebly Corner Bottom (1) and Ceiling Part (2)

Diagram 1.3  Grooves (1)
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Carefully, present the left back 
panel on its place. Connect the 
wires on the bottom, then pass the 
top wires thru the hole to the back. 
Place the wall on its place and 
screw it on its place.

Attach wall panels to the bottom 
corners, staple them and place the 
ceiling set on top, again be sure to 
face all faces to the right side.

Repeat the previous step with the 
Top Corners and Ceiling Panel. Then 
put the grooves in place

Diagram 1.4Top corners (1 and 2) 
Ceiling Panel (3). Grooves (4)
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Diagram 1.5 Bottom corners (1 and 2) 
Flooring Panel (3). Wall Panels (4 and 5)

Diagram 1.6Left back panel (1)
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Connect the wires on the back cor-
ners and cover them. Also, you can 
place the back vent cover on its 
place with the rubber mallet.

Now, rise the ceiling part assembly 
and put it on top . 

By now you are done with the exteri-
or and you can start work on the

Repeat previous step with the right 
back 

Diagram 1.7 Left back panel (1)Right 
back panel 
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Diagram 1.8 Vent (1)

Diagram 1.9 Ceiling Part (1)
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To place the corner glass, take 
off the top tongue and groove 
tablet and carefully accommo-
date the glass. Make sure that 
the 45° cuts are holding the glass 
and screw the T&G back on its

Put the trim on the back wall to 
hide the seem and place the 
inner vent cover on its  place 

Take one of the benches, look 
for the temporary supports and 
unfold the leg so you can use it 
as a support too. Place the 
bench on its corresponding walls 
supports and fix it. 

You must repeat the same thing 
for the other bench.

Diagram 1.10   Right top corner  (1) Glass (2)                   
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Diagram 1.11   Right top corner  (1) Glass (2)              

Diagram 1.12 Benches

Diagram 1.13 Assembly benches. Bench Legs (1)  
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You can take and place 
your heater. For the install 
you had to connect it to 
the box below the bench.

Once you have finished 
with you heater, place 
and secure the heater 
guard rail around it.

Take one of the u-shaped 
inner trim pieces and 
place it on the bottom 
with the “A” side facing 
out, screw it.

Do the same with the 
l-shaped inner trim pieces 
on the sides and the other 
u-shaped piece on the 
t o p .

Diagram 1.14 Heater (1) 
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Diagram 1.15 Heatter Guard rail (1)
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Diagram 1.16 U-shaped inner trim (1 and 2)
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Take the bottom 
u-shaped outer trim 
piece and place it on 
the bottom with the “A” 

Before you put the glass door, you need to define which side do you want the 

Door Door

Diagram 1.8 U-shaped inner trim (1 and 2)
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Diagram 1.19 Door opening orientation. Hinges 
(1)
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Do the same with the 
l-shaped inner trim 
pieces on the sides and 
the other u-shaped 
piece on the top.2
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Diagram 1.7 l-shaped inner trim 
(1 and 2)

door to open.



If you have  already 
chosen the door open-
ing orientation, put the 
Storefront “A” into the 
groove between the 
frames. Place logo 
u-shaped piece on the 
top and screw it to hold 
the glass.

Repeat, you must do the 
same with the Storefront 
‘’B’’. Place the door.

Place the l-shaped outer 
trim pieces on the sides 
and screw them too.

Diagram 1.20 Storefront A (1) 
Frame (2) Groove (3)
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Diagram 1.21 Storefront A (1) 
Storefront B (2) Door Place(3)

Diagram 1.22  Outer trim assamble. l-shaped (1 
and 2) u-shaped parts (3 and 4)
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For the last step, you need 
to place wifi controler on 
the left side of your sauna 
and connecting the wires.

You are ready to enjoy your Trend Sauna!

Remember you can con-
trol it from anywhere, with 
Scandia's brand new
SmartSauna App!

Diagram 1.23  Wifi controler (1) Hande Place (2)
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